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	1. The purpose of sidelink RRC reconfiguration procedure including:
· configuration and re-configuration of NR sidelink measurement and reporting, and;
· Configuration and re-configuration of sidelink CSI reference signal resources and CSI reporting latency bound.
But, ‘reconfiguration’ is missing in the general discription of sidelink RRC reconfiguration procedure.
2. How to set sl-ResetConfig is missing in the spec.
3. The word “reporting” means UE behaviour in “perform NR sidelink measurement and reporting”.  In section 5.8.9.1.1 and 5.8.9.10 the description “perform NR sidelink measurement and report” missed “ing”
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	1. Add ’(re-)’ before configuration of NR sidelink measurement and reporting and beforeconfiguration of sidelink CSI reference signal resources and CSI reporing latency bound.
2. If full configuration should be applicable for the RRCReconfigurationSidelink, set sl-ResetConfig.
3. Change “measurement and report” to “measurement and reporting”
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[bookmark: _GoBack]
Figure 5.8.9.1.1-1: Sidelink RRC reconfiguration, successful


Figure 5.8.9.1.1-2: Sidelink RRC reconfiguration, failure
The purpose of this procedure is to modify a PC5-RRC connection, e.g. to establish/modify/release sidelink DRBs, to (re-)configure NR sidelink measurement and reporting, to (re-)configure sidelink CSI reference signal resources and CSI reporting latency bound.
The UE may initiate the sidelink RRC reconfiguration procedure and perform the operation in sub-clause 5.8.9.1.2 on the corresponding PC5-RRC connection in following cases:
-	the release of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.8.9.1a.1;
-	the establishment of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.8.9.1a.2;
-	the modification for the parameters included in SLRB-Config of sidelink DRBs associated with the peer UE, as specified in sub-clause 5.8.9.1a.2;
-	the (re-)configuration of the peer UE to perform NR sidelink measurement and reporting.
-	the (re-)configuration of the sidelink CSI reference signal resources and CSI reporting latency bound.
In RRC_CONNECTED, the UE applies the NR sidelink communications parameters provided in RRCReconfiguration (if any). In RRC_IDLE or RRC_INACTIVE, the UE applies the NR sidelink communications parameters provided in system information (if any). For other cases, UEs apply the NR sidelink communications parameters provided in SidelinkPreconfigNR (if any). When UE performs state transition between above three cases, the UE applies the NR sidelink communications parameters provided in the new state, after acquisition of the new configurations. Before acquisition of the new configurations, UE continues applying the NR sidelink communications parameters provided in the old state.
[bookmark: _Toc60867808][bookmark: _Toc60777027]5.8.9.1.2	Actions related to transmission of RRCReconfigurationSidelink message
The UE shall set the contents of RRCReconfigurationSidelink message as follows:
1>	for each sidelink DRB that is to be released, according to sub-clause 5.8.9.1a.1.1, due to configuration by sl-ConfigDedicatedNR, SIB12, SidelinkPreconfigNR or by upper layers:
2>	set the SLRB-PC5-ConfigIndex included in the slrb-ConfigToReleaseList corresponding to the sidelink DRB;
1>	for each sidelink DRB that is to be established or modified, according to sub-clause 5.8.9.1a.2.1, due to receiving sl-ConfigDedicatedNR, SIB12 or SidelinkPreconfigNR:
2>	set the SLRB-Config included in the slrb-ConfigToAddModList, according to the received sl-RadioBearerConfig and sl-RLC-BearerConfig corresponding to the sidelink DRB;
1>	set the sl-MeasConfig as follows:
2>	If the frequency used for NR sidelink communication is included in sl-FreqInfoToAddModList in sl-ConfigDedicatedNR within RRCReconfiguration message or included in sl-ConfigCommonNR within SIB12:
3>	if UE is in RRC_CONNECTED:
4>	set the sl-MeasConfig according to stored NR sidelink measurement configuration information for this destination;
3>	if UE is in RRC_IDLE or RRC_INACTIVE:
4>	set the sl-MeasConfig according to stored NR sidelink measurement received from SIB12;
2>	else:
3>	set the sl-MeasConfig according to the sl-MeasPreconfig in SidelinkPreconfigNR;
1> if full configuration is applicable for the RRCReconfigurationSidelink:
2>		set sl-ResetConfig;	
1>	start timer T400 for the destination associated with the sidelink DRB;
1>	set the sl-CSI-RS-Config;
1>	set the sl-LatencyBoundCSI-Report,
NOTE 1:	How to set the parameters included in sl-CSI-RS-Config and sl-LatencyBoundCSI-Report is up to UE implementation.
The UE shall submit the RRCReconfigurationSidelink message to lower layers for transmission.

… …
[bookmark: _Toc60777051][bookmark: _Toc60867832]5.8.10	Sidelink measurement
[bookmark: _Toc60777052][bookmark: _Toc60867833]5.8.10.1	Introduction
The UE may configure the associated peer UE to peform NR sidelink measurement and report on the corresponding PC5-RRC connection in accordance with the NR sidelink measurement configuration for unicast by RRCReconfigurationSidelink message.
The NR sidelink measurement configuration includes the following parameters for a PC5-RRC connection:
1.	NR sidelink measurement objects: Object(s) on which the associated peer UE shall perform the NR sidelink measurements.
-	For NR sidelink measurement, a NR sidelink measurement object indicates the NR sidelink frequency of reference signals to be measured.
2.	NR sidelink reporting configurations: NR sidelink measurement reporting configuration(s) where there can be one or multiple NR sidelink reporting configurations per NR sidelink measurement object. Each NR sidelink reporting configuration consists of the following:
-	Reporting criterion: The criterion that triggers the UE to send a NR sidelink measurement reporting. This can either be periodical or a single event description.
-	RS type: The RS that the UE uses for NR sidelink measurement results. In this release, only DMRS is supported for NR sidelink measurement.
-	Reporting format: The quantities that the UE includes in the measurement report. In this release, only RSRP measurement is supported.
3.	NR sidelink measurement identities: A list of NR sidelink measurement identities where each NR sidelink measurement identity links one NR sidelink measurement object with one NR sidelink reporting configuration. By configuring multiple NR sidelink measurement identities, it is possible to link more than one NR sidelink measurement object to the same NR sidelink reporting configuration, as well as to link more than one NR sidelink reporting configuration to the same NR sidelink measurement object. The NR sidelink measurement identity is also included in the NR sidelink measurement report that triggered the reporting, serving as a reference to the network.
4.	NR sidelink quantity configurations: The NR sidelink quantity configuration defines the NR sidelink measurement filtering configuration used for all event evaluation and related reporting, and for periodical reporting of that NR sidelink measurement. In each configuration, different filter coefficients can be configured for different NR sidelink measurement quantities.
Both UEs of the PC5-RRC connection maintains a NR sidelink measurement object list, a NR sidelink reporting configuration list, and a NR sidelink measurement identities list according to signalling and procedures in this specification.
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