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1. Overall Description:

As part of the WI NR-NTN-solutions, RAN2 has been discussing the support of LCS in Non-Terrestrial Networks (NTN) which encompass Satellite and HAPS based access networks.

RAN2 would like to further understand requirements applying to LCS in the context of NTN, for example to support regulatory requirements.

· Question 1: RAN2 would like to ask to RAN3SA2 whether a finer granularity for UE location information than what is known from cell ID and TAC provided in system information is needed in for some NTN which cell size may be larger compared to typicalthan the  cell size of terrestrial networks of non-terrestrial network (thousands km edge to edge, see TR 38.821 on table 4.2-2: Reference scenario parameters).	Comment by Qualcomm-Bharat-2: What is finer? Finer than what? Added clarification. Without this, this question is repeating. See R2-2010696, SA2 has already answered this question if we do not mention cell ID/TAC.	Comment by Thales 2nd round: In SA3-LI, it has been made clear that “The logical location shall unambiguously map to the geographical area of the UE physical location. Granularity of such geographical areas needs to be able to provide network location accuracy comparable with terrestrial networks.”. 	Comment by Qualcomm-Bharat-2: Yes also made it clear to RAN2 and RAN3, see R2-2010696. 

In case the response to question 1 is positive	Comment by Qualcomm-Bharat: This does not seem necessary. Does it mean, first SA3-LI wait for SA3 response and then we further wait SA3-LI?	Comment by Thales 2nd round: Agree with QC

· Question 2: RAN2 would like to ask to SA3-LI whetherif, in NTN scenarios, the UE location information in Location Service Response computed either at network side using A-GNSS based on measurements provided by UE, or by UE as defined in TS 38.305 in UE-assisted, LMF-based mode, can be considered reliable.

2. Actions:
[bookmark: _Hlk46227635]To RAN WG3SA WG2 and SA WG3-LI.
ACTION: 	RAN2 respectfully asks SA2 and SA3-LI to answer the questions above. 

3. Date of Next RAN2 Meetings:
RAN2#113-bis-e	12th – 20th April 2021	Electronic meeting
RAN2#114-e	19th – 27th May 2021	Electronic meeting
RAN2#115	23th – 27th August 2021	Toulouse, France

