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	Reason for change:
	Different names exist for the field decription nr-PositionCalculationAssistance. This needs to be corrected.

	
	

	Summary of change:
	The field name has been changed from nr-PositionCalculationAssistanceData to nr-PositionCalculationAssistance
Impacted 5G architecture options:
NR SA, NR-DC, (NG)EN-DC, NE-DC
 Impacted functionality:
DL-PRS Assistance Data
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Field name has been changed. No intereperatbilty issue seen.
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Beginning of Changes
[bookmark: _Toc60870424][bookmark: _Toc52548696][bookmark: _Toc52548166][bookmark: _Toc52547636][bookmark: _Toc52547106][bookmark: _Toc46486761][bookmark: _Toc37681189][bookmark: _Toc12618267]6.5.10.1	NR DL-TDOA Assistance Data
[bookmark: _Toc60870425][bookmark: _Toc52548697][bookmark: _Toc52548167][bookmark: _Toc52547637][bookmark: _Toc52547107][bookmark: _Toc46486762][bookmark: _Toc37681190][bookmark: _Toc12618268]–	NR-DL-TDOA-ProvideAssistanceData
The IE NR-DL-TDOA-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-TDOA. It may also be used to provide NR DL-TDOA positioning specific error reason.
-- ASN1START

NR-DL-TDOA-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16 	OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL, 	-- Cond UEB
	nr-DL-TDOA-Error-r16				NR-DL-TDOA-Error-r16				OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present for UE based NR DL-TDOA; otherwise it is not present.



	NR-DL-TDOA-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-DL-TDOA-ProvideAssistanceData message. 

	nr-PositionCalculationAssistanceData
This field provides position calculation assistance data for UE-based mode.

	nr-DL-TDOA-Error
This field provides DL-TDOA error reasons.



[bookmark: _Toc67780788][bookmark: _Toc52548698][bookmark: _Toc52548168][bookmark: _Toc52547638][bookmark: _Toc52547108][bookmark: _Toc46486763][bookmark: _Toc37681191]6.5.10.2	NR DL-TDOA Assistance Data Request
[bookmark: _Toc67780789][bookmark: _Toc52548699][bookmark: _Toc52548169][bookmark: _Toc52547639][bookmark: _Toc52547109][bookmark: _Toc46486764][bookmark: _Toc37681192][bookmark: _Toc12618278]–	NR-DL-TDOA-RequestAssistanceData
The IE NR-DL-TDOA-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-DL-TDOA-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16							OPTIONAL,
	nr-AdType-r16					BIT STRING {	dl-prs 	(0),
													posCalc (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-DL-TDOA-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, posCalc means requested assistance data is nr-PositionCalculationAssistanceData for UE based positioning.



Next Changes
[bookmark: _Toc60870444][bookmark: _Toc52548716][bookmark: _Toc52548186][bookmark: _Toc52547656][bookmark: _Toc52547126][bookmark: _Toc46486781][bookmark: _Toc37681208]
6.5.11	NR DL-AoD Positioning
This clause defines the information elements for NR downlink AoD positioning (TS 38.305 [40]).
[bookmark: _Toc60870445][bookmark: _Toc52548717][bookmark: _Toc52548187][bookmark: _Toc52547657][bookmark: _Toc52547127][bookmark: _Toc46486782][bookmark: _Toc37681209]6.5.11.1	NR DL-AoD Assistance Data
[bookmark: _Toc60870446][bookmark: _Toc52548718][bookmark: _Toc52548188][bookmark: _Toc52547658][bookmark: _Toc52547128][bookmark: _Toc46486783][bookmark: _Toc37681210]–	NR-DL-AoD-ProvideAssistanceData
The IE NR-DL-AoD-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-AoD. It may also be used to provide NR DL-AoD positioning specific error reason.
-- ASN1START

NR-DL-AoD-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16		OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL, -- Cond UEB
	nr-DL-AoD-Error-r16					NR-DL-AoD-Error-r16					OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present for UE based NR DL-AoD; otherwise it is not present.



	NR-DL-AoD-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-DL-AoD-ProvideAssistanceData message.

	nr-PositionCalculationAssistanceData
This field provides position calculation assistance data for UE-based mode.

	nr-DL-AoD-Error
This field provides DL-AoD error reasons.



[bookmark: _Toc67780809][bookmark: _Toc52548719][bookmark: _Toc52548189][bookmark: _Toc52547659][bookmark: _Toc52547129][bookmark: _Toc46486784][bookmark: _Toc37681211]6.5.11.2	NR DL-AoD Assistance Data Request
[bookmark: _Toc67780810][bookmark: _Toc52548720][bookmark: _Toc52548190][bookmark: _Toc52547660][bookmark: _Toc52547130][bookmark: _Toc46486785][bookmark: _Toc37681212]–	NR-DL-AoD-RequestAssistanceData
The IE NR-DL-AoD-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-DL-AoD-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING { 	dl-prs 	(0),
													posCalc (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-DL-AoD-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, posCalc means requested assistance data is nr-PositionCalculationAssistanceData for UE based positioning.



End of Changes
