

	
[bookmark: _GoBack]3GPP TSG-RAN WG2 Meeting #113bis-e	R2-2104069
E-meeting, 12 – 20 April 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.306
	CR
	draft
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Introduction of DL 1024QAM for NR FR1 - 38.306

	
	

	Source to WG:
	  ZTE Corporation, Sanechips

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_DL1024QAM_FR1
	
	Date:
	2021-04-02

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Introduce UE capabilities to support DL 1024 QAM for FR1.

	
	

	Summary of change:
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[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc67919874]4.2.7.2	BandNR parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	Partly omitted

	outOfOrderOperationDL-r16
Indicates whether the UE supports out of order operation for DL. The UE that indicates support of this feature shall support multiDCI-MultiTRP-r16. The capability signalling comprises the following parameters:
-	supportPDCCH-ToPDSCH-r16 indicates support out-of-order operation for PDCCH to PDSCH;
-	supportPDSCH-ToHARQ-ACK-r16 indicates support out-of-order operation for PDSCH to HARQ-ACK.
	Band
	No
	N/A
	N/A

	outOfOrderOperationUL-r16
Indicates whether the UE supports out of order operation for UL. The UE that indicates support of this feature shall support multiDCI-MultiTRP-r16.

Note: Same closed loop index for power control across PUSCHs associated with different CORESETPoolIndex values is not supported by a UE indicating the support of this feature when TPC accumulation is enabled.
	Band
	No
	N/A
	N/A

	overlapPDSCHsFullyFreqTime-r16
Indicates whether the UE support PDSCHs with fully overlapping Resource Elements. The UE that indicates support of this feature shall support multiDCI-MultiTRP-r16.

Note: A UE may assume that its maximum receive timing difference between the DL transmissions from two TRPs is within a Cyclic Prefix
	Band
	No
	N/A
	N/A

	overlapPDSCHsInTimePartiallyFreq-r16
Indicates whether the UE support PDSCHs with partially overlapping Resource Elements. The UE that indicates support of this feature shall support multiDCI-MultiTRP-r16.
	Band
	No
	N/A
	N/A

	overlapRateMatchingEUTRA-CRS-r16
Indicates whether the UE supports two LTE-CRS overlapping rate matching patterns within a part of NR carrier using 15 kHz SCS overlapping with a LTE carrier. If the UE supports this feature, the UE needs to report multipleRateMatchingEUTRA-CRS-r16.
	Band
	No
	N/A
	FR1 only

	pdsch-256QAM-FR2
Indicates whether the UE supports 256QAM modulation scheme for PDSCH for FR2 as defined in 7.3.1.2 of TS 38.211 [6].
	Band
	No
	N/A
	FR2 only

	pdsch-1024QAM-FR1-r17
Indicates whether the UE supports 1024QAM modulation scheme for PDSCH for FR1 as defined in 7.3.1.2 of TS 38.211 [6].
	Band
	No
	N/A
	FR1 only

	pdsch-MappingTypeB-Alt-r16
Indicates whether the UE supports PDSCH Type B scheduling of length 9 and 10 OFDM symbols, and DMRS shift for length-10 symbols. If the UE supports this feature, the UE needs to report pdsch-MappingTypeB.
	Band
	No
	N/A
	FR1 only

	periodicBeamReport
Indicates whether UE supports periodic 'CRI/RSRP' or 'SSBRI/RSRP' reporting using PUCCH formats 2, 3 and 4 in one slot.
	Band
	Yes
	N/A
	N/A

	powerBoosting-pi2BPSK
Indicates whether UE supports power boosting for pi/2 BPSK, when applicable as defined in 6.2 of TS 38.101-1 [2]. This capability is not applicable to IAB-MT.
	Band
	No
	TDD only
	FR1 only

	ptrs-DensityRecommendationSetDL
For each supported sub-carrier spacing, indicates preferred threshold sets for determining DL PTRS density. It is mandated for FR2. For each supported sub-carrier spacing, this field comprises:
-	two values of frequencyDensity;
-	three values of timeDensity.
	Band
	CY
	N/A
	N/A

	[bookmark: _Hlk533941701]ptrs-DensityRecommendationSetUL
For each supported sub-carrier spacing, indicates preferred threshold sets for determining UL PTRS density. For each supported sub-carrier spacing, this field comprises:
-	two values of frequencyDensity;
-	three values of timeDensity;
-	five values of sampleDensity.
	Band
	No
	N/A
	N/A

	pucch-SpatialRelInfoMAC-CE
Indicates whether the UE supports indication of PUCCH-spatialrelationinfo by a MAC CE per PUCCH resource. It is mandatory for FR2 and optional for FR1.
	Band
	CY
	N/A
	N/A

	pusch-256QAM
Indicates whether the UE supports 256QAM modulation scheme for PUSCH as defined in 6.3.1.2 of TS 38.211 [6].
	Band
	No
	N/A
	N/A

	Partly omitted
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	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	channelBW-90mhz
Indicates whether the UE supports the channel bandwidth of 90 MHz.
For FR1, the UE shall indicate support according to TS 38.101-1 [2], Table 5.3.5-1.
	FSPC
	CY
	N/A
	FR1 only

	maxNumberMIMO-LayersPDSCH
Defines the maximum number of spatial multiplexing layer(s) supported by the UE for DL reception. For single CC standalone NR, it is mandatory with capability signaling to support at least 4 MIMO layers in the bands where 4Rx is specified as mandatory for the given UE and at least 2 MIMO layers in FR2. If absent, the UE does not support MIMO on this carrier.
	FSPC
	CY
	N/A
	N/A

	multiDCI-MultiTRP-r16
Indicates whether the UE supports multi-DCI based multi-TRP and support of fully/partially overlapping PDSCHs in time and non-overlapping in frequency. This capability applies only to BWPs where two values of coresetPoolIndex are configured. The capability signalling contains the following:

-	maxNumberCORESET-r16 indicates maximum number of CORESETs configured per BWP per cell in addition to CORESET 0.
-	maxNumberCORESETPerPoolIndex-r16 indicates maximum number of CORESETs configured per coresetPoolIndex per BWP per cell in addition to CORESET 0.
-	maxNumberUnicastPDSCH-PerPool-r16 indicates maximum number of unicast PDSCHs per coresetPoolIndex per slot.

NOTE 1:	A UE may assume that its maximum receive timing difference between the DL transmissions from two TRPs is within a Cyclic Prefix.
NOTE 2:	Processing capability 2 is not supported in any CC if at least one CC is configured with two values of coresetPoolIndex.
NOTE 3:	If UE reports value N1 for maxNumberCORESET-r16, that means UE supports up to min (N1+1, 5) CORESETs in total (including CORESET#0) if there is CORESET#0, and supports maximal N1 CORESETs if there is no CORESET#0.
NOTE 4:	If UE reports value N2 for maxNumberCORESETPerPoolIndex-r16, that means UE supports up to min (N2+1, 3) CORESETs in total (including CORESET#0) for a TRP if there is CORESET#0, and supports maximal N2 CORESETs for another TRP if there is no CORESET#0.

	FSPC
	No
	N/A
	N/A

	supportedBandwidthDL
Indicates maximum DL channel bandwidth supported for a given SCS that UE supports within a single CC (and in case of intra-frequency DAPS handover for the source and target cells), which is defined in Table 5.3.5-1 in TS 38.101-1 [2] for FR1 and Table 5.3.5-1 in TS 38.101-2 [3] for FR2.
For FR1, all the bandwidths listed in TS38.101-1 Table 5.3.5-1 for each band shall be mandatory with a single CC unless indicated optional. For FR2, the set of mandatory CBW is 50, 100, 200 MHz. When this field is included in a band combination with a single band entry and a single CC entry (i.e. non-CA band combination), the UE shall indicate the maximum channel bandwidth for the band according to TS 38.101-1 [2] and TS 38.101-2 [3].

NOTE:	To determine whether the UE supports a channel bandwidth of 90 MHz, the network may ignore this capability and validate instead the channelBW-90mhz and the supportedBandwidthCombinationSet. For serving cell(s) with other channel bandwidths the network validates the channelBWs-DL, the supportedBandwidthCombinationSet, the supportedBandwidthCombinationSetIntraENDC, the asymmetricBandwidthCombinationSet (for a band supporting asymmetric channel bandwidth as defined in clause 5.3.6 of TS 38.101-1 [2]) and supportedBandwidthDL.
	FSPC
	CY
	N/A
	N/A

	supportedModulationOrderDL, supportedModulationOrderDL-v17xy
Indicates the maximum supported modulation order to be applied for downlink in the carrier in the max data rate calculation as defined in 4.1.2. If included, the network may use a modulation order on this serving cell which is higher than the value indicated in this field as long as UE supports the modulation of higher value for downlink. If not included:
-	for FR1, the network uses the modulation order signalled per band i.e. pdsch-1024QAM-FR1-r17 if signalled. If not signalled in a given band, the network uses the modulation order signalled in pdsch-256QAM-FR1.
-	for FR2, the network uses the modulation order signalled per band i.e. pdsch-256QAM-FR2 if signalled. If not signalled in a given band, the network shall use the modulation order 64QAM.
In all the cases, it shall be ensured that the data rate does not exceed the max data rate (DataRate) and max data rate per CC (DataRateCC) according to TS 38.214 [12].
	FSPC
	No
	N/A
	N/A

	supportedSubCarrierSpacingDL
Defines the supported sub-carrier spacing for DL by the UE, as defined in clause 4.2-1 of TS 38.211 [6], indicating the UE supports simultaneous reception with same or different numerologies in CA. Support of simultaneous reception with same numerology for intra-band NR CA including both contiguous and non-contiguous is mandatory with capability in both FR1 and FR2. Support of simultaneous reception with two different numerologies between FR1 band(s) and FR2 band(s) in DL is mandatory with capability if UE supports inter-band NR CA including both FR1 band(s) and FR2 band(s). Optional for other cases. Support of simultaneous reception of with different numerologies in CA for other cases is optional.
	FSPC
	CY
	N/A
	N/A

	supportFDM-SchemeB-r16
Indicates whether UE supports single DCI based FDMSchemeB.
	FSPC
	No
	N/A
	N/A
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