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1	Overall description
RAN2 had initial discussion on QoE handling during RAN overload and agreed that a gNB can send a QoE report pause indication to the UE. After receiving such indication, the UE will stop sending QoE reports to the network until receiving a “resume” indication. RAN2 also discussed what happens with the QoE reports generated during QoE report pause period and currently considers the following three options:
1) Option 1: Application layer is responsible for storing QoE reports when the UE receives QoE pause indication.
2) Option 2: AS layer is responsible for storing QoE reports when the UE receives QoE pause indication.
3) Option 3: The QoE container received from application layer is discarded during pause.
[bookmark: _GoBack]RAN2 would like to note that Option 2 has highest specifications impacts from RAN2 point of view, e.g. would require RAN2 to specify the principles of QoE report storing at AS layer. On the other hand, there were concerns raised in RAN2 towards Option 1 based on the previous SA4 assumption that RAN overload handling should be transparent to application layer. Therefore, RAN2 would like to ask whether SA4 considers Option 1 feasible from SA4 point of view.
2	Actions
To SA4 group:
ACTION: 	
RAN2 respectfully asks SA4 to provide their feedback on the issue raised in the LS.
3	Dates of next RAN2 meetings
TSG-RAN2 Meeting #114-e 	May 19 – May 27, 2021		E-Meeting
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