[bookmark: OLE_LINK137][bookmark: OLE_LINK138]3GPP TSG-RAN WG2 Meeting #115-e	DRAFT R2-2108939
Electronic Meeting, August 9th – 27th 2021

Agenda Item:	8.7.2.2
Source: 	MediaTek Inc. (Email Discussion Rapporteur)
Title:  	DRAFT Email Report of [AT115-e][609][Relay] Service continuity procedures 
Document for:	Discussion and decision
[bookmark: _Toc50537920][bookmark: OLE_LINK37][bookmark: OLE_LINK39][bookmark: OLE_LINK38]Introduction
This document is to kick off the following email discussion: 
 [AT115-e][609][Relay] Service continuity procedures (MediaTek)
	Scope: Progress the remaining proposals on service continuity with focus on the stage 2 procedures.
	Intended outcome: Report with TP for 38.300, in R2-2108939
                 Deadline:  Tuesday 2021-08-24 2000 UTC

This email discussion intends to discuss the remaining proposals of service continuity in both R2-2107710 and R2-2108196. The delegates are strongly recommended to read both R2-2107710 and R2-2108196 before providing your reply to the questions casted in this document, since the background information of the proposals as summarized within both R2-2107710 and R2-2108196 is not repeated in this document. 
This email discussion intends to also discuss the stage 2 level description (TP for TS38.300 running CR) based on the available agreements made for service continuity with regard to L2 relaying. 
[bookmark: _Toc50537921]Issue list
Confirmation of the Remaining proposals within R2-2107710  
During the online discussion, proposals 4/5/7/17/19/20/26 were agreed as captured in chair notes. However the following easy proposals within R2-2107710 were not discussed during online session:
Order of steps in service continuity procedures (step numbers referring to Figure 4.5.4.1-1 of TR 38.836):
Proposal 15 (easy) (15/19): For indirect to direct path switch, RRC Reconfiguration message to Relay UE can be sent any time after step 3 based on gNB implementation, as in the Figure 4.5.4.1-1.
Proposal 16 (easy): For indirect to direct path switch, the timing of the PC5 unicast link release is up to UE implementation after step 3.
Proposal 18 (easy): For indirect to direct path switch, based on RRC Reconfiguration by gNB Remote UE and Relay UE can execute PC5 connection reconfiguration to release PC5 RLC for relaying and the timing of PC5 connection reconfiguration is up to UE implementation after step 3.
Proposal 22 (easy) (18/19): For indirect to direct path switch, step 8 can be executed in parallel or after step 5.
Proposal 28 (easy) (15/19): For direct to indirect path switch, the PC5 connection setup procedure is executed after step 3 if the connection has not been setup yet.

Data forwarding:
Proposal 21 (easy) (18/19): For indirect to direct path switch, Relay UE does not perform data forwarding back to gNB for Remote UE.

Message contents:
Proposal 25 (easy) (17/19): For indirect to direct path switch, the contents in RRC Reconfiguration message for Remote UE can be same as legacy NR RRC Reconfiguration with sync. 
Proposal 30 (easy) (15/19): For direct to indirect path switch, additional indication from RRC_CONNECTED Relay UE to gNB is not necessary to initiate Relay UE’s reconfiguration upon establishing unicast link with Remote UE.
Proposal 32 (easy) (18/19): For direct to indirect path switch, the contents in RRC Reconfiguration message for Relay UE can include at least Uu and PC5 RLC configuration for relaying, bearer mapping configuration.
  
Question 1(Proposal 15 within R2-2107710) 
Do you agree Proposal 15 within R2-2107710 as it is: for indirect to direct path switch, RRC Reconfiguration message to Relay UE can be sent any time after step 3 based on gNB implementation, as in the Figure 4.5.4.1-1?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	




Question 2 (Proposal 16 within R2-2107710)
Do you agree Proposal 16 within R2-2107710 as it is: for indirect to direct path switch, the timing of the PC5 unicast link release is up to UE implementation after step 3. 
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 3 (Proposal 18 within R2-2107710)
Do you agree Proposal 18 within R2-2107710 as it is: for indirect to direct path switch, based on RRC Reconfiguration by gNB Remote UE and Relay UE can execute PC5 connection reconfiguration to release PC5 RLC for relaying and the timing of PC5 connection reconfiguration is up to UE implementation after step 3? 
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 4 (Proposal 22 within R2-2107710)
Do you agree Proposal 22 within R2-2107710 as it is: for indirect to direct path switch, step 8 can be executed in parallel or after step 5.?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 5 (Proposal 28 within R2-2107710)
Do you agree Proposal 28 within R2-2107710 as it is: for direct to indirect path switch, the PC5 connection setup procedure is executed after step 3 if the connection has not been setup yet?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	




Question 6 (Proposal 21 within R2-2107710)
Do you agree Proposal 21 within R2-2107710 as it is: for indirect to direct path switch, Relay UE does not perform data forwarding back to gNB for Remote UE?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	




Question 7 (Proposal 25 within R2-2107710)
Do you agree Proposal 25 within R2-2107710 as it is: for indirect to direct path switch, the contents in RRC Reconfiguration message for Remote UE can be same as legacy NR RRC Reconfiguration with sync?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 8 (Proposal 30 within R2-2107710)
Do you agree Proposal 30 within R2-2107710 as it is: for direct to indirect path switch, additional indication from RRC_CONNECTED Relay UE to gNB is not necessary to initiate Relay UE’s reconfiguration upon establishing unicast link with Remote UE?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	




Question 9 (Proposal 32 within R2-2107710)
Do you agree Proposal 32 within R2-2107710 as it is: for direct to indirect path switch, the contents in RRC Reconfiguration message for Relay UE can include at least Uu and PC5 RLC configuration for relaying, bearer mapping configuration?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Discussion of the Remaining proposals within R2-2108196  
During the online discussion, proposals 2/13 were agreed as captured in chair notes. However the following proposals within R2-2108196 were not discussed during online session:
Measurements:
Proposal 1	RAN2 to discuss whether S-measure criteria shall be used by the Remote UE.
Proposal 3	RAN2 to discuss whether the SL measurement quantity should be SL-RSRP for the case of path switch from indirect to direct path.
Proposal 4	RAN2 to discuss whether the SL measurement quantity should be SD-RSRP for the case of path switch from direct to indirect path.
Proposal 5	RAN2 to discuss if the Relay UE ID that is included in the measurement report is the Source L2 ID.
Proposal 6	RAN2 to discuss whether the Relay UE can be configured with measurements towards one particular Remote UE for purposes of path switch of that Remote UE.

RRC_IDLE or RRC_INACTIVE relay UE:
Proposal 7	RAN2 to discuss whether a Relay UE in RRC_INACTIVE state can be selected by the gNB during path switch from direct to indirect link.
Proposal 8	RAN2 to discuss whether a Relay UE in RRC_IDLE state can be selected by the gNB during path switch from direct to indirect link.
Proposal 9	RAN2 to discuss how a Relay UE in RRC_INACTIVE/RRC_IDLE transits to RRC_CONNECTED upon path switch (e.g., via indication coming from the gNB or Remote UE).

T304 alike timer:
Proposal 10	RAN2 to discuss on whether the legacy T304 can be reused for the path switch procedure.
Proposal 11	RAN2 to discuss the need of new timer(s) other than T304 for the path switch procedure and if yes, whether more than one new timer is needed (i.e., one for the direct to indirect path switch and another one for the indirect to direct path switch).

Contents of reconfiguration: 
Proposal 12	RAN2 to discuss if the Relay UE ID included in RRC reconfiguration is C-RNTI and whether the Remote UE ID needs to be included in the RRC reconfiguration complete message.

Question 10 (Proposal 1 within R2-2108196)
Do you agree that S-measure criteria shall be used by the Remote UE?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 11 (Proposal 3 within R2-2108196)
Do you agree that the SL measurement quantity should be SL-RSRP for the case of path switch from indirect to direct path?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 12 (Proposal 4 within R2-2108196)
Do you agree that the SL measurement quantity should be SD-RSRP for the case of path switch from direct to indirect path?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 13 (Proposal 5 within R2-2108196)
Do you agree that the Relay UE ID that is included in the measurement report is the Source L2 ID?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 14 (Proposal 6 within R2-2108196)
Do you agree that the Relay UE can be configured with measurements towards one particular Remote UE for purposes of path switch of that Remote UE?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 15 (Proposal 7 within R2-2108196)
Do you agree that a Relay UE in RRC_INACTIVE state can be selected by the gNB during path switch from direct to indirect link?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 16 (Proposal 8 within R2-2108196)
Do you agree that a Relay UE in RRC_IDLE state can be selected by the gNB during path switch from direct to indirect link?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 17 (Proposal 9 within R2-2108196)
If your answers to Q15/Q16 are yes, companies are invited to describe how a Relay UE in RRC_INACTIVE/RRC_IDLE transits to RRC_CONNECTED upon path switch (e.g., via indication coming from the gNB or Remote UE)?  
	Company
	
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 18 (Proposal 10 within R2-2108196)
Do you agree that the legacy T304 (or T304 alike timer) can be reused for the path switch procedure?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 19 (Proposal 11-1 within R2-2108196)
Do you agree the need of new timer(s) other than T304 for the path switch procedure?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 20 (Proposal 11-2 within R2-2108196)
If your answer to Q18 is yes, do you think if more than one new timer is needed (i.e., one for the direct to indirect path switch and another one for the indirect to direct path switch)?  
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 21 (Proposal 12-1 within R2-2108196)
Do you agree that the Relay UE ID included in RRC reconfiguration is C-RNTI?  
	Company
	
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Question 22 (Proposal 12-2 within R2-2108196)
Do you agree that the Remote UE ID needs to be included in the RRC reconfiguration complete message?  
	Company
	
	Comments

	
	
	

	
	
	

	
	
	

	
	
	



Stage 2 level description of service continuity of L2 relaying 
During the post-meeting discussion after RAN2#114e, there is a discussion on how to capture the procedures of service continuity into the running CR of Stage 2 TS 38.300 for SL relay. However, the procedures of service continuity was not captured into the endorsed running CR yet. 
This section proposes to discuss the stage 2 level procedure text and signalling flow for the service continuity of L2 U2N Relay operation following the description in reference contribution [2]:

Switching from indirect to direct path
For service continuity of L2 U2N relay, the following procedure is used, in case of U2N Remote UE switching to direct Uu cell:
1. The existing measurement configuration and measurement report signalling procedures can be used with extension to evaluate both relay link measurement and Uu link measurement. The measurement results from U2N Remote UE are reported when configured reporting criteria is met. The SL relay measurement report shall include at least U2N Relay UE ID, serving cell ID, and SL-RSRP information.
2. The gNB performs admission control based on its implementation and decides to admit the Remote UE onto direct Uu path. 
3. The gNB sends RRCReconfiguration message to the U2N Remote UE to provide the RRC reconfiguration. The U2N Remote UE stops UP and CP transmission via U2N Relay UE after reception of RRCReconfiguration message from the gNB. 
4. The U2N Remote UE synchronizes with the gNB and performs Random Access. From this step, the U2N Remote UE transits to a normal UE. 
5. The UE (i.e. previous U2N Remote UE) feedbacks the RRCReconfigurationComplete to the gNB via target path, using the target configuration provided in the RRCReconfiguration message.
6. The gNB sends RRCReconfiguration message to the U2N Relay UE to reconfigure the connection between the U2N Relay UE and the gNB.
7. The UE (i.e. previous U2N Remote UE) or the U2N Relay UE initiates the PC5 link release, if needed.
8. The data path is switched from indirect path to direct path between the UE (i.e. previous U2N Remote UE) and the gNB. The timing of step 8 is independent of step 6 and step 7.

Question 23 
Do you agree that the above listed steps describes the signaling flow for U2N Remote UE switching to direct Uu cell?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	






 
Figure 1: Procedure for U2N Remote UE switching to direct Uu cell

Question 24 
[bookmark: _GoBack]Do you agree that Figure 1 can be reused as the signaling flow for U2N Remote UE switching to direct Uu cell?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	





Switching from direct to indirect path
For service continuity of L2 U2N Relay, the following procedure is used, in case of a UE switching to U2N Relay UE:
1. The UE (i.e. potential U2N Remote UE) reports one or multiple candidate U2N Relay UE(s), after it measures/discovers the candidate U2N Relay UE(s).
- The UE may filter the appropriate U2N Relay UE(s) according to Relay selection criteria before reporting. The measurement results from the UE are reported when the configured reporting criteria is met as legacy measurement report.
- The reporting can include at least U2N Relay UE ID, U2N Relay UE’ s serving cell ID, and SL-RSRP information.
2. The gNB decides to switch the UE (i.e. potential U2N Remote UE) to a target U2N Relay UE. Then the gNB may send an RRCReconfiguration message to the target U2N Relay UE.
3. The gNB sends the RRCReconfiguration message to the UE (i.e. potential U2N Remote UE). The contents in the RRCReconfiguration message can include at least U2N Relay UE ID, PC5 RLC configuration for relaying and the associated end-to-end Radio Bearer(s). The UE (i.e. potential U2N Remote UE) stops UP and CP transmission over Uu after reception of RRCReconfiguration message from the gNB.
4. The UE (i.e. potential U2N Remote UE) establishes PC5 connection with target U2N Relay UE, if the connection has not been setup yet.
5. The UE (i.e. potential U2N Remote UE) completes the path switch procedure by sending the RRCReconfigurationComplete message to the gNB via the Relay UE. From this step, the UE transits to a U2N Remote UE.
6. The data path is switched from direct path to indirect path between the U2N Remote UE and the gNB.

Question 25 
Do you agree that the above listed steps describes the signaling flow for U2N Remote UE switching to indirect Relay UE?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	







Figure 2: Procedure for U2N Remote UE switching to indirect Relay UE

  
Question 26 
Do you agree that Figure 2 can be reused as the signaling flow for U2N Remote UE switching to indirect Relay UE?
	Company
	Yes/No
	Comments

	
	
	

	
	
	

	
	
	

	
	
	





[bookmark: _Toc50537931]Other issues
There may be additional issues that need to be discussed to describe the service continuity of L2 relaying.  
Question 27
Please give the explanation of any additional issues to describe the service continuity of L2 relaying.  
	Company
	Comments

	
	

	
	





[bookmark: _Toc50537932]Rapporteur’s summary and Proposal
TBD
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