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1. Overall Description:
RAN2 would like to thank SA2 for the response. For now, RAN2 cannot provide their view on the different options for TAC reporting in the ULI identified by SA2.

However, as part of the discussion on TAC handling, RAN2 has discussed the signalling of multiple tracking area codes (TACs) in the system information. In order to size this signalling, RAN2 would like to ask for feedback on the maximum number of TACs that can be broadcasted in a radio cell and expected size of earth-fixed tracking area. Currently RAN2 assumes that depending on the size of the earth-fixed tracking area, up to 12 TACs from the same or different PLMN can be broadcast in a cell.	Comment by Qualcomm-Bharat: We even prefer this to be 16. Since this is assumption for RAN2, we can update it later based in SA2 feedback.
It means 12 altogether for same or different PLMNs. Suppose the case, there are 12 PLMNs sharing cell but each PLMN has it’s own earth fixed TAC, then each PLMN can only broadcast one TAC per cell (i.e., HARD TAC update).

2. Actions:
[bookmark: _Hlk46227635]To SA2.
ACTION:	RAN2 kindly asks SA2 to take into account the above information and provide feedback on maximum number of TACs and expected size of the earth fixed tracking area.


3. Date of Next RAN2 Meetings:
TSG-RAN WG2#116-bis-e                                January 17th – January 25th, 2022	Online meeting 
