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1 Introduction
This paper focus on the concurrent gap design (objective 2 in Rel-17 MG enhancement WI).

(2) Multiple concurrent and independent MG patterns [RAN4, RAN2]
· Procedures and signaling for simultaneous RRC (re-)configuration of one or more gap patterns [RAN2] 
0. Specification of protocol impacts for multiple concurrent and independent MG patterns based on RAN4 input
In RAN2#116, the following agreements are made and an LS [1] is sent to RAN4.

RAN2 confirms the following understanding for concurrent gap operation:
1. Concurrent gaps are multiple measurement gaps and each gap pattern could be associated with one or multiple frequency layers.
2. Each frequency layer can be associated with only one of the concurrent gaps.
3. Without considering pre-configured MG, concurrent gaps are always activated if it is setup by the network.
4. No new gap pattern is introduced for concurrent gap, the existing R15/R16 gap pattern could be configured for the concurrent gaps.

RAN2 to clarify “frequency layer” and limitations as below:
PRS measurement can be associated with one gap pattern, no matter how many frequencies are measured for PRS.
Each measured SSB or LTE frequency is considered as one frequency layer.
Measured CSI-RS resources with the same center frequency is considered as one frequency layer. It is possible to have Multiple MOs including CSI-RS resources with same center frequency.
SSB and CSI-RS measurement in one MO are considered as different frequency layers.

And there is an incoming LS from RAN4 [2] to provide further details on concurrent gap. In this contribution, we discuss the remaining issue of concurrent gap based on RAN4 input and propose some way forward.

2 Discussion
2.1 R4 LS discussion
In the incoming RAN4 LS [2], the RAN4 agreement on applicability and configurations of concurrent MG is shown as below.

	PRS measurement for positioning including all positioning frequency layers is associated with only one of the concurrent gaps. It is up to network whether to associate a gap only to PRS measurement.
RAN4 to focus on NR and EUTRAN measurement requirements with concurrent gaps before considering 2G/3G. It is up to RAN2 to decide whether to support gap association to 2G/3G from signalling perspective.
Measurements for different frequency layers but with the same reference signal can be associated to different concurrent MGs.



The agreements from RAN4 is aligned with previous RAN2 conclusion. So, there is no much RAN2 action. One thing that RAN2 has to discuss is whether to support gap association to 2G/3G from signalling perspective. In our view, it is good to have this design for forward compatibility. So, we propose to keep this flexibility but with understanding that this may not be used in Rel-17 as there is no requirement. 

Proposal 1: RAN2 supports concurrent gap association to 2G/3G from signalling perspective.

RAN4 also informed RAN2 the number of concurrent gaps with the following table [2].

Table 1 – Number of concurrent gaps
	Index
	# of simultaneous MG
	RAN4 conclusion

	
	Per-FR1
	Per-FR2
	Per-UE
	

	0
	2
	1
	0
	Supported

	1
	1
	2
	0
	Supported

	2
	0
	0
	2
	Supported

	3
	1
	0
	1
	FFS

	4
	0
	1
	1
	FFS

	5
	1
	1
	1
	FFS

	6
	2
	2
	0
	FFS

	7
	0
	0
	1
	Supported

	8
	1
	1
	0
	Supported

	9
	1
	0
	0
	Supported

	10
	0
	1
	0
	Supported

	11
	2
	0
	0
	Supported

	12
	0
	2
	0
	Supported



The table actually resolved some of RAN2’s question in LS R2-2111472 [1] and we think it sufficient to design RRC configuration based on above table. Although there are cases (index 3 to 6) that RAN4 may decide not supported in the end, it easier to add configuration limitation in either RRC field description or in RAN4 SPEC. So, we propose to define RAN2 CR and assuming that all cases are supported from RRC signaling perspective.

Proposal 2: RRC signaling support all configuration flexibility (index 0 to 12) in the table included in RAN4 LS R4-2120304.

There is also some agreement on collision handling of concurrent MG in the LS. However, we see no RAN2 impact at this moment. So, no need to discuss this.

2.2 Multiple gap configuration
In RAN2#116, How to configure multiple gaps is discussed and summarized in the report R2-2111471 [3]. (See section 3.2.1, Q2.1). The two alternatives listed below are discussed and majorities prefer Alt-2. 
· Alt-1 - Introducing multiple gap configuration in IE MeasConfig (i.e. by duplicating MeasGapConfig)
· Alt-2 - Introducing multiple gap configuration in IE MeasGapConfig (i.e. by duplicating GapConfig)

We now also think that the Alt-2 seems better as different gap ID may be needed for FR1 and FR2 gap. In addition, according to the Table 1 from RAN4, it seems that the number of gaps is not so much. Therefore, we think the suggestion from Ericsson in [3] (see below) is easier and could be the way forward. More detail text proposal could be found in Annex.

MeasGapConfig ::=   SEQUENCE {
    gapFR2              SetupRelease { GapConfig }         OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1              SetupRelease { GapConfig }         OPTIONAL,   -- Need M
    gapUE               SetupRelease { GapConfig }         OPTIONAL    -- Need M
    ]],
    [[
    gapTwoFR2-r17        SetupRelease { GapConfig }        OPTIONAL,   -- Need M
    gapTwoFR1-r17        SetupRelease { GapConfig }        OPTIONAL,   -- Need M
    gapTwoUE-r17         SetupRelease { GapConfig }        OPTIONAL    -- Need M
    ]]
}

Proposal 3: Introducing multiple gap configuration in IE MeasGapConfig (i.e. by configuring multiple GapConfig).

2.3 Association between gap and frequencies
The view on how to define association between concurrent MG and measured frequencies is quite diverse based on the discussion in last meeting. (See section 3.2.2, Q2.2 in R2-2111471 [3]). Based on companies’ inputs in the discussion, we consider there are basically 3 alternatives.
· Alt-1: Indicate the associated gaps (via “gap ID”) in MO; (for PRS measurement, indicating in the association in MG configuration).
· Alt-2: Indicate list of MeasObjectID in the associated MG configuration
· Alt-3: Define a new IE to configure the association between a measurement gap and frequencies in MeasConfig (Similar to measurement ID link the MO and report configuration)

Each alternative could be further divided into 2 cases (e.g. Alt-1a and Alt-1b) based on whether we want to support the coarse granularity (i.e. use case association, not per frequency layer association)
· Case a: Use case association is supported. The association could also be configured per use cases (e.g. LTE measurement, SSB measurement)
· Case b: Use case association is NOT supported. The association is configured per frequency layer only.

We list the concerns for each alternative as below (taking companies’ comment from [3] into consideration). The analysis assumes that use case association is NOT used as anyway network could choose to use per frequency layer association.

Alt-1
· If a gap is added or removed, the concerned MOs should be updated.
· To support MR-DC, gap ID need to be coordinated.
Alt-2
· If a MO is added or removed, the concerned gaps should be updated
· To support MR-DC, MO ID need to be coordinated.
· To support MR-DC, RAN2 has to discuss whether independent MO ID configuration is maintained. Otherwise, the UE has to be informed that each MO ID is coming from MN MO or SN MO.
Alt-3
· If a MO or gap is added/removed, the association should be updated as well.
· To support MR-DC, both MO ID and gap ID need to be coordinated as in Alt-1 and Alt-2
· It seems requires more change on procedure text to support measurement ID like behavior.

Based on above comments, we do not really see blocking issue on any of the alternatives. Updating another IE to make the whole RRC configuration reasonable is just normal network behavior. We slightly prefer Alt-1 as Alt-2 and Alt-3 seems more difficult to be used in MR-DC. In addition, we consider Alt-3 bring too much SPEC complexity for this simple feature and should be avoided.

Proposal 4: RAN2 to choose one the following alternatives for association between concurrent MG and measured frequencies
· Alt-1: Indicate the associated gaps (via “gap ID”) in MO; (for PRS measurement, indicating in the association in MG configuration).
· Alt-2: Indicate list of MeasObjectID in the associated MG configuration
· Alt-3: Define a new IE to configure the association between a measurement gap and frequencies in MeasConfig (Similar to measurement ID link the MO and report configuration)

On whether to support the use case association. We consider that it is not a must to complete the concurrent gap functionality. The per frequency layer association is the baseline. However, after further thinking, we do have some sympathy this kind of association is quite simple and mush easier to reconfigure. Also considering the number of concurrent gaps is not so high. Perhaps use case association (e.g. one gap for LTE, one gap for NR) is good enough. So, we are fine to have this control flexibility. At least, it seems no harm to support this additional control.

Proposal 5: RAN2 to discuss whether to support the use case association for concurrent gap. 

2.4 Text proposal
In the Annex, we proposed the draft TP for concurrent gap CR.
· Annex A is the procedure text change for multiple gap configuration. (could be combined with Annex B.1 to B.3)
· Annex B.1 is the ASN.1 define for Alt-1 (assuming that use case association is supported)
· Annex B.2 is the ASN.1 define for Alt-2 (assuming that use case association is supported)
· Annex B.3 is the ASN.1 define for Alt-3 (assuming that use case association is supported)

We suggest starting the running CR discussion using the TP in the Annex as baseline.

Proposal 6: RAN2 to endorse one of the ASN.1 design from Annex B.1 to B.3 (depending on the result of proposal 4) as baseline for running CR discussion. 

3 Conclusions	
Base on the discussion in section 2, we propose the following: 

Proposal 1: RAN2 supports concurrent gap association to 2G/3G from signalling perspective.

Proposal 2: RRC signaling support all configuration flexibility (index 0 to 12) in the table included in RAN4 LS R4-2120304.

Proposal 3: Introducing multiple gap configuration in IE MeasGapConfig (i.e. by configuring multiple GapConfig).

Proposal 4: RAN2 to choose one the following alternatives for association between concurrent MG and measured frequencies
· Alt-1: Indicate the associated gaps (via “gap ID”) in MO; (for PRS measurement, indicating in the association in MG configuration).
· Alt-2: Indicate list of MeasObjectID in the associated MG configuration
· Alt-3: Define a new IE to configure the association between a measurement gap and frequencies in MeasConfig (Similar to measurement ID link the MO and report configuration)

Proposal 5: RAN2 to discuss whether to support the use case association for concurrent gap. 

Proposal 6: RAN2 to endorse one of the ASN.1 design from Annex B.1 to B.3 (depending on the result of proposal 4) as baseline for running CR discussion. 
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Annex A - Procedure text change for multiple gap configuration

[bookmark: _Toc60776876][bookmark: _Toc83739831]5.5.2.9	Measurement gap configuration
The UE shall:
1>	if gapFR1 is set to setup:
2>	if an FR1 measurement gap configuration which is configured by gapFR1 is already setup, release the FR1 measurement gap configuration;
2>	setup the FR1 measurement gap configuration indicated by the gapFR1measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR1 is set to release:
2>	release the FR1 measurement gap configuration which is configured by gapFR1;
1>	if gapFR2 is set to setup:
2>	if an FR2 measurement gap configuration which is configured by gapFR2 is already setup, release the FR2 measurement gap configuration;
2>	setup the FR2 measurement gap configuration indicated by the gapFR2 measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapFR2 is set to release:
2>	release the FR2 measurement gap configuration which is configured by gapFR2;
1>	if gapUE is set to setup:	
2>	if a per UE measurement gap configuration which is configured by gapUE is already setup, release the per UE measurement gap configuration;
2>	setup the per UE measurement gap configuration indicated by the gapUE measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapUE is set to release:
2>	release the per UE measurement gap configuration which is configured by gapUE;.
1>	if gapTwoFR1 is set to setup:
2>	if an FR1 measurement gap configuration which is configured by gapTwoFR1 is already setup, release the FR1 measurement gap configuration;
2>	setup the FR1 measurement gap configuration indicated by the gapTwoFR1 in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapTwoFR1 is set to release:
2>	release the FR1 measurement gap configuration which is configured by gapTwoFR1;
1>	if gapTwoFR2 is set to setup:
2>	if an FR2 measurement gap configuration which is configured by gapTwoFR2 is already setup, release the FR2 measurement gap configuration;
2>	setup the FR2 measurement gap configuration indicated by the gapTwoFR2 in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapTwoFR2 is set to release:
2>	release the FR2 measurement gap configuration which is configured by gapTwoFR2;
1>	if gapTwoUE is set to setup:	
2>	if a per UE measurement gap configuration which is configured by gapTwoUE is already setup, release the per UE measurement gap configuration;
2>	setup the per UE measurement gap configuration indicated by the gapTwoUE in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition:
SFN mod T = FLOOR(gapOffset/10);
subframe = gapOffset mod 10;
with T = MGRP/10 as defined in TS 38.133 [14];
2>	apply the specified timing advance mgta to the gap occurrences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurrences);
1>	else if gapTwoUE is set to release:
2>	release the per UE measurement gap configuration which is configured by gapTwoUE;

NOTE 1:	For gapFR2 or gapTwoFR2 configuration with synchronous CA, for the UE in NE-DC or NR-DC, the SFN and subframe of the serving cell indicated by the refServCellIndicator in gapFR2 is used in the gap calculation. Otherwise, the SFN and subframe of a serving cell on FR2 frequency is used in the gap calculation
NOTE 2:	For gapFR1, or gapUE, gapTwoFR1, or gapTwoUE configuration, for the UE in NE-DC or NR-DC, the SFN and subframe of the serving cell indicated by the refServCellIndicator in corresponding gapFR1 , or gapUE, gapTwoFR1, or gapTwoUE is used in the gap calculation. Otherwise, the SFN and subframe of the PCell is used in the gap calculation.
NOTE 3:	For gapFR2 or gapTwoFR2 configuration with asynchronous CA, for the UE in NE-DC or NR-DC, the SFN and subframe of the serving cell indicated by the refServCellIndicator and refFR2ServCellAsyncCA in gapFR2 or gapTwoFR2 is used in the gap calculation. Otherwise, the SFN and subframe of a serving cell on FR2 frequency indicated by the refFR2ServCellAsyncCA in gapFR2 or gapTwoFR2 is used in the gap calculation



Annex B.1 - ASN.1 define for Alt-1

[bookmark: _Toc60777158][bookmark: _Toc83740113]6.3.2	Radio resource control information elements
<Skip>
[bookmark: _Toc60777252][bookmark: _Toc83740207]–	MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.
MeasConfig information element
-- ASN1START
-- TAG-MEASCONFIG-START

MeasConfig ::=                      SEQUENCE {
    measObjectToRemoveList              MeasObjectToRemoveList                                              OPTIONAL,   -- Need N
    measObjectToAddModList              MeasObjectToAddModList                                              OPTIONAL,   -- Need N
    reportConfigToRemoveList            ReportConfigToRemoveList                                            OPTIONAL,   -- Need N
    reportConfigToAddModList            ReportConfigToAddModList                                            OPTIONAL,   -- Need N
    measIdToRemoveList                  MeasIdToRemoveList                                                  OPTIONAL,   -- Need N
    measIdToAddModList                  MeasIdToAddModList                                                  OPTIONAL,   -- Need N
    s-MeasureConfig                     CHOICE {
        ssb-RSRP                            RSRP-Range,
        csi-RSRP                            RSRP-Range
    }                                                                                                       OPTIONAL,   -- Need M
    quantityConfig                      QuantityConfig                                                      OPTIONAL,   -- Need M
    measGapConfig                       MeasGapConfig                                                       OPTIONAL,   -- Need M
    measGapSharingConfig                MeasGapSharingConfig                                                OPTIONAL,   -- Need M
    ...,
    [[
    interFrequencyConfig-NoGap-r16      ENUMERATED {true}                                                   OPTIONAL    -- Need R
    ]]
}

MeasObjectToRemoveList ::=              SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId

MeasIdToRemoveList ::=                  SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasId

ReportConfigToRemoveList ::=            SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- TAG-MEASCONFIG-STOP
-- ASN1STOP

	MeasConfig field descriptions

	interFrequencyConfig-NoGap-r16
If the field is set to true, UE is configured to perform SSB based inter-frequency measurement without measurement gaps when the inter-frequency SSB is completely contained in the active DL BWP of the UE, as specified in TS 38.133 [14], clause 9.3. Otherwise, the SSB based inter-frequency measurement is performed within measurement gaps.

	measGapConfig
Used to setup and release measurement gaps in NR.

	measIdToAddModList
List of measurement identities to add and/or modify.

	measIdToRemoveList
List of measurement identities to remove.

	measObjectToAddModList
List of measurement objects to add and/or modify.

	measObjectToRemoveList
List of measurement objects to remove.

	reportConfigToAddModList
List of measurement reporting configurations to add and/or modify.

	reportConfigToRemoveList
List of measurement reporting configurations to remove.

	s-MeasureConfig
Threshold for NR SpCell RSRP measurement controlling when the UE is required to perform measurements on non-serving cells. Choice of ssb-RSRP corresponds to cell RSRP based on SS/PBCH block and choice of csi-RSRP corresponds to cell RSRP of CSI-RS. 

	measGapSharingConfig
Specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.




[bookmark: _Toc60777253][bookmark: _Toc83740208]–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapTwoFR2-r17                       SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapTwoFR1-r17                       SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapTwoUE-r17                        SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]]
}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
[bookmark: _Hlk92017012]    ]],
    [[
    measGapId-r17                       MeasGapId                                                           OPTIONAL,   -- Cond ConcurrentGap
    gapAssociation-r17                  MeasGapAssociation-r17                                              OPTIONAL    -- Need R
    ]]
}

MeasGapAssociation-r17 ::=              SEQUENCE {
    prsMeas-r17                             ENUMERATED {true}                                               OPTIONAL,   -- Need R
    ssbMeas-r17                             ENUMERATED {true}                                               OPTIONAL,   -- Need R
    csi-RS-Meas-r17                         ENUMERATED {true}                                               OPTIONAL,   -- Need R
    eutranMeas-r17                          ENUMERATED {true}                                               OPTIONAL,   -- Need R
    utranMeas-r17                           ENUMERATED {true}                                               OPTIONAL    -- Need R
}

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	measGapId
Indicates the associated measurement gap Id for this gap.

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. The measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 is present, UE shall ignore the mgl (without suffix).

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms and ms0dot5 corresponds to 0.5 ms. For FR2, the network only configures 0 ms and 0.25 ms. 

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.



	MeasGapAssociation field descriptions

	prsMeas
Indicates that PRS measurement is associated with this measurement gap. The network only includes this field for one per UE gap.

	ssbMeas
Indicates that SSB measurement is associated with this measurement gap. If the network configures this field, it does not include associatedMeasGapSSB in any of the NR measurement objects.

	csi-RS-Meas
Indicates that CSI-RS measurement is associated with this measurement gap. If the network configures this field, it does not include associatedMeasGapCSIRS in any of the NR measurement objects.

	eutranMeas
Indicates that EUTRAN measurement is associated with this measurement gap. If the network configures this field, it does not include associatedMeasGap in any of the EUTRAN measurement objects.

	utranMeas
Indicates that UTRAN measurement is associated with this measurement gap. If the network configures this field, it does not include associatedMeasGap in any of the UTRAN measurement objects.




	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	ConcurrentGap
	This field is mandatory present when gapTwoFR1, gapTwoFR2, or gapTwoUE is configured. Otherwise, this field is not present, Need R.

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.



–	MeasGapId
The IE MeasGapId used to identify a per UE or per FR measurement gap configuration.
MeasGapId information element
-- ASN1START
-- TAG-MEASGAPID-START

MeasGapId-r17 ::=                       INTEGER (1..maxNrofGapId-r17)

-- TAG-MEASGAPID-STOP
-- ASN1STOP

<Skip>

[bookmark: _Toc60777259][bookmark: _Toc83740214]–	MeasObjectEUTRA
The IE MeasObjectEUTRA specifies information applicable for E‑UTRA cells.
MeasObjectEUTRA information element
-- ASN1START
-- TAG-MEASOBJECTEUTRA-START

MeasObjectEUTRA::=                          SEQUENCE {
    carrierFreq                                 ARFCN-ValueEUTRA,
    allowedMeasBandwidth                        EUTRA-AllowedMeasBandwidth,
    cellsToRemoveListEUTRAN                     EUTRA-CellIndexList                                         OPTIONAL,    -- Need N
    cellsToAddModListEUTRAN                     SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-Cell         OPTIONAL,    -- Need N
    blackCellsToRemoveListEUTRAN                EUTRA-CellIndexList                                         OPTIONAL,    -- Need N
    blackCellsToAddModListEUTRAN                SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-BlackCell    OPTIONAL,    -- Need N
    eutra-PresenceAntennaPort1                  EUTRA-PresenceAntennaPort1,
    eutra-Q-OffsetRange                         EUTRA-Q-OffsetRange                                         OPTIONAL,    -- Need R
    widebandRSRQ-Meas                           BOOLEAN,
    ...,
    [[
    associatedMeasGap-r17                       MeasGapId-r17                                               OPTIONAL     -- Need R
    ]]
}

EUTRA-CellIndexList ::=                     SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF EUTRA-CellIndex

EUTRA-CellIndex ::=                         INTEGER (1..maxCellMeasEUTRA)


EUTRA-Cell ::=                              SEQUENCE {
    cellIndexEUTRA                              EUTRA-CellIndex,
    physCellId                                  EUTRA-PhysCellId,
    cellIndividualOffset                        EUTRA-Q-OffsetRange
}


EUTRA-BlackCell ::=                         SEQUENCE {
    cellIndexEUTRA                              EUTRA-CellIndex,
    physCellIdRange                             EUTRA-PhysCellIdRange
}

-- TAG-MEASOBJECTEUTRA-STOP
-- ASN1STOP

	EUTRAN-BlackCell field descriptions

	cellIndexEUTRA
Entry index in the cell list.

	physicalCellIdRange
Physical cell identity or a range of physical cell identities.



	EUTRAN-Cell field descriptions

	physicalCellId
Physical cell identity of a cell in the cell list.

	cellIndividualOffset
Cell individual offset applicable to a specific cell. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.



	MeasObjectEUTRA field descriptions

	allowedMeasBandwidth
The maximum allowed measurement bandwidth on a carrier frequency as defined by the parameter Transmission Bandwidth Configuration "NRB" TS 36.104 [33].

	associatedMeasGap
Indicates the associated measurement gap for measuring this EUTRA frequency.

	blackCellsToAddModListEUTRAN
List of cells to add/ modify in the black list of cells.

	blackCellsToRemoveListEUTRAN
List of cells to remove from the black list of cells.

	carrierFreq
Identifies E‑UTRA carrier frequency for which this configuration is valid. Network does not configure more than one MeasObjectEUTRA for the same physical frequency, regardless of the E-ARFCN used to indicate this.

	cellsToAddModListEUTRAN
List of cells to add/ modify in the cell list.

	cellsToRemoveListEUTRAN
List of cells to remove from the cell list.

	eutra-PresenceAntennaPort1
When set to true, the UE may assume that at least two cell-specific antenna ports are used in all neighbouring cells.

	eutra-Q-OffsetRange
Used to indicate a cell, or frequency specific offset to be applied when evaluating triggering conditions for measurement reporting. The value is in dB. Value dB-24 corresponds to -24 dB, value dB-22 corresponds to -22 dB and so on.

	widebandRSRQ-Meas
If set to true, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [40]. The network may set the field to true if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise the network sets this field to false.



[bookmark: _Toc60777260][bookmark: _Toc83740215]–	MeasObjectId
The IE MeasObjectId used to identify a measurement object configuration.
MeasObjectId information element
-- ASN1START
-- TAG-MEASOBJECTID-START

MeasObjectId ::=                    INTEGER (1..maxNrofObjectId)

-- TAG-MEASOBJECTID-STOP
-- ASN1STOP

[bookmark: _Toc60777261][bookmark: _Toc83740216]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements and/or CSI-RS intra/inter-frequency measurements.
MeasObjectNR information element
-- ASN1START
-- TAG-MEASOBJECTNR-START

MeasObjectNR ::=                    SEQUENCE {
    ssbFrequency                        ARFCN-ValueNR                                                   OPTIONAL,   -- Cond SSBorAssociatedSSB
    ssbSubcarrierSpacing                SubcarrierSpacing                                               OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc1                               SSB-MTC                                                         OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc2                               SSB-MTC2                                                        OPTIONAL,   -- Cond IntraFreqConnected
    refFreqCSI-RS                       ARFCN-ValueNR                                                   OPTIONAL,   -- Cond CSI-RS
    referenceSignalConfig               ReferenceSignalConfig,
    absThreshSS-BlocksConsolidation     ThresholdNR                                                     OPTIONAL,   -- Need R
    absThreshCSI-RS-Consolidation       ThresholdNR                                                     OPTIONAL,   -- Need R
    nrofSS-BlocksToAverage              INTEGER (2..maxNrofSS-BlocksToAverage)                          OPTIONAL,   -- Need R
    nrofCSI-RS-ResourcesToAverage       INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)                   OPTIONAL,   -- Need R
    quantityConfigIndex                 INTEGER (1..maxNrofQuantityConfig),
    offsetMO                            Q-OffsetRangeList,
    cellsToRemoveList                   PCI-List                                                        OPTIONAL,   -- Need N
    cellsToAddModList                   CellsToAddModList                                               OPTIONAL,   -- Need N
    blackCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    blackCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    whiteCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    whiteCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    ...,
    [[
    freqBandIndicatorNR                 FreqBandIndicatorNR                                             OPTIONAL,   -- Need R
    measCycleSCell                      ENUMERATED {sf160, sf256, sf320, sf512, sf640, sf1024, sf1280}  OPTIONAL    -- Need R
    ]],
    [[
    smtc3list-r16                     SSB-MTC3List-r16                                                  OPTIONAL,   -- Need R
    rmtc-Config-r16                     SetupRelease {RMTC-Config-r16}                                  OPTIONAL,   -- Need M
    t312-r16                            SetupRelease { T312-r16 }                                       OPTIONAL    -- Need M
    ]],
    [[
    associatedMeasGapSSB-r17            MeasGapId-r17                                                   OPTIONAL,   -- Need R
    associatedMeasGapCSIRS-r17          MeasGapId-r17                                                   OPTIONAL    -- Need R
    ]]
}

SSB-MTC3List-r16::=                 SEQUENCE (SIZE(1..4)) OF SSB-MTC3-r16

T312-r16 ::=                        ENUMERATED { ms0, ms50, ms100, ms200, ms300, ms400, ms500, ms1000}

ReferenceSignalConfig::=            SEQUENCE {
    ssb-ConfigMobility                  SSB-ConfigMobility                                              OPTIONAL,   -- Need M
    csi-rs-ResourceConfigMobility       SetupRelease { CSI-RS-ResourceConfigMobility }                  OPTIONAL    -- Need M
}

SSB-ConfigMobility::=               SEQUENCE {
    ssb-ToMeasure                           SetupRelease { SSB-ToMeasure }                              OPTIONAL,   -- Need M
    deriveSSB-IndexFromCell             BOOLEAN,
    ss-RSSI-Measurement                         SS-RSSI-Measurement                                     OPTIONAL,   -- Need M
    ...,
    [[
    ssb-PositionQCL-Common-r16              SSB-PositionQCL-Relation-r16                                OPTIONAL,   -- Cond SharedSpectrum
    ssb-PositionQCL-CellsToAddModList-r16   SSB-PositionQCL-CellsToAddModList-r16                       OPTIONAL,   -- Need N
    ssb-PositionQCL-CellsToRemoveList-r16   PCI-List                                                    OPTIONAL    -- Need N
    ]]
}

Q-OffsetRangeList ::=               SEQUENCE {
    rsrpOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    sinrOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrpOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    sinrOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0
}


ThresholdNR ::=                     SEQUENCE{
    thresholdRSRP                       RSRP-Range                                                      OPTIONAL,   -- Need R
    thresholdRSRQ                       RSRQ-Range                                                      OPTIONAL,   -- Need R
    thresholdSINR                       SINR-Range                                                      OPTIONAL    -- Need R
}

CellsToAddModList ::=               SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellsToAddMod

CellsToAddMod ::=                   SEQUENCE {
    physCellId                          PhysCellId,
    cellIndividualOffset                Q-OffsetRangeList
}

RMTC-Config-r16 ::=                 SEQUENCE {
    rmtc-Periodicity-r16                ENUMERATED {ms40, ms80, ms160, ms320, ms640},
    rmtc-SubframeOffset-r16             INTEGER(0..639)                                                 OPTIONAL,   -- Need M
    measDurationSymbols-r16             ENUMERATED {sym1, sym14or12, sym28or24, sym42or36, sym70or60},
    rmtc-Frequency-r16                  ARFCN-ValueNR,
    ref-SCS-CP-r16                      ENUMERATED {kHz15, kHz30, kHz60-NCP, kHz60-ECP},
    ...
}

SSB-PositionQCL-CellsToAddModList-r16 ::= SEQUENCE (SIZE (1..maxNrofCellMeas)) OF SSB-PositionQCL-CellsToAddMod-r16

SSB-PositionQCL-CellsToAddMod-r16 ::= SEQUENCE {
    physCellId-r16                        PhysCellId,
    ssb-PositionQCL-r16                   SSB-PositionQCL-Relation-r16
}

-- TAG-MEASOBJECTNR-STOP
-- ASN1STOP

	CellsToAddMod field descriptions

	cellIndividualOffset
Cell individual offsets applicable to a specific cell.

	physCellId
Physical cell identity of a cell in the cell list.



	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation
Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per CSI-RS resource as described in 5.5.5.2.

	absThreshSS-BlocksConsolidation
Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per SS/PBCH block index as described in 5.5.5.2.

	associatedMeasGapSSB
Indicates the associated measurement gap for SSB measuring identified by ssb-ConfigMobility in this measurement object.

	associatedMeasGapCSIRS
Indicates the associated measurement gap for CSI-RS measuring identified by csi-rs-ResourceConfigMobility in this measurement object.

	blackCellsToAddModList
List of cells to add/modify in the black list of cells. It applies only to SSB resources.

	blackCellsToRemoveList
List of cells to remove from the black list of cells.

	cellsToAddModList
List of cells to add/modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list. 

	freqBandIndicatorNR
The frequency band in which the SSB and/or CSI-RS indicated in this MeasObjectNR are located and according to which the UE shall perform the RRM measurements. This field is always provided when the network configures measurements with this MeasObjectNR.

	measCycleSCell
The parameter is used only when an SCell is configured on the frequency indicated by the measObjectNR and is in deactivated state, see TS 38.133 [14]. gNB configures the parameter whenever an SCell is configured on the frequency indicated by the measObjectNR, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, value sf256 corresponds to 256 sub-frames and so on.

	nrofCSInrofCSI-RS-ResourcesToAverage
Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage
Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetMO
Offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR.

	quantityConfigIndex
Indicates the n-th element of quantityConfigNR-List provided in MeasConfig.

	referenceSignalConfig
RS configuration for SS/PBCH block and CSI-RS.

	refFreqCSI-RS
Point A which is used for mapping of CSI-RS to physical resources according to TS 38.211 [16] clause 7.4.1.5.3.

	smtc1
Primary measurement timing configuration. (see clause 5.5.2.10).

	smtc2
Secondary measurement timing configuration for SS corresponding to this MeasObjectNR with PCI listed in pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value strictly shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	smtc3list
Measurement timing configuration list for SS corresponding to IAB-MT. This is used for the IAB-node's discovery of other IAB-nodes and the IAB-Donor-DUs.

	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR. For operation with shared spectrum channel access, this field is a k*30 kHz shift from the sync raster where k = 0,1,2, and so on if the reportType within the corresponding ReportConfigNR is set to reportCGI (see TS 38.211 [16], clause 7.4.3.1). Frequencies are considered to be on the sync raster if they are also identifiable with a GSCN value (see TS 38.101-1 [15]).

	ssb-PositionQCL-Common
Indicates the QCL relationship between SS/PBCH blocks for all measured cells as specified in TS 38.213 [13], clause 4.1.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	t312
The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	whiteCellsToAddModList
List of cells to add/modify in the white list of cells. It applies only to SSB resources.

	whiteCellsToRemoveList
List of cells to remove from the white list of cells.



	RMTC-Config field descriptions

	measDurationSymbols
Number of consecutive symbols for which the Physical Layer reports samples of RSSI (see TS 38.215 [9], clause 5.1.21). Value sym1 corresponds to one symbol, sym14or12 corresponds to 14 symbols of the reference numerology for NCP and 12 symbols for ECP, and so on.

	ref-SCS-CP
Indicates a reference subcarrier spacing and cyclic prefix to be used for RSSI measurements (see TS 38.215 [9]). Value kHz15 corresponds to 15kHz, kHz30 corresponds to 30 kHz, value kHz60-NCP corresponds to 60 kHz using normal cyclic prefix (NCP), and kHz60-ECP corresponds to 60 kHz using extended cyclic prefix (ECP).

	rmtc-Frequency
Indicates the center frequency of the measured bandwidth (see TS 38. 215 [9], clause 5.1.21).

	rmtc-Periodicity
Indicates the RSSI measurement timing configuration (RMTC) periodicity (see TS 38.215 [9], clause 5.1.21).

	rmtc-SubframeOffset
Indicates the RSSI measurement timing configuration (RMTC) subframe offset for this frequency (see TS 38.215 [9], clause 5.1.21). For inter-frequency measurements, this field is optional present and if it is not configured, the UE chooses a random value as rmtc-SubframeOffset for measDurationSymbols which shall be selected to be between 0 and the configured rmtc-Periodicity with equal probability.



	ReferenceSignalConfig field descriptions

	csi-rs-ResourceConfigMobility
CSI-RS resources to be used for CSI-RS based RRM measurements.

	ssb-ConfigMobility
SSB configuration for mobility (nominal SSBs, timing configuration).



	SSB-ConfigMobility field descriptions

	deriveSSB-IndexFromCell
If this field is set to true, UE assumes SFN and frame boundary alignment across cells on the same frequency carrier as specified in TS 38.133 [14]. Hence, if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, this field indicates whether the UE can utilize the timing of this serving cell to derive the index of SS block transmitted by neighbour cell. Otherwise, this field indicates whether the UE may use the timing of any detected cell on that target frequency to derive the SSB index of all neighbour cells on that frequency.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration. The first/leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not to be measured while value 1 indicates that the corresponding SS/PBCH block is to be measured (see TS 38.215 [9]). When the field is not configured the UE measures on all SS blocks. Regardless of the value of this field, SS/PBCH blocks outside of the applicable smtc are not to be measured. See TS 38.215 [9] clause 5.1.1.



	SSB-PositionQCL-CellsToAddMod field descriptions

	physCellId
Physical cell identity of a cell in the cell list.

	ssb-PositionQCL
Indicates the QCL relation between SS/PBCH blocks for a specific cell as specified in TS 38.213 [13], clause 4.1. If provided, the cell specific value overwrites the value signalled by ssb-PositionQCL-Common.



	Conditional Presence
	Explanation

	CSI-RS
	This field is mandatory present if csi-rs-ResourceConfigMobility is configured, otherwise, it is absent.

	SSBorAssociatedSSB
	This field is mandatory present if ssb-ConfigMobility is configured or associatedSSB is configured in at least one cell. Otherwise, it is absent, Need R.

	IntraFreqConnected
	This field is optionally present, Need R if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, otherwise, it is absent.

	SharedSpectrum
	This field is mandatory present if this MeasObject is for a frequency which operates with shared spectrum channel access. Otherwise, it is absent, Need R.




<Skip>

[bookmark: _Toc60777264][bookmark: _Toc90651136]–	MeasObjectUTRA-FDD
The IE MeasObjectUTRA-FDD specifies information applicable for inter-RAT UTRA-FDD neighbouring cells.
MeasObjectUTRA-FDD information element
-- ASN1START
-- TAG-MEASOBJECTUTRA-FDD-START

MeasObjectUTRA-FDD-r16 ::=                  SEQUENCE {
    carrierFreq-r16                             ARFCN-ValueUTRA-FDD-r16,
    utra-FDD-Q-OffsetRange-r16                  UTRA-FDD-Q-OffsetRange-r16              OPTIONAL,         -- Need R
    cellsToRemoveList-r16                       UTRA-FDD-CellIndexList-r16              OPTIONAL,         -- Need N
    cellsToAddModList-r16                       CellsToAddModListUTRA-FDD-r16           OPTIONAL,         -- Need N
    ...,
    [[
    associatedMeasGap-r17                       MeasGapId-r17                           OPTIONAL          -- Need R
    ]]
}

CellsToAddModListUTRA-FDD-r16 ::=           SEQUENCE (SIZE (1..maxCellMeasUTRA-FDD-r16)) OF CellsToAddModUTRA-FDD-r16

CellsToAddModUTRA-FDD-r16 ::=               SEQUENCE {
    cellIndexUTRA-FDD-r16                       UTRA-FDD-CellIndex-r16,
    physCellId-r16                              PhysCellIdUTRA-FDD-r16
}

UTRA-FDD-CellIndexList-r16 ::=              SEQUENCE (SIZE (1..maxCellMeasUTRA-FDD-r16)) OF UTRA-FDD-CellIndex-r16

UTRA-FDD-CellIndex-r16 ::=                  INTEGER (1..maxCellMeasUTRA-FDD-r16)

-- TAG-MEASOBJECTUTRA-FDD-STOP
-- ASN1STOP

	MeasObjectUTRA-FDD field descriptions

	associatedMeasGap
Indicates the associated measurement gap for measuring this UTRA-FDD carrier frequency.

	carrierFreq
Identifies UTRA-FDD carrier frequency for which this configuration is valid. NR does not configure more than one measurement object for the same physical frequency regardless of the ARFCN used to indicate this.

	cellIndexUTRA-FDD
Entry index in the neighbouring cell list.

	cellsToAddModList
List of UTRA-FDD cells to add/modify in the neighbouring cell list.

	cellsToRemoveList
List of cells to remove from the neighbouring cell list.

	utra-FDD-Q-OffsetRange
Used to indicate a frequency specific offset to be applied when evaluating triggering conditions for measurement reporting. The value is in dB.




	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation
Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per CSI-RS resource as described in 5.5.5.2.

	absThreshSS-BlocksConsolidation
Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The field is used for the derivation of cell measurement results as described in 5.5.3.3 and the reporting of beam measurement information per SS/PBCH block index as described in 5.5.5.2.

	associatedMeasGapSSB
Indicates the associated measurement gap for SSB measuring identified by ssb-ConfigMobility in this measurement object.

	associatedMeasGapCSIRS
Indicates the associated measurement gap for CSI-RS measuring identified by csi-rs-ResourceConfigMobility in this measurement object.

	blackCellsToAddModList
List of cells to add/modify in the black list of cells. It applies only to SSB resources.

	blackCellsToRemoveList
List of cells to remove from the black list of cells.

	cellsToAddModList
List of cells to add/modify in the cell list.

	cellsToRemoveList
List of cells to remove from the cell list. 

	freqBandIndicatorNR
The frequency band in which the SSB and/or CSI-RS indicated in this MeasObjectNR are located and according to which the UE shall perform the RRM measurements. This field is always provided when the network configures measurements with this MeasObjectNR.

	measCycleSCell
The parameter is used only when an SCell is configured on the frequency indicated by the measObjectNR and is in deactivated state, see TS 38.133 [14]. gNB configures the parameter whenever an SCell is configured on the frequency indicated by the measObjectNR, but the field may also be signalled when an SCell is not configured. Value sf160 corresponds to 160 sub-frames, value sf256 corresponds to 256 sub-frames and so on.

	nrofCSInrofCSI-RS-ResourcesToAverage
Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage
Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetMO
Offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR.

	quantityConfigIndex
Indicates the n-th element of quantityConfigNR-List provided in MeasConfig.

	referenceSignalConfig
RS configuration for SS/PBCH block and CSI-RS.

	refFreqCSI-RS
Point A which is used for mapping of CSI-RS to physical resources according to TS 38.211 [16] clause 7.4.1.5.3.

	smtc1
Primary measurement timing configuration. (see clause 5.5.2.10).

	smtc2
Secondary measurement timing configuration for SS corresponding to this MeasObjectNR with PCI listed in pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value strictly shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	smtc3list
Measurement timing configuration list for SS corresponding to IAB-MT. This is used for the IAB-node's discovery of other IAB-nodes and the IAB-Donor-DUs.

	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR. For operation with shared spectrum channel access, this field is a k*30 kHz shift from the sync raster where k = 0,1,2, and so on if the reportType within the corresponding ReportConfigNR is set to reportCGI (see TS 38.211 [16], clause 7.4.3.1). Frequencies are considered to be on the sync raster if they are also identifiable with a GSCN value (see TS 38.101-1 [15]).

	ssb-PositionQCL-Common
Indicates the QCL relationship between SS/PBCH blocks for all measured cells as specified in TS 38.213 [13], clause 4.1.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	t312
The value of timer T312. Value ms0 represents 0 ms, ms50 represents 50 ms and so on.

	whiteCellsToAddModList
List of cells to add/modify in the white list of cells. It applies only to SSB resources.

	whiteCellsToRemoveList
List of cells to remove from the white list of cells.



	RMTC-Config field descriptions

	measDurationSymbols
Number of consecutive symbols for which the Physical Layer reports samples of RSSI (see TS 38.215 [9], clause 5.1.21). Value sym1 corresponds to one symbol, sym14or12 corresponds to 14 symbols of the reference numerology for NCP and 12 symbols for ECP, and so on.

	ref-SCS-CP
Indicates a reference subcarrier spacing and cyclic prefix to be used for RSSI measurements (see TS 38.215 [9]). Value kHz15 corresponds to 15kHz, kHz30 corresponds to 30 kHz, value kHz60-NCP corresponds to 60 kHz using normal cyclic prefix (NCP), and kHz60-ECP corresponds to 60 kHz using extended cyclic prefix (ECP).

	rmtc-Frequency
Indicates the center frequency of the measured bandwidth (see TS 38. 215 [9], clause 5.1.21).

	rmtc-Periodicity
Indicates the RSSI measurement timing configuration (RMTC) periodicity (see TS 38.215 [9], clause 5.1.21).

	rmtc-SubframeOffset
Indicates the RSSI measurement timing configuration (RMTC) subframe offset for this frequency (see TS 38.215 [9], clause 5.1.21). For inter-frequency measurements, this field is optional present and if it is not configured, the UE chooses a random value as rmtc-SubframeOffset for measDurationSymbols which shall be selected to be between 0 and the configured rmtc-Periodicity with equal probability.



	ReferenceSignalConfig field descriptions

	csi-rs-ResourceConfigMobility
CSI-RS resources to be used for CSI-RS based RRM measurements.

	ssb-ConfigMobility
SSB configuration for mobility (nominal SSBs, timing configuration).



	SSB-ConfigMobility field descriptions

	deriveSSB-IndexFromCell
If this field is set to true, UE assumes SFN and frame boundary alignment across cells on the same frequency carrier as specified in TS 38.133 [14]. Hence, if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, this field indicates whether the UE can utilize the timing of this serving cell to derive the index of SS block transmitted by neighbour cell. Otherwise, this field indicates whether the UE may use the timing of any detected cell on that target frequency to derive the SSB index of all neighbour cells on that frequency.

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration. The first/leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not to be measured while value 1 indicates that the corresponding SS/PBCH block is to be measured (see TS 38.215 [9]). When the field is not configured the UE measures on all SS blocks. Regardless of the value of this field, SS/PBCH blocks outside of the applicable smtc are not to be measured. See TS 38.215 [9] clause 5.1.1.



	SSB-PositionQCL-CellsToAddMod field descriptions

	physCellId
Physical cell identity of a cell in the cell list.

	ssb-PositionQCL
Indicates the QCL relation between SS/PBCH blocks for a specific cell as specified in TS 38.213 [13], clause 4.1. If provided, the cell specific value overwrites the value signalled by ssb-PositionQCL-Common.



	Conditional Presence
	Explanation

	CSI-RS
	This field is mandatory present if csi-rs-ResourceConfigMobility is configured, otherwise, it is absent.

	SSBorAssociatedSSB
	This field is mandatory present if ssb-ConfigMobility is configured or associatedSSB is configured in at least one cell. Otherwise, it is absent, Need R.

	IntraFreqConnected
	This field is optionally present, Need R if the UE is configured with a serving cell for which (absoluteFrequencySSB, subcarrierSpacing) in ServingCellConfigCommon is equal to (ssbFrequency, ssbSubcarrierSpacing) in this MeasObjectNR, otherwise, it is absent.

	SharedSpectrum
	This field is mandatory present if this MeasObject is for a frequency which operates with shared spectrum channel access. Otherwise, it is absent, Need R.











Annex B.2 - ASN.1 define for Alt-2

6.3.2	Radio resource control information elements
<Skip>
–	MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.
MeasConfig information element
-- ASN1START
-- TAG-MEASCONFIG-START

MeasConfig ::=                      SEQUENCE {
    measObjectToRemoveList              MeasObjectToRemoveList                                              OPTIONAL,   -- Need N
    measObjectToAddModList              MeasObjectToAddModList                                              OPTIONAL,   -- Need N
    reportConfigToRemoveList            ReportConfigToRemoveList                                            OPTIONAL,   -- Need N
    reportConfigToAddModList            ReportConfigToAddModList                                            OPTIONAL,   -- Need N
    measIdToRemoveList                  MeasIdToRemoveList                                                  OPTIONAL,   -- Need N
    measIdToAddModList                  MeasIdToAddModList                                                  OPTIONAL,   -- Need N
    s-MeasureConfig                     CHOICE {
        ssb-RSRP                            RSRP-Range,
        csi-RSRP                            RSRP-Range
    }                                                                                                       OPTIONAL,   -- Need M
    quantityConfig                      QuantityConfig                                                      OPTIONAL,   -- Need M
    measGapConfig                       MeasGapConfig                                                       OPTIONAL,   -- Need M
    measGapSharingConfig                MeasGapSharingConfig                                                OPTIONAL,   -- Need M
    ...,
    [[
    interFrequencyConfig-NoGap-r16      ENUMERATED {true}                                                   OPTIONAL    -- Need R
    ]]
}

MeasObjectToRemoveList ::=              SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId

MeasIdToRemoveList ::=                  SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasId

ReportConfigToRemoveList ::=            SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- TAG-MEASCONFIG-STOP
-- ASN1STOP

	MeasConfig field descriptions

	interFrequencyConfig-NoGap-r16
If the field is set to true, UE is configured to perform SSB based inter-frequency measurement without measurement gaps when the inter-frequency SSB is completely contained in the active DL BWP of the UE, as specified in TS 38.133 [14], clause 9.3. Otherwise, the SSB based inter-frequency measurement is performed within measurement gaps.

	measGapConfig
Used to setup and release measurement gaps in NR.

	measIdToAddModList
List of measurement identities to add and/or modify.

	measIdToRemoveList
List of measurement identities to remove.

	measObjectToAddModList
List of measurement objects to add and/or modify.

	measObjectToRemoveList
List of measurement objects to remove.

	reportConfigToAddModList
List of measurement reporting configurations to add and/or modify.

	reportConfigToRemoveList
List of measurement reporting configurations to remove.

	s-MeasureConfig
Threshold for NR SpCell RSRP measurement controlling when the UE is required to perform measurements on non-serving cells. Choice of ssb-RSRP corresponds to cell RSRP based on SS/PBCH block and choice of csi-RSRP corresponds to cell RSRP of CSI-RS. 

	measGapSharingConfig
Specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.




–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapTwoFR2-r17                           SetupRelease { GapConfig }                                          OPTIONAL,   -- Need M
    gapTwoFR1-r17                           SetupRelease { GapConfig }                                          OPTIONAL,   -- Need M
    gapTwoUE-r17                            SetupRelease { GapConfig }                                          OPTIONAL    -- Need M
    ]]
}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]],
    [[
    gapAssociation-r17                  MeasGapAssociation-r17                                              OPTIONAL    -- Cond ConcurrentGap
    ]]
}

MeasGapAssociation-r17 ::=              SEQUENCE {
    prsMeas-r17                          ENUMERATED {true}                                                  OPTIONAL,   -- Need R
    ssbMeas-r17                          CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    csi-RS-Meas-r17                      CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    eutranMeas-r17                       CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    utranMeas-r17                        CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL    -- Need R
}


-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapAssociation
Indicates the associated frequency layer(s) to be measured in this gap.

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. The measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 is present, UE shall ignore the mgl (without suffix).

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms and ms0dot5 corresponds to 0.5 ms. For FR2, the network only configures 0 ms and 0.25 ms. 

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.



	MeasGapAssociation field descriptions

	prsMeas
Indicates that PRS measurement is associated with this measurement gap. The network only includes this field for one per UE gap.

	ssbMeas
Indicates the associated SSB frequencies to be measured in this measurement gap. Value all indicates all configured SSB frequencies. Value freqList indicates the SSB frequencies in the listed measurement objects.

	csi-RS-Meas
Indicates the associated CSI-RS frequencies to be measured in this measurement gap. Value all indicates all configured CSI-RS frequencies. Value freqList indicates the CSI-RS frequencies in the listed measurement objects.

	eutranMeas
Indicates the associated EUTRAN frequencies to be measured in this measurement gap. Value all indicates all configured EUTRAN frequencies. Value freqList indicates the EUTRAN frequencies in the listed measurement objects.

	utranMeas
Indicates the associated UTRAN frequencies to be measured in this measurement gap. Value all indicates all configured UTRAN frequencies. Value freqList indicates the UTRAN frequencies in the listed measurement objects.



	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	ConcurrentGap
	This field is mandatory present when gapTwoFR1, gapTwoFR2, or gapTwoUE is configured. Otherwise, this field is not present, Need R.

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.





Annex B.3 - ASN.1 define for Alt-3

6.3.2	Radio resource control information elements
<Skip>
–	MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.
MeasConfig information element
-- ASN1START
-- TAG-MEASCONFIG-START

MeasConfig ::=                      SEQUENCE {
    measObjectToRemoveList              MeasObjectToRemoveList                                              OPTIONAL,   -- Need N
    measObjectToAddModList              MeasObjectToAddModList                                              OPTIONAL,   -- Need N
    reportConfigToRemoveList            ReportConfigToRemoveList                                            OPTIONAL,   -- Need N
    reportConfigToAddModList            ReportConfigToAddModList                                            OPTIONAL,   -- Need N
    measIdToRemoveList                  MeasIdToRemoveList                                                  OPTIONAL,   -- Need N
    measIdToAddModList                  MeasIdToAddModList                                                  OPTIONAL,   -- Need N
    s-MeasureConfig                     CHOICE {
        ssb-RSRP                            RSRP-Range,
        csi-RSRP                            RSRP-Range
    }                                                                                                       OPTIONAL,   -- Need M
    quantityConfig                      QuantityConfig                                                      OPTIONAL,   -- Need M
    measGapConfig                       MeasGapConfig                                                       OPTIONAL,   -- Need M
    measGapSharingConfig                MeasGapSharingConfig                                                OPTIONAL,   -- Need M
    ...,
    [[
    interFrequencyConfig-NoGap-r16      ENUMERATED {true}                                                   OPTIONAL    -- Need R
    ]],
	[[
    measGapLinkToRemoveList-r17         MeasGapLinkToRemoveList-r17                                         OPTIONAL,   -- Need N
    measGapLinkToAddModList-r17         MeasGapLinkToAddModList-r17                                         OPTIONAL    -- Need N
	]]
}

MeasObjectToRemoveList ::=              SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId

MeasIdToRemoveList ::=                  SEQUENCE (SIZE (1..maxNrofMeasId)) OF MeasId

ReportConfigToRemoveList ::=            SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

MeasGapLinkToRemoveList-r17 ::=          SEQUENCE (SIZE (1..maxNrofMeasGapLinkId-r17)) OF MeasGapLinkId-r17	Comment by MediaTek (Felix): FFS, seems that we need same number as MO

-- TAG-MEASCONFIG-STOP
-- ASN1STOP

	MeasConfig field descriptions

	interFrequencyConfig-NoGap-r16
If the field is set to true, UE is configured to perform SSB based inter-frequency measurement without measurement gaps when the inter-frequency SSB is completely contained in the active DL BWP of the UE, as specified in TS 38.133 [14], clause 9.3. Otherwise, the SSB based inter-frequency measurement is performed within measurement gaps.

	measGapConfig
Used to setup and release measurement gaps in NR.

	measGapLinkToAddModList
List of measurement gap link to add and/or modify.

	measGapLinkToRemoveList
List of measurement gap link to remove.

	measIdToAddModList
List of measurement identities to add and/or modify.

	measIdToRemoveList
List of measurement identities to remove.

	measObjectToAddModList
List of measurement objects to add and/or modify.

	measObjectToRemoveList
List of measurement objects to remove.

	reportConfigToAddModList
List of measurement reporting configurations to add and/or modify.

	reportConfigToRemoveList
List of measurement reporting configurations to remove.

	s-MeasureConfig
Threshold for NR SpCell RSRP measurement controlling when the UE is required to perform measurements on non-serving cells. Choice of ssb-RSRP corresponds to cell RSRP based on SS/PBCH block and choice of csi-RSRP corresponds to cell RSRP of CSI-RS. 

	measGapSharingConfig
Specifies the measurement gap sharing scheme and controls setup/ release of measurement gap sharing.



–	MeasFreqList-r17
The IE MeasFreqList-r17 specifies the frequencies to be measured within a measurement gap.
MeasFreqList information element
-- ASN1START
-- TAG-MEASFREQLIST-START


MeasFreqList-r17 ::=             SEQUENCE {
    prsMeas-r17                          ENUMERATED {true}                                                  OPTIONAL,   -- Need R
    ssbMeas-r17                          CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    csi-RS-Meas-r17                      CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    eutranMeas-r17                       CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL,   -- Need R
    utranMeas-r17                        CHOICE {
        all                                  NULL,
        freqList                             SEQUENCE (SIZE (1..maxNrofObjectId)) OF MeasObjectId
    }                                                                                                       OPTIONAL    -- Need R
}


-- TAG-MEASFREQLIST-STOP
-- ASN1STOP


	MeasFreqList field descriptions

	prsMeas
Indicates that PRS measurement is associated with the linked measurement gap. The network only associate PRS measurement to one per UE gap.

	ssbMeas
Indicates the associated SSB frequencies to be measured in the linked measurement gap. Value all indicates all configured SSB frequencies. Value freqList indicates the SSB frequencies in the listed measurement objects.

	csi-RS-Meas
Indicates the associated CSI-RS frequencies to be measured in the linked measurement gap. Value all indicates all configured CSI-RS frequencies. Value freqList indicates the CSI-RS frequencies in the listed measurement objects.

	eutranMeas
Indicates the associated EUTRAN frequencies to be measured in the linked measurement gap. Value all indicates all configured EUTRAN frequencies. Value freqList indicates the EUTRAN frequencies in the listed measurement objects.

	utranMeas
Indicates the associated UTRAN frequencies to be measured in the linked measurement gap. Value all indicates all configured UTRAN frequencies. Value freqList indicates the UTRAN frequencies in the listed measurement objects.




[bookmark: _Toc60777257][bookmark: _Toc90651129]–	MeasGapLinkToAddModList
The IE MeasGapLinkToAddModList concerns a list of measurement gap link identities to add or modify, with for each entry the, the associated measurement gap and the associated measurement object(s).
MeasIdToAddModList information element
-- ASN1START
-- TAG-MEASGAPLINKTOADDMODLIST-START

MeasGapLinkToAddModList-r17 ::=     SEQUENCE (SIZE (1..maxNrofMeasGapLinkId-r17)) OF MeasGapLinkIdToAddMod	Comment by MediaTek (Felix): FFS, seems that we need same number as MO

MeasGapLinkIdToAddMod ::=           SEQUENCE {
    measGapLinkId-r17                   MeasGapLinkId-r17,
    measGapId-r17                       MeasGapId-r17,
    measFreqList-r17                    MeasFreqList-r17
}

-- TAG-MEASGAPLINKTOADDMODLIST-STOP
-- ASN1STOP


–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapTwoFR2-r17                       SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapTwoFR1-r17                       SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapTwoUE-r17                        SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]]
}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]],
    [[
    measGapId-r17                       MeasGapId                                                           OPTIONAL,   -- Cond ConcurrentGap
    ]]
}

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	measGapId
Indicates the associated measurement gap Id for this gap.

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. The measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 is present, UE shall ignore the mgl (without suffix).

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms and ms0dot5 corresponds to 0.5 ms. For FR2, the network only configures 0 ms and 0.25 ms. 

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.



	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	ConcurrentGap
	This field is mandatory present when gapTwoFR1, gapTwoFR2, or gapTwoUE is configured. Otherwise, this field is not present, Need R.

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.




–	MeasGapId
The IE MeasGapId used to identify a per UE or per FR measurement gap configuration.
MeasGapId information element
-- ASN1START
-- TAG-MEASGAPID-START

MeasGapId-r17 ::=                       INTEGER (1..maxNrofGapId-r17)

-- TAG-MEASGAPID-STOP
-- ASN1STOP


–	MeasGapLinkId
The IE MeasGapLinkId is used to identify the measurement gap link configuration, i.e., linking of a measurement gap and one or more measurement frequencies.
MeasGapId information element
-- ASN1START
-- TAG-MEASGAPLINKID-START

MeasGapLinkId-r17 ::=                       INTEGER (1.. maxNrofMeasGapLinkId-r17)

-- TAG-MEASGAPLINKID-STOP
-- ASN1STOP



