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	Reason for change:
	In order to support various deployment scenarios for obtaining IMS voice service, the UE and NG-RAN may support RAT fallback or EPS Fallback. And the EPS/RAT Fallback procedure may be triggered when the request for establishing the QoS flow for IMS voice reaches the supported NG-RAN. However, in the real network, the delay of IMS voice based on EPS Fallback is around 2s to 4s, which highly impacts the user experience.
To solve the above measurement delay, it has been proposed that introducing redirection enhancement in idle and inactive mode for EPS/RAT Fallback. In this case, idle/inactive will perform redirection when receiving paging which is indicated as voice. 
To achieve the purpose, the capability signalling is needed for indicating the support of redirection enhancement for EPS/RAT Fallback. 

	
	

	Summary of change:
	· In 5.X, added a capability for support of redirection for EPS/RAT Fallback.

Impact analysis

Impacted 5G architecture options: 
NR SA, NR-DC, NE-DC
Impacted functionality:
Idle/inactive measurement 

 Inter-operability analysis:
1.	 If the network is implemented according to the CR and the UE is not, no inter-operability issues are expected.

2.	 If the UE is implemented according to the CR and the network is not, no inter-operability issues are expected.


	
	

	Consequences if not approved:
	UE has to support the capability of redirection for EPS/RATfallback even if it does’t have the requirement. 
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	Definitions for feature

	Redirection for voice fallback
It is optional for UE to support the redirection for voice fallback in RRC_IDLE/RRC_INACTIVE as specified in TS 38.331[9]. 
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