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1	Introduction
An update WID for feMIMO can be found in [1] and the objectives are copied below with track changes for convenience. The highlighted objectives are seen most relevant for mTRP and especially BFR/BFD operation for mTRP perspective:

In RAN2#115 the following agreements were made:

MAC entity maintains separate beamFailureDetectionTimer and BFI_COUNTER for each BFD-RS set of a serving cell configured with multiple BFD-RS sets.
beamFailureDetectionTimer and beamFailureInstanceMaxCount configuration is configured independently for each TRP of serving cell.
If the MAC entity receives beam failure instance indication for a BFD-RS set of a serving cell, it shall perform the following: 
- (re-)start beamFailureDetectionTimer corresponding to that BFD-RS set of the serving cell; 
- increment BFI_COUNTER corresponding to that BFD-RS set of the serving cell by 1.
- If BFI_COUNTER >= beamFailureInstanceMaxCount corresponding to that BFD-RS set of the serving cell:
- trigger a BFR for the BFD-RS set of the Serving Cell;

For the case of both intra cell and inter cell: 
BFD-RS set ID is included in BFR MAC CE to identify the failed TRP.

For the case of intra cell (FFS for inter cell). 
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of an SCell, BFR is triggered for that SCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of SpCell, random access procedure is initiated on SpCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
FFS what is meant in detail by “beam failure is detected on both TRPs”

In RAN2#116 the following agreements were made:
New BFR MAC CE including beam failure recovery information of both failed TRPs is transmitted when beam failure is detected for both TRPs of SCell. The Following pieces of information are included in enhanced BFR MAC CE for M-TRP BFR
Info 1: For the Identity of serving cell of failed TRP, Ci/SP fields are included. 
Info 2: For indicating whether candidate beam is available or not for a failed TRP of serving cell, AC field is included.
Info 3: Candidate beam (if available) for a failed TRP is indicated by including the Candidate RS ID field.
Both single octet bitmap (7 Ci bits and 1 SP bit) and 4 octet bitmap (31 Ci bits and 1 SP bit) formats are supported for enhanced BFR MAC CE.
Both truncated and non-truncated enhanced BFR MAC CE are supported.
Triggered BFRs for a BFD-RS set of a SCell shall be cancelled when a MAC PDU is transmitted and this PDU includes enhanced BFR MAC CE (or Truncated enhanced BFR MAC CE, if supported) which contains beam failure recovery information (i.e. candidate beam available or not, candidate beam if available) of that BFD-RS set of the SCell.
if a PDCCH addressed to C-RNTI indicating uplink grant for a new transmission is received for the HARQ process used for the transmission of the enhanced BFR MAC CE which contains beam failure recovery information of a BFD-RS set of a serving cell: BFI_COUNTER corresponding to the BFD-RS set of the serving cell is set to 0.
if the SCell is deactivated, BFI_COUNTER corresponding to each BFD-RS set of the serving cell is set to 0.
if Random Access procedure initiated on SpCell due to beam failure detection on both TRPs (i.e. BFD-RS sets) of SpCell is successfully completed: BFI_COUNTER corresponding to each BFD-RS set of the SpCell is set to 0.
if the beamFailureDetectionTimer corresponding to a BFD-RS set of a serving cell expires; or if beamFailureDetectionTimer, beamFailureInstanceMaxCount, or any of the reference signals used for beam failure detection corresponding to a BFD-RS set of a serving cell is reconfigured by upper layers: BFI_COUNTER for this BFD-RS set of the serving cell is set to 0.
For SCell configured with multiple TRPs, SR can be triggered irrespective of whether beam failure is detected on one or both TRPs of SCell.
For SpCell configured with multiple TRPs, SR can be triggered if beam failure is detected on only one TRP of SpCell.
The cases for which SR is allowed (as per proposal 15, 16), SR is triggered if either of conditions a) and b) below are met:
- If UL-SCH resources are not available for a new transmission; or 
- If UL-SCH resources are available for a new transmission but cannot accommodate the enhanced BFR MAC CE or enhanced truncated BFR MAC CE plus its sub header as a result of LCP.
If a SR was triggered by BFR for a BFD-RS set of a serving cell and a MAC PDU is transmitted and this PDU includes an enhanced BFR MAC CE or a Truncated enhanced BFR MAC CE which contains beam failure recovery information for this BFD-RS set of the serving cell, pending SR is cancelled and the corresponding sr-ProhibitTimer is stopped, if running.
If a SR was triggered by BFR for a BFD-RS set of an SCell and this SCell is deactivated, pending SR is cancelled and the corresponding sr-ProhibitTimer is stopped, if running.
It is assumed that If beam failure is detected on both TRPs (i.e. BFD-RS sets) of an SpCell, UE initiate RACH procedure and transmits new BFR MAC CE including beam failure recovery information needed to recover both TRPs. (other options not excluded for now, it is FFS whether the UE can skip BFR information needed to recover one of the TRPs if there is not enough bits).

The meaning of “beam failure is detected on both TRPs” is to be clarified, It is FFS which of the following options shall be applied:
Option 1 (12/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not cancelled).
Option 2 (4/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not successfully completed)
Cell specific or TRP specific BFR / BFR cancellation when beam failure is detected on on both TRPs of SCell is to be determined. It is FFS which of the following options shall be applied:
Option 1(5/17): Cell specific BFR of SCell is triggered. Triggered Cell specific BFR of SCell is cancelled when BFR MAC CE containing beam failure information of both TRP of the SCell is transmitted.
Option 2 (12/17): TRP specific BFR for both the failed TRPs remains as pending. TRP specific BFR cancellation procedure (as discussed in Proposal 10) is applied for each TRP independently. 
It is FFS whether Triggered BFRs for a BFD-RS set of a SpCell shall be cancelled when a MAC PDU is transmitted and this PDU includes enhanced BFR MAC CE (or Truncated enhanced BFR MAC CE, if supported) which contains beam failure recovery information (i.e. candidate beam available or not, candidate beam if available) of that BFD-RS set of the SpCell.

FFS if to Introduce the new PUCCH spatial relation activation/deactivation MAC CE for mTRP PUCCH repetition i.e. activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC.
RAN2 to discuss how to support PHR reporting for mTRP PUSCH repetition, and may address e.g:
New MAC CE design including the function which TRP is applied for PHR reporting.
How to incorporate the additional MPE information coming in Rel-17 to the new PHR format
Whether use legacy parameters (timer, threshold, etc.) or adding TRP specific parameters
PHR triggering conditions
R2 assumes to revise the legacy PUSCH Pathloss Reference RS Update MAC CE with additional field(s) to differentiate the TRP for mTRP PUSCH repetition. other aspects are FFS.



In this contribution, we provide our view on RAN2 aspects for RLM and BFR/BFD for intra/intercell mTRP. 


[bookmark: _Ref178064866]	PUCCH MAC CE for mTRP
From R1-2112840 (MAC CE impacts excel):

	Two PUCCH Spatial Relation Info activation/deactivation MAC CE
	Activating two spatial relation info for mTRP PUCCH repetition. 
	Agreement
For multi-TRP TDM-ed PUCCH transmission schemes, 
• Support the use of a single PUCCH resource 
• Up to two spatial relation info’s can be activated per PUCCH resource via MAC CE
• FFS: Required enhancements for FR1
• FFS: Use of multiple PUCCH resources.
Agreement
For the grouping of PUCCH resources in Rel-17 multi-TRP PUCCH repetition schemes,
• Support MAC-CE activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC. 
• Support MAC-CE activating two sets of power control parameters (for FR1) for a group of PUCCH resources in a CC. 
• When the PUCCH resource is indicated with two spatial relation info’s or two sets of power control parameters (via a MAC-CE that activating two spatial relation info’s or a MAC-CE that activating two sets of power control parameters for a group of PUCCH resources, respectively), the other PUCCH resources in the group also get updated to have the same two spatial relation info’s or two sets of power control parameters.
• When the PUCCH resource is indicated with one spatial relation info or one set of power control parameters (via a MAC-CE that activating single spatial relation info or a MAC-CE that activating single set of power control parameters for a group of PUCCH resources, respectively), then the other PUCCH resources in the group also get updated to have the same spatial relation info or the same set of power control parameters.
• The signalling details are up to RAN2 to decide.
• Note: Impacts coming from coverage enhancement work item on associating PUCCH resource with repetition factor can be discussed separately



The following FFS exist in previous meeting agreements:

FFS if to Introduce the new PUCCH spatial relation activation/deactivation MAC CE for mTRP PUCCH repetition i.e. activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC.

Main point is the functionality but also clarity is important. The current Rel-16 enhanced PUCCH Spatial Relation Activation/Deactivation MAC CE is as follows:

The Enhanced PUCCH Spatial Relation Activation/Deactivation MAC CE is identified by a MAC subheader with eLCID as specified in Table 6.2.1-1b. It has a variable size with following fields:
-	Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-	BWP ID: This field indicates a UL BWP for which the MAC CE applies as the codepoint of the DCI bandwidth part indicator field as specified in TS 38.212 [9]. The length of the BWP ID field is 2 bits;
-	PUCCH Resource ID: This field contains an identifier of the PUCCH resource ID identified by PUCCH-ResourceId as specified in TS 38.331 [5], which is to be activated with a spatial relation indicated by Spatial Relation Info ID field in the subsequent octet. The length of the field is 7 bits. If the indicated PUCCH Resource ID is included in a PUCCH Resource Group (configured via resourceGroupToAddModList-r16 as specified in TS 38.331 [5]) of the indicated UL BWP, no other PUCCH Resources within the same PUCCH Resource group are indicated in the MAC CE, and this MAC CE applies to all the PUCCH Resources in the PUCCH Resource group;
-	Spatial Relation Info ID: This field contains PUCCH-SpatialRelationInfoId – 1 where PUCCH-SpatialRelationInfoId is the identifier of the PUCCH Spatial Relation Info in PUCCH-Config in which the PUCCH Resource ID is configured, as specified in TS 38.331 [5]. The length of the field is 6 bits;
-	R: Reserved bit, set to 0.


Figure 6.1.3.25-1: Enhanced PUCCH spatial relation Activation/Deactivation MAC CE




It seems simpler to have new MAC CE rather than trying to reuse R fields in an existing MAC CE and explain another interpretation of the fields. For example, to add in the existing MAC CE that R field is used to interpret the content such that one PUCCH Resource ID is linked to two Spatial relations. 
The suggestion to do the linking by lifting the restriction related to PUCCH group results in mixing two concepts, PUCCH groups from BM and the need for mTRP to have two spatial relation per PUCCH resource. Additionally, the excel informs the MAC CE should support both the mTRP and the PUCCH groups.
For these reasons we proposed to introduce new MAC CE.

[bookmark: _Toc92793537]Introduce the new PUCCH spatial relation activation/deactivation MAC CE for mTRP PUCCH repetition i.e. activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC).


	Association between PUCCH and TRP for PUCCH multi-TRP enhancements in FR1

RAN1 agreed that the linking of PUCCH resource with two power control parameter sets is required in case of FR1 mTRP operation (i.e. spatial relation activation/deactivation) in Rel-17.
	RAN1#104-e Agreements
Agreement
For the case of multi-TRP, to support per-TRP power control in FR1, the linking of PUCCH resource with [one or] two power control parameter sets, the following is supported
· MAC-CE indicates RRC IE that configures power control parameter sets (p0, pathloss RS ID, and a closed-loop index).
· The exact design of RRC IE is up to RAN2 but from RAN1 point of view, one possible example is to reuse PUCCH-SpatialRelationInfo except for the referenceSignal 
Note: It is common understanding in RAN1 that one PUCCH resource can be linked to one power control parameter set.



RAN1 also provides their view how to handle this issue, i.e. reuse PUCCH-SpatialRelationInfo IE except for the referenceSignal in case of FR1.
Note that the suggestion from RAN1 is just an example, and the exact design of the signaling is up to RAN2. This is also acknowledged in the MAC CE impact excel:

“Agreement
For the case of multi-TRP, to support per-TRP power control in FR1, the linking of PUCCH resource with [one or] two power control parameter sets, the following is supported
•	MAC-CE indicates RRC IE that configures power control parameter sets (p0, pathloss RS ID, and a closed-loop index).
o	The exact design of RRC IE is up to RAN2 but from RAN1 point of view, one possible example is to reuse PUCCH-SpatialRelationInfo except for the referenceSignal 
Note: It is common understanding in RAN1 that one PUCCH resource can be linked to one power control parameter set.”


What needs to be enhanced according to the above RAN1 agreement as well as the RAN1 input for MAC CEs, is to link a PUCCH resource with either one or two power control parameter sets for FR1.  
Currently there is no need to configure spatial relations to a UE in FR1.  For this reason, we do not prefer reusing PUCCH-spatialRelationsInfo to configure the power control parameter sets.  The power control parameter sets for PUCCH can be configured separately from PUCCH-SpatialRelationInfo. Further, there is no reason to introduce new MAC CE that has both power control and spatial relation functionality as that is not needed for FR1.
Finally, power control and spatial relation are separate functionality, it is cleaner to have separate MAC CE for PUCCH power control even if FR1 would use spatial relations. 
For these reasons we proposed to introduce new MAC CE to support PUCCH Power control set update (with power control) for FR1 cases.


[bookmark: _Toc92793538]Introduce new MAC CE(s) to support PUCCH Power control set update (with power control) for FR1 cases.


	PUSCH PL RS MAC CE
The following FFS exist in previous meeting agreements:


[bookmark: _Hlk90480240]R2 assumes to revise the legacy PUSCH Pathloss Reference RS Update MAC CE with additional field(s) to differentiate the TRP for mTRP PUSCH repetition. other aspects are FFS.

The MAC CE input excel has the following addition which should be taken into account by RAN2:

	When MAC-CE indicates a PL-RS ID for one or more SRI IDs, it also indicates whether the SRI IDs are associated with the first or the second SRS resource set.
	[bookmark: _Hlk90482057]Agreement
When MAC-CE indicates a PL-RS ID for one or more SRI IDs, it also indicates whether the SRI IDs are associated with the first or the second SRS resource set.



R field to TRP and send Mac ce per TRP

[bookmark: _Toc92793539]When MAC-CE indicates a PL-RS ID for one or more SRI IDs, it also indicates whether the SRI IDs are associated with the first or the second SRS resource set.

	PHR MAC CE to accommodate MPE

The input related PHR and MPE:

On Rel.17 enhancements to facilitate MPE mitigation, support the following enhancement on the Rel-16 event-triggered P-MPR-based reporting (included in the PHR report when a threshold is reached, reported via MAC-CE):
• In addition to the existing field in the PHR MAC-CE, N≥1 P-MPR values can be reported 
o The N P-MPR values are reported together with the following: 
  For each P-MPR value, up to M SSBRI(s)/CRI(s), where the SSBRI(s)/CRI(s) is selected by the UE from a candidate SSB/CSI-RS resource pool (FFS: how to perform the selection) 
• Support M=1

There are two MAC CEs for PHR reporting, one for single serving cell and the other for multiple. From RAN1 input it is not clear whether both functionalities need to support the new MPE reporting. 
The Single Entry PHR MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.1-2.
It has a fixed size and consists of two octets defined as follows (figure 6.1.3.8-1):
-	R: Reserved bit, set to 0;
-	Power Headroom (PH): This field indicates the power headroom level. The length of the field is 6 bits. The reported PH and the corresponding power headroom levels are shown in Table 6.1.3.8-1 below (the corresponding measured values in dB are specified in TS 38.133 [11]);
-	P: If mpe-Reporting-FR2 is configured and the Serving Cell operates on FR2, the MAC entity shall set this field to 0 if the applied P-MPR value, to meet MPE requirements, as specified in TS 38.101-2 [15], is less than P-MPR_00 as specified in TS 38.133 [11] and to 1 otherwise. If mpe-Reporting-FR2 is not configured or the Serving Cell operates on FR1, this field indicates whether power backoff is applied due to power management (as allowed by P-MPRc as specified in TS 38.101-1 [14], TS 38.101-2 [15], and TS 38.101-3 [16]). The MAC entity shall set the P field to 1 if the corresponding PCMAX,f,c field would have had a different value if no power backoff due to power management had been applied;
-	PCMAX,f,c: This field indicates the PCMAX,f,c (as specified in TS 38.213 [6]) used for calculation of the preceding PH field. The reported PCMAX,f,c and the corresponding nominal UE transmit power levels are shown in Table 6.1.3.8-2 (the corresponding measured values in dBm are specified in TS 38.133 [11]);
-	MPE: If mpe-Reporting-FR2 is configured, and the Serving Cell operates on FR2, and if the P field is set to 1, this field indicates the applied power backoff to meet MPE requirements, as specified in TS 38.101-2 [15]. This field indicates an index to Table 6.1.3.8-3 and the corresponding measured values of P-MPR levels in dB are specified in TS 38.133 [11]. The length of the field is 2 bits. If mpe-Reporting-FR2 is not configured, or if the Serving Cell operates on FR1, or if the P field is set to 0, R bits are present instead.


Figure 6.1.3.8-1: Single Entry PHR MAC CE

Another is multientry PHR MAC CE
The Multiple Entry PHR MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.1-2.
It has a variable size, and includes the bitmap, a Type 2 PH field and an octet containing the associated PCMAX,f,c field (if reported) for SpCell of the other MAC entity, a Type 1 PH field and an octet containing the associated PCMAX,f,c field (if reported) for the PCell. It further includes, in ascending order based on the ServCellIndex, one or multiple of Type X PH fields and octets containing the associated PCMAX,f,c fields (if reported) for Serving Cells other than PCell indicated in the bitmap. X is either 1 or 3 according to TS 38.213 [6] and TS 36.213 [17].
The presence of Type 2 PH field for SpCell of the other MAC entity is configured by phr-Type2OtherCell with value true.
A single octet bitmap is used for indicating the presence of PH per Serving Cell when the highest ServCellIndex of Serving Cell with configured uplink is less than 8, otherwise four octets are used.
The MAC entity determines whether PH value for an activated Serving Cell is based on real transmission or a reference format by considering the configured grant(s) and downlink control information which has been received until and including the PDCCH occasion in which the first UL grant for a new transmission that can accommodate the MAC CE for PHR as a result of LCP as defined in clause 5.4.3.1 is received since a PHR has been triggered if the PHR MAC CE is reported on an uplink grant received on the PDCCH or until the first uplink symbol of PUSCH transmission minus PUSCH preparation time as defined in clause 7.7 of TS 38.213 [6] if the PHR MAC CE is reported on a configured grant.
For a band combination in which the UE does not support dynamic power sharing, the UE may omit the octets containing Power Headroom field and PCMAX,f,c field for Serving Cells in the other MAC entity except for the PCell in the other MAC entity and the reported values of Power Headroom and PCMAX,f,c for the PCell are up to UE implementation.
The PHR MAC CEs are defined as follows:
-	Ci: This field indicates the presence of a PH field for the Serving Cell with ServCellIndex i as specified in TS 38.331 [5]. The Ci field set to 1 indicates that a PH field for the Serving Cell with ServCellIndex i is reported. The Ci field set to 0 indicates that a PH field for the Serving Cell with ServCellIndex i is not reported;
-	R: Reserved bit, set to 0;
-	V: This field indicates if the PH value is based on a real transmission or a reference format. For Type 1 PH, the V field set to 0 indicates real transmission on PUSCH and the V field set to 1 indicates that a PUSCH reference format is used. For Type 2 PH, the V field set to 0 indicates real transmission on PUCCH and the V field set to 1 indicates that a PUCCH reference format is used. For Type 3 PH, the V field set to 0 indicates real transmission on SRS and the V field set to 1 indicates that an SRS reference format is used. Furthermore, for Type 1, Type 2, and Type 3 PH, the V field set to 0 indicates the presence of the octet containing the associated PCMAX,f,c field and the MPE field, and the V field set to 1 indicates that the octet containing the associated PCMAX,f,c field and the MPE field is omitted;
-	Power Headroom (PH): This field indicates the power headroom level. The length of the field is 6 bits. The reported PH and the corresponding power headroom levels are shown in Table 6.1.3.8-1 (the corresponding measured values in dB for the NR Serving Cell are specified in TS 38.133 [11] while the corresponding measured values in dB for the E-UTRA Serving Cell are specified in TS 36.133 [12]);
-	P: If mpe-Reporting-FR2 is configured and the Serving Cell operates on FR2, the MAC entity shall set this field to 0 if the applied P-MPR value, to meet MPE requirements, as specified in TS 38.101-2 [15], is less than P-MPR_00 as specified in TS 38.133 [11] and to 1 otherwise. If mpe-Reporting-FR2 is not configured or the Serving Cell operates on FR1, this field indicates whether power backoff is applied due to power management (as allowed by P-MPRc as specified in TS 38.101-1 [14], TS 38.101-2 [15], and TS 38.101-3 [16]). The MAC entity shall set the P field to 1 if the corresponding PCMAX,f,c field would have had a different value if no power backoff due to power management had been applied;
-	PCMAX,f,c: If present, this field indicates the PCMAX,f,c (as specified in TS 38.213 [6]) for the NR Serving Cell and the PCMAX,c or P̃CMAX,c (as specified in TS 36.213 [17]) for the E-UTRA Serving Cell used for calculation of the preceding PH field. The reported PCMAX,f,c and the corresponding nominal UE transmit power levels are shown in Table 6.1.3.8-2 (the corresponding measured values in dBm for the NR Serving Cell are specified in TS 38.133 [11] while the corresponding measured values in dBm for the E-UTRA Serving Cell are specified in TS 36.133 [12]);
-	MPE: If mpe-Reporting-FR2 is configured, and the Serving Cell operates on FR2, and if the P field is set to 1, this field indicates the applied power backoff to meet MPE requirements, as specified in TS 38.101-2 [15]. This field indicates an index to Table 6.1.3.8-3 and the corresponding measured values of P-MPR levels in dB are specified in TS 38.133 [11]. The length of the field is 2 bits. If mpe-Reporting-FR2 is not configured, or if the Serving Cell operates on FR1, or if the P field is set to 0, R bits are present instead.


Figure 6.1.3.9-1: Multiple Entry PHR MAC CE with the highest ServCellIndex of Serving Cell with configured uplink is less than 8


Figure 6.1.3.9-2: Multiple Entry PHR MAC CE with the highest ServCellIndex of Serving Cell with configured uplink is equal to or higher than 8

It is quite clear that this Mac CE specification effort is not the smallest as especially the multientry Mac CE is rather complex. It would be good to clarify whether the new multientry MAC CE needs to be supported in Rel-17 or not.

Then, regarding the PHR for mTRP
Agreement For PHR reporting related to M-TRP PUSCH repetition, support Option 4 as UE optional capability for a UE that supports mTRP PUSCH, 
-	Option 4: Calculate two PHRs (at least corresponding to the CC that applies m-TRP PUSCH repetitions), each associated with a first PUSCH occasion to each TRP, and report two PHRs.
Agreement: For option 4, support the following: 
• When PHR MAC-CE is reported in slot n, for a CC that is configured with mTRP PUSCH repetition, second PHR value is determined as, 
o	If the first PHR value is actual PHR (based on Rel. 15/16) corresponding to a repetition among mTRP PUSCH repetitions associated with a given TRP, the second PHR value, select Alt. 2A 
 Alt.2A: Is actual only when a repetition associated with the other TRP is transmitted in slot n. Otherwise, it is virtual.
• If there are multiple repetitions associated with the other TRP in slot n, the earliest one in slot n is selected.
o	If the first PHR value is actual PHR (based on Rel. 15/16) but not corresponding to a repetition among mTRP PUSCH repetitions (corresponds to sTRP PUSCH), select Alt. 1B 
 Alt1B: a second PHR value is reported as virtual PHR.
o	If the first PHR value is virtual, select Alt. 1C 
 Alt1C: a second PHR value is reported as virtual PHR.
Note: It was agreed that when second PHR is virtual, it is calculated based on a set of default power control parameters defined for the other TRP (that is not associated with the first PHR)
Note: It was agreed that the above is applicable to both single entry and multi-entry PHR reports

The following FFS exist in previous meeting agreements:

RAN2 to discuss how to support PHR reporting for mTRP PUSCH repetition, and may address e.g:
New MAC CE design including the function which TRP is applied for PHR reporting.
How to incorporate the additional MPE information coming in Rel-17 to the new PHR format
Whether use legacy parameters (timer, threshold, etc.) or adding TRP specific parameters
PHR triggering conditions

Having separate parameter configuration would provide more network flexibility as if same value is preferred, network can configure such.
For PHR triggering, per TRP triggering should be applied.

[bookmark: _Toc92793540]RAN2 to agree on separate parameter configuration for per TRP PHR reporting.
[bookmark: _Toc92793541]RAN2 to consider per TRP PHR triggering.



Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	Introduce the new PUCCH spatial relation activation/deactivation MAC CE for mTRP PUCCH repetition i.e. activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC).
Proposal 2	Introduce new MAC CE(s) to support PUCCH Power control set update (with power control) for FR1 cases.
Proposal 3	When MAC-CE indicates a PL-RS ID for one or more SRI IDs, it also indicates whether the SRI IDs are associated with the first or the second SRS resource set.
Proposal 4	RAN2 to agree on separate parameter configuration for per TRP PHR reporting.
Proposal 5	RAN2 to consider per TRP PHR triggering.
 
[bookmark: _In-sequence_SDU_delivery]References
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