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	Reason for change:
	To specify that the feature explcitexplicit indication of SI scheduling winowwindow position should be conditionally mandatory for the UE supporting Rel-17 SIBs and posSIBs.

	
	

	Summary of change:
	In section 6 it is added that UE mandatorily supports Acquisition of an SI message scheduled via schedulingInfoList2	Comment by Lenovo (Hyung-Nam): Should add “… schedulingInfoList2 if it supports Rel-17 SIBs and posSIBs.”
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	Features
	Condition

	Skipping UL configured grant if no data to transmit.
	Either configuredUL-GrantType1 or configuredUL-GrantType2 is supported.

	Downlink SDAP header
	Either NAS reflective QoS or as-ReflectiveQoS is supported.

	IMS emergency call
	It is mandatory to support IMS emergency call for UEs which are IMS voice capable in NR.

	MAC subheaders with one-octet eLCID field
	It is mandatory to support MAC subheaders with one-octet eLCID field for UEs/IAB-MTs supporting MAC CEs using extended LCID values as specified in TS 38.321 [8].

	Acquisition of an SI message via schedulingInfoList2	Comment by Lenovo (Hyung-Nam): A more meaningful name of the feature may be:

“Acquisition of SI messages with explicit SI window positions”
	It is mandatory to support Acquisition of SI messages scheduled via schedulingInfoList2 as specified in TS 38.331 [9]



