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1. Overall Description:
[RAN2 agreed question:]

1. Inter-“cell”cell operation for BM and mTRP	Comment by Henttonen, Tero (Nokia - FI/Espoo): Let's avoid unnecessary ambiguation of terms.
	Comment by Helka-Liina Maattanen: You mean further ambiguation? faCell 

RAN2 has further discussed the implementation of L1 parameters based on R1-2112976. One of the parameters is “[AdditionalPCIInfo…] ” (row 5352) under Inter-cell mTRP with description “to support inter-cell mTRP operation, to associate SSB from the cell having different PCI than serving cell.” Further the excel has under Inter-cell mTRP [NumberOfAdditionalPCI] (row 5453) on maximum namber number of these additional SSB/PCIs to be configured. Additionally, under MultiBeam there is row 13 12 which advices “A CSI-SSB-ResourceSet configured for L1-RSRP measurement/reporting includes at least a set of SSB indices where PCI indices are associated with the set of SSB indices, respectively. The PCI indices refer to PCIs within the set of PCIs configured for inter-cell beam management or inter-cell multi-TRP.” 	Comment by Helka-Liina Maattanen: Right, this is correct row in RAN1 input while I had added a row when I added RAN2 marks in R2-2203033
There is also consensus that the additional SSB/PCI used for inter-“cell”cell operation for both BM and mTRP share the IE introducing the additional SSB/PCI configuration.
Some companies were claiming in RAN2 that mTRP would not support inter-cell operation for UL, but it was not clear to RAN2 if this is really what RAN1 has agreed. Specifically, iIn current RRC running CR, IE SSB-MTCAdditionalPCI-r17 giving the added physical cell identification, timing information, information on which SSB beams are present, and transmission power(to be added) is introduced. Using this IE, a list(depending on [NumberOfAdditionalPCI]) of these added SSB/PCIs configured for the UE under IE ServingCellConfig. Then, using index AdditionalPCIIndex the added SSB/PCI is linked to   the following IE. 	Comment by Henttonen, Tero (Nokia - FI/Espoo): in our understanding, this was the main contentious point: Does ICBM with mTRP apply only to DL or also to UL? So adding this helps RAN1 to understand why this question is being asked.


[CATT] agree it is useful to clearly state this as key point. Maybe wording can change to something like “there are different understandings in R2 regarding whether inter-cell mTRP is supported for UL or not”.
· QCL-Info for inter-cell BM (DL-only/Joint TCI state) and inter-cell mTRP(implementation of row 5352)	Comment by CATT (Erlin Zeng): We had comment on whether additional PCI is under QCL-info or under DLorJoint-TCIState-r17. After online discussions we are fine not to ask this in LS but we can handle it in R2. And, we understand from online discussions that it is common understanding that for DLorJoint-TCIState-r17 case, PCI info configured in qcl-Type1 and qcl-Type2 should be the same. 	Comment by Helka-Liina Maattanen: Yes, let’s resolve this within RAN2.
· UL-TCIState-r17 for inter-cell BM (UL-only TCI state)
· CSI-SSB-ResourceSet (implementation of row 1312)
· PUCCH-SpatialRelationInfoExt-r16 for inter-cell mTRP (implementation of row 5352)
.
Question 1. RAN2 would like to ask whether additional PCI is needed in PUCCH-SpatialRelationInfo for inter-cell mTRP operation, or in any other place to support BM and mTRP inter-“cell”cell operation?

[Other suggested questions:]

2. Reference CC/BWP for TCI state list configurations

RAN2 further discussed row 19 18 of the excel that advices “PDSCH configuration for each CC/BWP. The reference CC/BWP includes the Rel-17 TCI state pool (a list of TCI states) for PDSCH”. This is understood as signalling optimization for DL or joint TCI state list configuration when UE is configured with unified TCI state operationHowever, it is not clear if this  "TCI state pool" signalling indicated by the reference CC/BWP applies only to DL/joint TCI states, or also to UL TCI states.. 	Comment by Henttonen, Tero (Nokia - FI/Espoo): Just to remind RAN1 of what is there currently: TCI states already allow some pooling.	Comment by Helka-Liina Maattanen: Ok, but let’s not do it in the middle of a quote from the excel
Question 2.1. RAN2 would like to ask whether the concept of ‘reference CC/BWP’ applies only for DL TCI states (when separate UL and DL TCI states are used), or whether it can also apply to UL only TCI states and it can also apply for joint TCI states (when join TCI states are used). Also, can there be separate configurations of reference CC/BWP for DL and UL TCI states, respectively)?RAN2 would like to ask whether the UL BWP configuration (in which a Rel-17 UL TCI state list can be configured) can have a similar configuration, i.e. a reference CC/BWP parameter, where the indicated reference CC/BWP includes the Rel-17 UL TCI state pool (a list of TCI states) for this UL BWP ? Or, whether same reference CC/BWP is to be assumed for UL, or whether this was only designed for DL?	Comment by Henttonen, Tero (Nokia - FI/Espoo): Simplifications - this is not about BWP configuration but TCI state configuration, then whether they are defined per BWP is secondary matter.

Question 2.2: RAN2 assumes that reference BWP/CC information can be configured instead of explicit unified TCI state list for signaling optimization.  That is, if the explicit Rel-17 TCI state list is absent in the corresponding cell/BWP, RAN2 assumes that a reference BWP/CC needs to be configured to UE RAN2 would like RAN1 to confirm whether this is correct assumption? 	Comment by CATT (Erlin Zeng): Actually to us it seems quite obvious that if you configure explicitly the TCI state for the cell/BWP you do not use reference cc/BWP, same case the other way around. Whether we use choice structure, or we make it clear in the filed description is then a R2 discussion. If so, perhaps we can save this one.	Comment by Henttonen, Tero (Nokia - FI/Espoo): I'm not sure I understand this question: Is the idea to aask whether some TCI states can use reference and some don't? Or whether reference has to be provided if pool is not? Both seem valid questions, so reworded according to those.
But it could be I have misunderstood the intent, in which case it would be good to clarify what was meant by this.
Question 2.2: RAN2 assume that reference BWP/CC information is needed when Rel-17 unified TCI state list is absent for the corresponding cell/BWP. RAN2 assume that either reference BWP/CC information or a Rel17 unified TCI state will be configured for Rel17 unified TCI state operation i.e. not both simultaneously. Please confirm it.

3. BFR for inter-cell mTRP and BM
RAN2 discussed about BFR and would like to ask the following questions:
Question 3.1: Is the new per-TRP BFR per TRP operation applicable for both mTRP and inter-cell BM? That is, to be used with either Release 15/16 TCI state configuration or  Release-17 unified TCI state configuration? 	Comment by Henttonen, Tero (Nokia - FI/Espoo): Editorials for the question	Comment by Huawei, HiSilicon: Duplicate with the next questions.	Comment by Huawei, HiSilicon: This is asked in 3.4 (now 3.3), let's not mix inter-cell BM and inter-cell mTRP in the same question.

Question 3.2: If the response to Q3.1 is yes: should the new BFR mechanism (new BFR MAC CE, two BFD RS sets) be supported for inter-“cell” (IE SSB-MTCAdditionalPCI-r17 ) BM too? If yes, please explain how it works e.g. 
· Is if there is any relation between a BFD RS set and a PCI (e.g. one set associated with RS of this serving cell and another associated with RS associated with an the additional PCI)?
·  or or iIs there any impact to BFD/BFR with two BFD sets if switching towards beams associated with different PCI occurs?.
Question 3.23: When a serving cell is configured with inter-“cell”cell BM operation (i.e. UE is configured with an additional PCIIE  SSB- MTCAdditionalPCI-r17 ) and includes only a single BFD RS set, can the BFD RS set include both 1) RS of the serving cell and 2) RS associated with an the additional PCI?	Comment by OPPO(Zhongda): For intra-mTRP two BFD RS sets are configured i.e. one set per TRP. So what is the case for inter-cell mTRP ?
Question 3.34: When a serving cell use inter-cell mTRP, can the UE be configured with two BFD RS sets? If yes, please explain if there is any relation between a BFD RS set and a PCI (e.g. one set associated with RS of this serving cell and another associated with RS associated with an additional PCI).

4. Simultaneous TCI state update/common Common TCI state ID update

RAN2 understands that RAN1 has made an agreement to introduce new RRC parameter(s) to configure the CC list(s) for simultaneous update of CCs that have been configured with Release-17 unified TCI state. RAN2 current understanding is that only these new RRC parameters can be used for serving cells configured with Release-17 unified TCI state and that these serving cells cannot be included in simultaneousTCI-UpdateList1-r16. Further, RAN2 understanding is that Release-17 CC list can only include cells that have been configured with Release-17 Unified TCI state.
Question 4.1: RAN2 would like to ask whether the above understanding is correct?	Comment by Helka-Liina Maattanen: I hope I’m not missing anything else we should ask from below.


Rel-16 simultaneous TCI state update (based on simultaneousTCI-UpdateList1-r16 and simultaneousTCI-UpdateList2-r16) 
should be applied for Rel-17 unified TCI state update as well as common TCI state update (based on reference BWP/CC information).
Question 4.1: Is it correct understanding that  Rel-16 simultaneous TCI state update (based on simultaneousTCI-UpdateList1-r16 and simultaneousTCI-UpdateList2-r16) should be applied for Rel-17 TCI state update as well as common TCI state update (based on reference BWP/CC information)?

In RAN2 meeting, it was proposed to use different RRC parameter (e.g. simultaneousTCI-UpdateList1-r17 and simultaneousTCI-UpdateList2-r17. The main motivation is to apply simultaneous TCI state update when Rel-16 TCI state and Rel-17 unified TCI state is configured for different serving cells. For example, Rel-17 unified TCI state list is configured in serving cell #1- #4, while Rel-16 TCI state list is configured in serving cell #5-#8. In this case, simultaneousTCI-UpdateList1-r17 and simultaneousTCI-UpdateList2-r17 are used to group serving cell #1-#4, while simultaneousTCI-UpdateList1-r16 and simultaneousTCI-UpdateList2-r16 are used to group serving cell #5-8 for simultaneous TCI state update. 
Question 4.2: Do we need to introduce different RRC parameter (e.g. simultaneousTCI-UpdateList1-r17 and simultaneousTCI-UpdateList2-r17?	Comment by Henttonen, Tero (Nokia - FI/Espoo): Rephrrasing the question: The only concrete use case we have is the mix of R16/R17 TCI state updates (between different serving cells), so perhaps it's best to ask RAN1 about that? Once we know if that is possible, the rest is RAN2 signalling design decisions. 	Comment by Intel_yh: I cannot find the exact RAN1 agreement. RAN1 assume that at least for inter-band CA, different TCI framework can be applicable. Nevertheless, since it is a basic question, we could ask if companies want. 
Question 4.3: Is there any restriction in configuring Rel-16 simultaneous TCI state update and Rel-17 common TCI state update (based on reference BWP/CC information) in the unified TCI state framework?  
	Comment by Henttonen, Tero (Nokia - FI/Espoo): Let's ask neutral questions to avoid bias. This is something RAN1 should know immediately, so they can hopefully answer it easily.	Comment by Intel_yh: Agree. 
Question 4.4 Is it correct understanding that the Rel-17 simultaneous TCI state update applies only to DL-only/Joint TCI state but not for UL-TCIState?	Comment by OPPO(Zhongda): if it applies for DL TCI state, it most likely also applies for UL TCI state otherwise separate TCI state scheme doesn’t work. 


2. Actions:
To RAN1 group:
ACTION: 	RAN2 respectfully asks RAN1 to provide responses to above questions.

3. Date of Next TSG-RAN WG2 Meetings:
ASN1 review                                                                       April 2022 Electronic
TSG-RAN WG1 Meeting #118-e 	16 – 27 May 2022    Electronic	Comment by CATT (Erlin Zeng): Should be RAN2
TSG-RAN WG1 Meeting #119-e 	August 2022    Electronic

