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Start Change
[bookmark: _Toc60777428][bookmark: _Toc90651301]6.3.3	UE capability information elements
<Text Removed>
[bookmark: _Toc60777431][bookmark: _Toc90651304]–	BandCombinationListSidelinkRelayDiscovery
The IE BandCombinationListSidelinkRelayDiscovery contains a list of NR sidelink band combinations supporting transmission and reception of relay discovery message.
BandCombinationListSidelinkRelayDiscovery information element
-- ASN1START
-- TAG-BANDCOMBINATIONLISTSIDELINKEUTRANR-START

BandCombinationListSidelinkRelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParametersSidelinkRelayDiscovery-r17
BandCombinationParametersRelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParametersSidelinkRelayDiscovery-r17

BandParametersSidelinkRelayDiscovery-r17 ::= SEQUENCE {
    bandParametersSidelinkRelayDiscovery-r17           BandParametersRelayDiscovery-r17
}

BandParametersRelayDiscovery-r17 ::= SEQUENCE {
    freqBandSidelink-r17           FreqBandIndicatorNR
}

-- TAG-BANDCOMBINATIONLISTSIDELINKEUTRANR-STOP
-- ASN1STOP

–	BandCombinationListSidelinkNonRelayDiscovery
The IE BandCombinationListSidelinkNonRelayDiscovery contains a list of NR sidelink band combinations supporting transmission and reception of non-relay discovery message.
BandCombinationListSidelinkNonRelayDiscovery information element
-- ASN1START
-- TAG-BANDCOMBINATIONLISTSIDELINKEUTRANR-START

BandCombinationListSidelinkNonRelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxBandComb)) OF BandCombinationParametersSidelinkNonRelayDiscovery-r17
BandCombinationParametersNonRelayDiscovery-r17 ::= SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParametersSidelinkNonRelayDiscovery-r17

BandParametersSidelinkNonRelayDiscovery-r17 ::= SEQUENCE {
    bandParametersSidelinkNonRelayDiscovery-r17           BandParametersNonRelayDiscovery-r17
}

BandParametersNonRelayDiscovery-r17 ::= SEQUENCE {
    freqBandSidelink-r17           FreqBandIndicatorNR
}

-- TAG-BANDCOMBINATIONLISTSIDELINKEUTRANR-STOP
-- ASN1STOP

<Text Removed>
[bookmark: _Toc60777475][bookmark: _Toc90651349]–	RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.
RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                                   SEQUENCE {
    supportedBandListNR                                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList                        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter                           FreqBandList                                OPTIONAL,
    ...,
    [[
    supportedBandCombinationList-v1540                  BandCombinationList-v1540                   OPTIONAL,
    srs-SwitchingTimeRequested                          ENUMERATED {true}                           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550                  BandCombinationList-v1550                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560                  BandCombinationList-v1560                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1610                  BandCombinationList-v1610                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-r16    BandCombinationListSidelinkEUTRA-NR-r16     OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-r16     BandCombinationList-UplinkTxSwitch-r16      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1630                  BandCombinationList-v1630                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-v1630  BandCombinationListSidelinkEUTRA-NR-v1630   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1630   BandCombinationList-UplinkTxSwitch-v1630    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1640                  BandCombinationList-v1640                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1640   BandCombinationList-UplinkTxSwitch-v1640    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1650                  BandCombinationList-v1650                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1650   BandCombinationList-UplinkTxSwitch-v1650    OPTIONAL
    ]],
    [[
    extendedBand-n77-r16                                ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-UplinkTxSwitch-v1670   BandCombinationList-UplinkTxSwitch-v1670    OPTIONAL
    ]],
    [[
supportedBandCombinationListSidelinkDiscovery-r17      BandCombinationListSidelinkDiscovery-r17       OPTIONAL,
supportedBandCombinationListSidelinkNonDiscovery-r17   BandCombinationListSidelinkNonDiscovery-r17    OPTIONAL,
    ]]
}

RF-Parameters-v15g0 ::=                   SEQUENCE {
    supportedBandCombinationList-v15g0        BandCombinationList-v15g0                   OPTIONAL
}

BandNR ::=                          SEQUENCE {
    bandNR                              FreqBandIndicatorNR,
    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                           OPTIONAL,
    mimo-ParametersPerBand              MIMO-ParametersPerBand                          OPTIONAL,
    extendedCP                          ENUMERATED {supported}                          OPTIONAL,
    multipleTCI                         ENUMERATED {supported}                          OPTIONAL,
    bwp-WithoutRestriction              ENUMERATED {supported}                          OPTIONAL,
    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                       OPTIONAL,
    bwp-DiffNumerology                  ENUMERATED {upto4}                              OPTIONAL,
    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                          OPTIONAL,
    pdsch-256QAM-FR2                    ENUMERATED {supported}                          OPTIONAL,
    pusch-256QAM                        ENUMERATED {supported}                          OPTIONAL,
    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}                 OPTIONAL,
    rateMatchingLTE-CRS                 ENUMERATED {supported}                          OPTIONAL,
    channelBWs-DL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    channelBWs-UL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    ...,
    [[
    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}   OPTIONAL
    ]],
    [[
    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                          OPTIONAL,
    powerBoosting-pi2BPSK               ENUMERATED {supported}                          OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-FR2          ENUMERATED {n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}     OPTIONAL
    ]],
    [[
    channelBWs-DL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBWs-UL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL
    ]],
    [[
    asymmetricBandwidthCombinationSet     BIT STRING (SIZE (1..32))           OPTIONAL
    ]],
    [[
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-r16 SharedSpectrumChAccessParamsPerBand-r16 OPTIONAL,
    -- R1 11-7b: Independent cancellation of the overlapping PUSCHs in an intra-band UL CA
    cancelOverlappingPUSCH-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-1: Multiple LTE-CRS rate matching patterns
    multipleRateMatchingEUTRA-CRS-r16       SEQUENCE {
        maxNumberPatterns-r16               INTEGER (2..6),
        maxNumberNon-OverlapPatterns-r16    INTEGER (1..3)
    }                                                                               OPTIONAL,
    -- R1 14-1a: Two LTE-CRS overlapping rate matching patterns within a part of NR carrier using 15 kHz overlapping with a LTE carrier
    overlapRateMatchingEUTRA-CRS-r16        ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-2: PDSCH Type B mapping of length 9 and 10 OFDM symbols
    pdsch-MappingTypeB-Alt-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-3: One slot periodic TRS configuration for FR1
    oneSlotPeriodicTRS-r16                  ENUMERATED {supported}                  OPTIONAL,
    olpc-SRS-Pos-r16                        OLPC-SRS-Pos-r16                        OPTIONAL,
    spatialRelationsSRS-Pos-r16             SpatialRelationsSRS-Pos-r16             OPTIONAL,
    simulSRS-MIMO-TransWithinBand-r16       ENUMERATED {n2}                         OPTIONAL,
    channelBW-DL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                          SEQUENCE {
            scs-60kHz                           ENUMERATED {supported}              OPTIONAL,
            scs-120kHz                          ENUMERATED {supported}              OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBW-UL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                              SEQUENCE {
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-120kHz                              ENUMERATED {supported}          OPTIONAL
        }
    }                                                                               OPTIONAL,
    rasterShift7dot5-IAB-r16                ENUMERATED {supported}                  OPTIONAL,
    ue-PowerClass-v1610                     ENUMERATED {pc1dot5}                    OPTIONAL,
    condHandover-r16                        ENUMERATED {supported}                  OPTIONAL,
    condHandoverFailure-r16                 ENUMERATED {supported}                  OPTIONAL,
    condHandoverTwoTriggerEvents-r16        ENUMERATED {supported}                  OPTIONAL,
    condPSCellChange-r16                    ENUMERATED {supported}                  OPTIONAL,
    condPSCellChangeTwoTriggerEvents-r16    ENUMERATED {supported}                  OPTIONAL,
    mpr-PowerBoost-FR2-r16                  ENUMERATED {supported}                  OPTIONAL,

    -- R1 11-9: Multiple active configured grant configurations for a BWP of a serving cell
    activeConfiguredGrant-r16               SEQUENCE {
    maxNumberConfigsPerBWP-r16                  ENUMERATED {n1, n2, n4, n8, n12},
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 11-9a: Joint release in a DCI for two or more configured grant Type 2 configurations for a given BWP of a serving cell
    jointReleaseConfiguredGrantType2-r16    ENUMERATED {supported}                  OPTIONAL,
    -- R1 12-2: Multiple SPS configurations
    sps-r16                                 SEQUENCE {
    maxNumberConfigsPerBWP-r16                  INTEGER (1..8),
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 12-2a: Joint release in a DCI for two or more SPS configurations for a given BWP of a serving cell
    jointReleaseSPS-r16                     ENUMERATED {supported}                  OPTIONAL,
    -- R1 13-19: Simultaneous positioning SRS and MIMO SRS transmission within a band across multiple CCs
    simulSRS-TransWithinBand-r16            ENUMERATED {n2}                         OPTIONAL,
    trs-AdditionalBandwidth-r16             ENUMERATED {trs-AddBW-Set1, trs-AddBW-Set2}  OPTIONAL,
    handoverIntraF-IAB-r16                  ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    -- R1 22-5a: Simultaneous transmission of SRS for antenna switching and SRS for CB/NCB /BM for intra-band UL CA
    -- R1 22-5c: Simultaneous transmission of SRS for antenna switching and SRS for antenna switching for intra-band UL CA
    simulTX-SRS-AntSwitchingIntraBandUL-CA-r16  SimulSRS-ForAntennaSwitching-r16            OPTIONAL,
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-v1630   SharedSpectrumChAccessParamsPerBand-v1630   OPTIONAL
    ]],
    [[
    handoverUTRA-FDD-r16                      ENUMERATED {supported}                       OPTIONAL,
    -- R4 7-4: Report the shorter transient capability supported by the UE: 2, 4 or 7us
    enhancedUL-TransientPeriod-r16            ENUMERATED {us2, us4, us7}                   OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1640 SharedSpectrumChAccessParamsPerBand-v1640    OPTIONAL
    ]],
    [[
    type1-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    type2-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    pusch-RepetitionMultiSlots-v1650          ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType1-v1650             ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType2-v1650             ENUMERATED {supported}                       OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1650 SharedSpectrumChAccessParamsPerBand-v1650    OPTIONAL
    ]],
    [[
    enhancedSkipUplinkTxConfigured-v1660      ENUMERATED {supported}                       OPTIONAL,
    enhancedSkipUplinkTxDynamic-v1660         ENUMERATED {supported}                       OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-PC1dot5-MPE-FR1-r16    ENUMERATED {n10, n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}   OPTIONAL,
    txDiversity-r16                           ENUMERATED {supported}                       OPTIONAL
    ]]

}

-- TAG-RF-PARAMETERS-STOP
-- ASN1STOP

	RF-Parameters field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationList
A list of band combinations that the UE supports for NR (and NR-DC, if requested). The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationListSidelinkRelayDiscovery
A list of band combinations that the UE supports for NR sidelink relay discovery.

	supportedBandCombinationListSidelinkNonRelayDiscovery
A list of band combinations that the UE supports for NR sidelink non-relay discovery.

	[bookmark: _Hlk96444766]supportedBandCombinationListSidelinkEUTRA-NR
A list of band combinations that the UE supports for NR sidelink communication only, for joint NR sidelink communication and V2X sidelink communication, or for V2X sidelink communication only. The UE does not include this field if the UE capability is requested by E-UTRAN (see TS 36.331[10]) and the network request includes the field eutra-nr-only.

	supportedBandCombinationList-UplinkTxSwitch
A list of band combinations that the UE supports dynamic uplink Tx switching for NR UL CA and SUL. The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].



<Text Removed>
[bookmark: _Toc60777479][bookmark: _Toc90651353]–	SidelinkParameters
The IE SidelinkParameters is used to convey capabilities related to NR and V2X sidelink communications.
SidelinkParameters information element
-- ASN1START
-- TAG-SIDELINKPARAMETERS-START

SidelinkParameters-r16 ::=    SEQUENCE {
    sidelinkParametersNR-r16                  SidelinkParametersNR-r16                                                  OPTIONAL,
    sidelinkParametersEUTRA-r16               SidelinkParametersEUTRA-r16                                               OPTIONAL
}

SidelinkParameters-v17xy ::=    SEQUENCE {
    sidelinkParametersNR-v17xy                SidelinkParametersNR-v17xy                                                OPTIONAL
}

SidelinkParametersNR-r16 ::= SEQUENCE {
    rlc-ParametersSidelink-r16                RLC-ParametersSidelink-r16                                                OPTIONAL,
    mac-ParametersSidelink-r16                MAC-ParametersSidelink-r16                                                OPTIONAL,
    fdd-Add-UE-Sidelink-Capabilities-r16      UE-SidelinkCapabilityAddXDD-Mode-r16                                      OPTIONAL,
    tdd-Add-UE-Sidelink-Capabilities-r16      UE-SidelinkCapabilityAddXDD-Mode-r16                                      OPTIONAL,
    supportedBandListSidelink-r16             SEQUENCE (SIZE (1..maxBands)) OF BandSidelink-r16                         OPTIONAL,
    ...
}

SidelinkParametersNR-v17xy ::= SEQUENCE {
relay-Parameters-r17                Relay-Parameters-r17                                                OPTIONAL,
    ...
}

SidelinkParametersEUTRA-r16 ::= SEQUENCE {
    sl-ParametersEUTRA1-r16                   OCTET STRING                                                              OPTIONAL,
    sl-ParametersEUTRA2-r16                   OCTET STRING                                                              OPTIONAL,
    sl-ParametersEUTRA3-r16                   OCTET STRING                                                              OPTIONAL,
    supportedBandListSidelinkEUTRA-r16        SEQUENCE (SIZE (1..maxBandsEUTRA)) OF BandSidelinkEUTRA-r16               OPTIONAL,
    ...
}

RLC-ParametersSidelink-r16 ::= SEQUENCE {
    am-WithLongSN-Sidelink-r16                ENUMERATED {supported}                                                    OPTIONAL,
    um-WithLongSN-Sidelink-r16                ENUMERATED {supported}                                                    OPTIONAL,
    ...
}

MAC-ParametersSidelink-r16 ::= SEQUENCE {
    mac-ParametersSidelinkCommon-r16          MAC-ParametersSidelinkCommon-r16                                          OPTIONAL,
    mac-ParametersSidelinkXDD-Diff-r16        MAC-ParametersSidelinkXDD-Diff-r16                                        OPTIONAL,
    ...
}

UE-SidelinkCapabilityAddXDD-Mode-r16 ::=  SEQUENCE {
    mac-ParametersSidelinkXDD-Diff-r16        MAC-ParametersSidelinkXDD-Diff-r16                                        OPTIONAL
}

MAC-ParametersSidelinkCommon-r16 ::= SEQUENCE {
    lcp-RestrictionSidelink-r16               ENUMERATED {supported}                                                    OPTIONAL,
    multipleConfiguredGrantsSidelink-r16      ENUMERATED {supported}                                                    OPTIONAL,
    ...
}

MAC-ParametersSidelinkXDD-Diff-r16 ::=  SEQUENCE {
    multipleSR-ConfigurationsSidelink-r16     ENUMERATED {supported}                                                    OPTIONAL,
    logicalChannelSR-DelayTimerSidelink-r16   ENUMERATED {supported}                                                    OPTIONAL,
    ...
}

BandSidelinkEUTRA-r16 ::=               SEQUENCE {
    freqBandSidelinkEUTRA-r16               FreqBandIndicatorEUTRA,
    -- R1 15-7: Transmitting LTE sidelink mode 3 scheduled by NR Uu
    gnb-ScheduledMode3SidelinkEUTRA-r16     SEQUENCE {
        gnb-ScheduledMode3DelaySidelinkEUTRA-r16 ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot625, ms0dot75, ms1,
                                                             ms1dot25, ms1dot5, ms1dot75, ms2, ms2dot5, ms3, ms4,
                                                             ms5, ms6, ms8, ms10, ms20}
    }                                                                                                                   OPTIONAL,
    -- R1 15-9: Transmitting LTE sidelink mode 4 configured by NR Uu
    gnb-ScheduledMode4SidelinkEUTRA-r16     ENUMERATED {supported}                                                      OPTIONAL
}

BandSidelink-r16 ::=  SEQUENCE {
    freqBandSidelink-r16                          FreqBandIndicatorNR,
    --15-1
    sl-Reception-r16                              SEQUENCE {
        harq-RxProcessSidelink-r16                    ENUMERATED {n16, n24, n32, n48, n64},
        pscch-RxSidelink-r16                          ENUMERATED {value1, value2},
        scs-CP-PatternRxSidelink-r16                  CHOICE {
            fr1-r16                                       SEQUENCE {
                scs-15kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-30kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-60kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL
            },
            fr2-r16                                       SEQUENCE {
                scs-60kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-120kHz-r16                                BIT STRING (SIZE (16))                OPTIONAL
            }
        }                                                                                           OPTIONAL,
        extendedCP-RxSidelink-r16                     ENUMERATED {supported}                        OPTIONAL
    }                                                                                               OPTIONAL,
    --15-2
    sl-TransmissionMode1-r16                      SEQUENCE {
        harq-TxProcessModeOneSidelink-r16             ENUMERATED {n8, n16},
        scs-CP-PatternTxSidelinkModeOne-r16           CHOICE {
            fr1-r16                                       SEQUENCE {
                scs-15kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-30kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-60kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL
            },
            fr2-r16                                       SEQUENCE {
                scs-60kHz-r16                                 BIT STRING (SIZE (16))                OPTIONAL,
                scs-120kHz-r16                                BIT STRING (SIZE (16))                OPTIONAL
            }
        },
        extendedCP-TxSidelink-r16                     ENUMERATED {supported}                        OPTIONAL,
        harq-ReportOnPUCCH-r16                        ENUMERATED {supported}                        OPTIONAL
    }                                                                                               OPTIONAL,
    --15-4
    sync-Sidelink-r16                             SEQUENCE {
        gNB-Sync-r16                                  ENUMERATED {supported}                        OPTIONAL,
        gNB-GNSS-UE-SyncWithPriorityOnGNB-ENB-r16     ENUMERATED {supported}                        OPTIONAL,
        gNB-GNSS-UE-SyncWithPriorityOnGNSS-r16        ENUMERATED {supported}                        OPTIONAL
    }                                                                                               OPTIONAL,
    --15-10
    sl-Tx-256QAM-r16                              ENUMERATED {supported}                            OPTIONAL,
    --15-11
    psfch-FormatZeroSidelink-r16                  SEQUENCE {
        psfch-RxNumber                                ENUMERATED {n5, n15, n25, n32, n35, n45, n50, n64},
        psfch-TxNumber                                ENUMERATED {n4, n8, n16}
    }                                                                                               OPTIONAL,
    --15-12
    lowSE-64QAM-MCS-TableSidelink-r16             ENUMERATED {supported}                            OPTIONAL,
    --15-15
    enb-sync-Sidelink-r16                         ENUMERATED {supported}                            OPTIONAL,
    ...,
    [[
    --15-3
    sl-TransmissionMode2-r16                      SEQUENCE {
        harq-TxProcessModeTwoSidelink-r16              ENUMERATED {n8, n16},
        scs-CP-PatternTxSidelinkModeTwo-r16           ENUMERATED {supported}                        OPTIONAL,
        dl-openLoopPC-Sidelink-r16                    ENUMERATED {supported}                        OPTIONAL
    }                                                                                               OPTIONAL,
    --15-5
    congestionControlSidelink-r16                 SEQUENCE {
        cbr-ReportSidelink-r16                        ENUMERATED {supported}                        OPTIONAL,
        cbr-CR-TimeLimitSidelink-r16                  ENUMERATED {time1, time2}
    }                                                                                               OPTIONAL,
    --15-22
    fewerSymbolSlotSidelink-r16                   ENUMERATED {supported}                            OPTIONAL,
    --15-23
    sl-openLoopPC-RSRP-ReportSidelink-r16         ENUMERATED {supported}                            OPTIONAL,
    --13-1
    sl-Rx-256QAM-r16                              ENUMERATED {supported}                            OPTIONAL
    ]]
}

Relay-Parameters-r17 ::= SEQUENCE {
    relayUE-Operation-L2-r17                ENUMERATED {supported}                                    OPTIONAL,
    remoteUE-Operation-L2-r17               ENUMERATED {supported}                                    OPTIONAL,
    ...
}


-- TAG-SIDELINKPARAMETERS-STOP
-- ASN1STOP

	SidelinkParametersEUTRA field descriptions

	sl-ParametersEUTRA1, sl-ParametersEUTRA2, sl-ParametersEUTRA3
This field includes IE of SL-Parameters-v1430 (where v2x-eNB-Scheduled-r14 and V2X-SupportedBandCombination-r14 shall not be included), SL-Parameters-v1530 (where V2X-SupportedBandCombination-r1530 shall not be included) and SL-Parameters-v1540 respectively defined in 36.331 [10]. It is used for reporting the per-UE capability for V2X sidelink communication.



<Text Removed>
[bookmark: _Toc60777491][bookmark: _Toc90651366][bookmark: _Hlk54199415]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15g0                                       OPTIONAL
}

UE-NR-Capability-v15g0 ::=               SEQUENCE {
    rf-Parameters-v15g0                      RF-Parameters-v15g0                                          OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v17xySEQUENCE {}                                                  OPTIONAL
}

UE-NR-Capability-v17xy ::=               SEQUENCE {
    sidelinkParameters-v17xy                 SidelinkParameters-v17xy                                     OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.




End of Change
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