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	[bookmark: _GoBack]In the UL positioning methods, the UE position is estimated based on uplink positioning SRS received at different TRPs which may not send DL-PRS. So the DL-PRS Resources in the Table Assistance data that may be transferred from gNB to the LMF should be replaced by SRS. 

	
	

	Summary of change:
	Replace DL-PRS Resources with receiving the SRS signal in the “Geographical coordinates information of the DL-PRS Resources of the TRPs served by the gNB” in UL positioning methods. 

Impact analysis
Impacted 5G architecture options: 
NR SA, MR-DC

Impacted functionality: 
Positioning
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START OF CHANGE
[bookmark: _Toc37338087][bookmark: _Toc46488928][bookmark: _Toc52567281][bookmark: _Toc60788886][bookmark: _Toc12632593][bookmark: _Toc29305287][bookmark: _Toc37338092][bookmark: _Toc46488933][bookmark: _Toc52567286]8.13	UL-TDOA positioning
[bookmark: _Toc37338401][bookmark: _Toc46489245][bookmark: _Toc52567603][bookmark: _Toc90591209]8.13.1	General
In the UL-TDOA positioning method, the UE position is estimated based on UL-RTOA (and optionally UL-SRS-RSRP) measurements taken at different TRPs of uplink radio signals from UE, along with other configuration information.
The specifics of any UL-TDOA positioning methods or techniques used to estimate the UE's location from these measurements are beyond the scope of this specification.
In order to obtain uplink measurements, the TRPs need to know the characteristics of the SRS signal transmitted by the UE for the time period required to perform uplink measurement. These characteristics should be static over the periodic transmission of SRS during the uplink measurements. Hence, the LMF will indicate to the serving gNB the need to direct the UE to transmit SRS signals for uplink positioning. It is up to the serving gNB to make the final decision on resources to be assigned and to communicate this SRS configuration information back to the LMF so that LMF can forward the SRS configuration to the TRPs. The gNB may decide (e.g., in case no resources are available) to configure no resources for the UE and report the empty resource configuration to the LMF.
[bookmark: _Toc37338402][bookmark: _Toc46489246][bookmark: _Toc52567604][bookmark: _Toc90591210]8.13.2	Information to be transferred between NG-RAN/5GC Elements
This clause defines the information that may be transferred between LMF and gNB/TRPs.
[bookmark: _Toc46489247][bookmark: _Toc52567605][bookmark: _Toc90591211]8.13.2.0	Assistance Data that may be transferred from the gNB to the LMF
The assistance data that may be transferred from the gNB to the LMF is listed in Table 8.13.2.0-1.
Table 8.13.2.0-1: Assistance data that may be transferred from gNB to the LMF
	Information

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Geographical coordinates information of the DL-PRS Resources of the TRPs receiving the SRS signal served by the gNB



NEXT CHANGE
[bookmark: _Toc37338412][bookmark: _Toc46489258][bookmark: _Toc52567616][bookmark: _Toc90591222]8.14	UL-AoA positioning
[bookmark: _Toc37338413][bookmark: _Toc46489259][bookmark: _Toc52567617][bookmark: _Toc90591223]8.14.1	General
In the UL-AoA positioning method, the UE position is estimated based on UL-AoA (and optionally UL-SRS-RSRP) of uplink radio signals taken at different TRPs, along with other configuration information.
The specific of any UL-AoA positioning methods or techniques used to estimate the UE's location from these measurements are beyond the scope of this specification.
In order to obtain uplink measurements, the TRPs need to know the characteristics of the SRS signal transmitted by the UE for the time period required to calculate uplink measurement. These characteristics should be static over the periodic transmission of SRS during the uplink measurements. Hence, the LMF will indicate to the serving gNB the need to direct the UE to transmit SRS signals for uplink positioning. It is up to the gNB to make the final decision on resources to be assigned and to communicate this configuration information back to the LMF so that LMF can configure the TRPs. The gNB may decide (e.g., in case no resources are available) to configure no resources for the UE and fail the corresponding NRPPa procedure.
[bookmark: _Toc37338414][bookmark: _Toc46489260][bookmark: _Toc52567618][bookmark: _Toc90591224]8.14.2	Information to be transferred between NG-RAN/5GC Elements
This clause defines the information that may be transferred between LMF and gNB/TRPs.
[bookmark: _Toc46489261][bookmark: _Toc52567619][bookmark: _Toc90591225]8.14.2.0	Assistance Data that may be transferred from the gNB to the LMF
The assistance data that may be transferred from the gNB to the LMF is listed in Table 8.14.2.0-1.
Table 8.14.2.0-1: Assistance data that may be transferred from gNB to the LMF
	Information

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Geographical coordinates information of the DL-PRS Resources of the TRPs receiving the SRS signal served by the gNB
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