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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
In RAN2#117e meeting, the below agreements were made:
8: The network ensures by explicit signalling (that exists in Rel-16 already) that, while the SCG is deactivated, for each UL split bearer:
a)	primaryPath is set to an MCG RLC entity 
b)	ul-DataSplitThreshold is set to infinity 
c)	PDCP duplication is only allowed to be activated for MCG RLC entities (i.e. not for both MCG and SCG RLC entities)
Can discuss what (if anything) we capture on these in Stage-2, RRC and/or PDCP/MAC
The above bullet a) and b) have been captured in the Rel-17 NR RRC, see below:
	primaryPath
Indicates the cell group ID and LCID of the primary RLC entity as specified in TS 38.323 [5], clause 5.2.1 for UL data transmission when more than one RLC entity is associated with the PDCP entity. In this version of the specification, only cell group ID corresponding to MCG is supported for SRBs, except for the SRB2 of the IAB-MT, and, when the SCG is deactivated, for DRBs. The NW indicates cellGroup for split bearers using logical channels in different cell groups. The NW always indicates logicalChannel if CA based PDCP duplication is configured in the cell group indicated by cellGroup of this field.

	ul-DataSplitThreshold
Parameter specified in TS 38.323 [5]. Value b0 corresponds to 0 bytes, value b100 corresponds to 100 bytes, value b200 corresponds to 200 bytes, and so on. The network sets this field to infinity for UEs not supporting splitDRB-withUL-Both-MCG-SCG and when the SCG is deactivated. If the field is absent when the split bearer is configured for the radio bearer first time, then the default value infinity is applied.


This paper will discuss what we need to capture on RRC / PDCP / MAC for bullet c).
2. Discussion
When SCG is deactivated, PDCP duplication is only allowed to be activated for MCG RLC entities. Since PDCP duplication can be configured for SRB and DRB, this agreement should be applied to both SRB and DRB. 
For split SRB when the SCG is deactivated:
In the current TS 38. 323 V17.0.0, if pdcp-Duplication is configured for SRBs, the transmitting PDCP entity shall activate the PDCP duplication for SRBs.  However, when pdcp-Duplication is configured for split SRB when the SCG is deactivated, according to the current agreement, the PDCP duplication of split SRB should be deactivated. The corresponding PDCP specification change are provided in the appendix A. 
	[bookmark: _Toc100874244][bookmark: _Toc46492194][bookmark: _Toc46492086][bookmark: _Toc37126973][bookmark: _Toc12616359]5.11.1	Activation/Deactivation of PDCP duplication
For the PDCP entity configured with pdcp-Duplication, the transmitting PDCP entity shall:
-	for SRBs:
-	activate the PDCP duplication;
-	for DRBs:
-	if the activation of PDCP duplication is indicated for the DRB:
-	activate the PDCP duplication for the DRB;
-	if the activation of PDCP duplication is indicated for at least one associated RLC entities:
-	activate the PDCP duplication for the indicated associated RLC entities;
-	activate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for the DRB:
-	deactivate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	deactivate the PDCP duplication for the indicated associated RLC entities;
-	if all associated RLC entities other than the primary RLC entity are deactivated for PDCP duplication:
-	deactivate the PDCP duplication for the DRB.


Proposal 1: Considering the TP for TS 38.323 provided in the Appendix A. 
Besides, according to the below description of pdcp-Duplication field in TS 38.331 V17.0.0, if PDCP duplication is configured for split SRB, the value of this field is always true. This is not reasonable when the SCG is deactivated and this is also not aligned with the RAN2 agreement we made. 
	pdcp-Duplication
Indicates whether or not uplink duplication status at the time of receiving this IE is configured and activated as specified in TS 38.323 [5]. The presence of this field indicates that duplication is configured. PDCP duplication is not configured for CA packet duplication of LTE RLC bearer. The value of this field, when the field is present, indicates the state of the duplication at the time of receiving this IE. If set to true, duplication is activated. The value of this field is always true, when configured for a SRB. For PDCP entity with more than two associated RLC entities for UL transmission, this field is always present. If the field moreThanTwoRLC-DRB is present, the value of this field is ignored and the state of the duplication is indicated by duplicationState. For PDCP entity with more than two associated RLC entities, only NR RLC bearer is supported.


So, the below is suggested:
Proposal 2: If pdcp-Duplication is configured for SRB, its value shall set to false when the SCG is deactivated. 
The corresponding spec change is provided in the Appendix B.

For split DRB when the SCG is deactivated:
Currently, one or more DRBs can be configured with PDCP duplication, and the network can activate and deactivate the PDCP duplication for all or a subset of associated RLC entities for the configured DRB(s), by the following ways:
-	receiving the Duplication Activation/Deactivation MAC CE;
-	receiving the Duplication RLC Activation/Deactivation MAC CE;
-	indication by RRC;
-     receiving an uplink grant addressed to CS-RNTI with NDI=1 described in 5.4.1 (for activation only).
[bookmark: _Toc100872097][bookmark: _Toc100872012][bookmark: _Toc52796498][bookmark: _Toc52752036][bookmark: _Toc46490341][bookmark: _Toc37296214][bookmark: _Toc29239854]Since the PDCP duplication for DRB can be activated/deactivated by MAC layer and RRC layer signaling, there are RRC and MAC impact. For MAC impact, the clarification that PDCP duplication is only allowed to be activated for MCG RLC entities can be added in the section 5.29 Activation/Deactivation of SCG or the section 5.10 Activation/Deactivation of PDCP duplication. In our understanding, both are ok. But to have a whole picture of the UE behavior when the SCG is deactivated, we can capture this clarification in the section 5.29, which is like what we specified for the state of SCG SCell during the SCG deactivation. 
	5.29	Activation/Deactivation of SCG
The network may activate and deactivate the configured SCG. The MAC entity shall for the configured SCG:
<Omit…>
1>	else if upper layers indicate that the SCG is deactivated:
2>	deactivate all the SCells of the configured SCG according to clause 5.9;
2>	deactivate PSCell according to the timing defined in TS 38.133 [11]:
2>	reset MAC according to clause 5.12a.
1>	if the PSCell is deactivated:
2>	not transmit SRS on the PSCell:
2>	not report CSI for the PSCell:
2>	not transmit on UL-SCH on the PSCell:
2>	not transmit PUCCH on the PSCell:
2>	not monitor the PDCCH for the PSCell:
2>	not trigger Random Access on the PSCell;
2>	not monitor the PDCCH on the PSCell.


Besides, in Rel-17 URLLC, if the network indicates the DRB associated with this PDCP entity has survival time state support, upon reception of a retransmission grant, the UE will trigger activation of PDCP duplication for all configured RLC entites of the DRB. It should be clarified in the specification that this is only applied to the RLC entities associated with MCG and activated SCG. The corresponding 38321 change is provided in the Appendix B and the corresponding 38331 change is provided in the Appendix C. 
Proposal 3: Considering the TP for TS 38.321 provided in the Appendix B. 
For TS 38.331, the involved fields are listed below.
	pdcp-Duplication
Indicates whether or not uplink duplication status at the time of receiving this IE is configured and activated as specified in TS 38.323 [5]. The presence of this field indicates that duplication is configured. PDCP duplication is not configured for CA packet duplication of LTE RLC bearer. The value of this field, when the field is present, indicates the state of the duplication at the time of receiving this IE. If set to true, duplication is activated. The value of this field is always true, when configured for a SRB. For PDCP entity with more than two associated RLC entities for UL transmission, this field is always present. If the field moreThanTwoRLC-DRB is present, the value of this field is ignored and the state of the duplication is indicated by duplicationState. For PDCP entity with more than two associated RLC entities, only NR RLC bearer is supported.



	duplicationState
This field indicates the uplink PDCP duplication state for the associated RLC entities at the time of receiving this IE. If set to true, the PDCP duplication state is activated for the associated RLC entity. The index for the indication is determined by ascending order of logical channel ID of all RLC entities other than the primary RLC entity indicated by primaryPath in the order of MCG and SCG, as in clause 6.1.3.32 of TS 38.321 [3]. If the number of associated RLC entities other than the primary RLC entity is two, UE ignores the value in the largest index of this field. If the field is absent, the PDCP duplication states are deactivated for all associated RLC entities. 

	survivalTimeStateSupport
Indicates whether the DRB associated with this PDCP entity has survival time state support. If this field is configured to be true, all associated RLC entities are activated for PDCP duplication upon reception of a retransmission grant, as specified in TS 38.321 [3].


For these fields, we need to add the similar clarification that PDCP duplication is only allowed to be activated for MCG RLC entities when SCG is deactivated in the field description. The related TPs are shown in the appendix C.
Proposal 4: Considering the TP for TS 38.331 provided in the Appendix C. 
3. Conclusion
In this paper, the following proposal are given:
Proposal 1: Considering the TP for TS 38.323 provided in the Appendix A. 
Proposal 2: If pdcp-Duplication is configured for SRB, its value shall set to false when the SCG is deactivated. 
Proposal 3: Considering the TP for TS 38.321 provided in the Appendix B. 
Proposal 4: Considering the TP for TS 38.331 provided in the Appendix C. 
4. Appendix A <TP for TS 38.323>
[bookmark: _Toc100874243][bookmark: _Toc46492193][bookmark: _Toc46492085]5.11	PDCP duplication
5.11.1	Activation/Deactivation of PDCP duplication
For the PDCP entity configured with pdcp-Duplication, the transmitting PDCP entity shall:
-	for SRBs:
-	if the SCG is activated:
-	activate the PDCP duplication;
-	for DRBs:
-	if the activation of PDCP duplication is indicated for the DRB:
-	activate the PDCP duplication for the DRB;
-	if the activation of PDCP duplication is indicated for at least one associated RLC entities:
-	activate the PDCP duplication for the indicated associated RLC entities;
-	activate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for the DRB:
-	deactivate the PDCP duplication for the DRB;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	deactivate the PDCP duplication for the indicated associated RLC entities;
-	if all associated RLC entities other than the primary RLC entity are deactivated for PDCP duplication:
-	deactivate the PDCP duplication for the DRB.

[bookmark: _Toc100874245][bookmark: _Toc46492195][bookmark: _Toc46492087][bookmark: _Toc37126974]5.11.2	Duplicate PDU discard
For the PDCP entity configured with pdcp-Duplication, the transmitting PDCP entity shall:
-	if the successful delivery of a PDCP Data PDU is confirmed by one of the associated AM RLC entities:
-	indicate to the other AM RLC entities to discard the duplicated PDCP Data PDU;
-	if the deactivation of PDCP duplication is indicated for the DRB and SRB:
-	indicate to the RLC entities other than the primary RLC entity to discard all duplicated PDCP Data PDUs;
-	if the deactivation of PDCP duplication is indicated for at least one associated RLC entities:
-	indicate to the RLC entities deactivated for PDCP duplication to discard all duplicated PDCP Data PDUs.

5. Appendix B <TP for TS 38.321>
[bookmark: _Toc100871985][bookmark: _Toc52796475][bookmark: _Toc52752013][bookmark: _Toc46490318][bookmark: _Toc37296192][bookmark: _Toc29239833]5.4	UL-SCH data transfer
[bookmark: _Toc100871986][bookmark: _Toc52796476][bookmark: _Toc52752014][bookmark: _Toc46490319][bookmark: _Toc37296193][bookmark: _Toc29239834]5.4.1	UL Grant reception
Uplink grant is either received dynamically on the PDCCH, in a Random Access Response, configured semi-persistently by RRC or determined to be associated with the PUSCH resource of MSGA as specified in clause 5.1.2a. The MAC entity shall have an uplink grant to transmit on the UL-SCH. To perform the requested transmissions, the MAC layer receives HARQ information from lower layers. An uplink grant addressed to CS-RNTI with NDI = 0 is considered as a configured uplink grant. An uplink grant addressed to CS-RNTI with NDI = 1 is considered as a dynamic uplink grant.
If the MAC entity has a C-RNTI, a Temporary C-RNTI, or CS-RNTI, the MAC entity shall for each PDCCH occasion and for each Serving Cell belonging to a TAG that has a running timeAlignmentTimer or a running cg-SDT-TimeAlignmentTimer and for each grant received for this PDCCH occasion:
1>	if an uplink grant for this Serving Cell has been received on the PDCCH for the MAC entity's C-RNTI or Temporary C-RNTI; or
1>	if an uplink grant has been received in a Random Access Response:
2>	if the uplink grant is for MAC entity's C-RNTI and if the previous uplink grant delivered to the HARQ entity for the same HARQ process was either an uplink grant received for the MAC entity's CS-RNTI or a configured uplink grant:
3>	consider the NDI to have been toggled for the corresponding HARQ process regardless of the value of the NDI.
2>	if the uplink grant is for MAC entity's C-RNTI, and the identified HARQ process is configured for a configured uplink grant:
3>	start or restart the configuredGrantTimer for the corresponding HARQ process, if configured;
3>	stop the cg-SDT-RetransmissionTimer for the corresponding HARQ process, if running;
3>	stop the cg-RetransmissionTimer for the corresponding HARQ process, if running.
2>	deliver the uplink grant and the associated HARQ information to the HARQ entity.
1>	else if an uplink grant for this PDCCH occasion has been received for this Serving Cell on the PDCCH for the MAC entity's CS-RNTI:
2>	if the NDI in the received HARQ information is 1:
3>	consider the NDI for the corresponding HARQ process not to have been toggled;
3>	start or restart the configuredGrantTimer for the corresponding HARQ process, if configured;
3>	stop the cg-RetransmissionTimer for the corresponding HARQ process, if running;
3>	stop the cg-SDT-RetransmissionTimer for the corresponding HARQ process, if running;
3>	deliver the uplink grant and the associated HARQ information to the HARQ entity;
3>	if a logical channel associated with a DRB configured with survivalTimeStateSupport is multiplexed in the MAC PDU stored in the HARQ buffer for the corresponding HARQ process:
4>	trigger activation of PDCP duplication for all configured RLC entities associated with MCG and activated SCG of the DRB.


5.29	Activation/Deactivation of SCG
The network may activate and deactivate the configured SCG. The MAC entity shall for the configured SCG:
1>	if upper layers indicate that activation of the SCG:
2>	if BFI_COUNTER >= beamFailureInstanceMaxCount for the PSCell or the timeAlignmentTimer associated with PTAG is not running:
3>	indicate to upper layers that a Random Access Procedure (as specified in clause 5.1.1) is needed for SCG activation.
2>	else if a Random Access Procedure is not triggered for SCG activation:
3>	activate the SCG according to the timing defined in TS 38.133 [11] for direct SCG activation.
2>	apply normal SCG operation including
3>	SRS transmissions on the PSCell;
3>	CSI reporting for the PSCell;
3>	PDCCH monitoring on the PSCell;
3>	PUCCH transmissions on the PSCell;
3>	Perform Random Access on the PSCell if triggered;
3>	initialize Bj for each logical channel associated to SCG to zero.
1>	else if upper layers indicate that the SCG is deactivated:
2>	deactivate all the SCells of the configured SCG according to clause 5.9;
2>	indicate the deactivation of PDCP duplication for all the SCG RLC entity(ies) to upper layers;
2>	deactivate PSCell according to the timing defined in TS 38.133 [11]:
2>	reset MAC according to clause 5.12a.
1>	if the PSCell is deactivated:
2>	not transmit SRS on the PSCell:
2>	not report CSI for the PSCell:
2>	not transmit on UL-SCH on the PSCell:
2>	not transmit PUCCH on the PSCell:
2>	not monitor the PDCCH for the PSCell:
2>	not trigger Random Access on the PSCell;
2>	not monitor the PDCCH on the PSCell.
Editor note: FFS whether to capture "initiate a Random Access Procedure for beam failure recovery to carry BFR MAC CE" for SCG activation.Editor note: FFS how to capture "Upon SCG activation, Bj values are zero", i.e., add "initialize Bj for each logical channel associated to SCG to zero" When SCG is activated or say "Bj are initialized to zero and remain to zero while the SCG is deactivated".

6. Appendix C <TP for TS 38.331>
[bookmark: _Toc60777158][bookmark: _Toc90651030][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777300][bookmark: _Toc90651172]–	PDCP-Config
The IE PDCP-Config is used to set the configurable PDCP parameters for signalling, MBS multicast and data radio bearers.
PDCP-Config information element
-- ASN1START
-- TAG-PDCP-CONFIG-START

PDCP-Config ::=         SEQUENCE {
    drb                     SEQUENCE {
        discardTimer            ENUMERATED {ms10, ms20, ms30, ms40, ms50, ms60, ms75, ms100, ms150, ms200,
                                            ms250, ms300, ms500, ms750, ms1500, infinity}       OPTIONAL, -- Cond Setup
        pdcp-SN-SizeUL          ENUMERATED {len12bits, len18bits}                               OPTIONAL, -- Cond Setup1
        pdcp-SN-SizeDL          ENUMERATED {len12bits, len18bits}                               OPTIONAL, -- Cond Setup2
        headerCompression       CHOICE {
            notUsed                 NULL,
            rohc                    SEQUENCE {
                maxCID                  INTEGER (1..16383)                                      DEFAULT 15,
                profiles                SEQUENCE {
                    profile0x0001           BOOLEAN,
                    profile0x0002           BOOLEAN,
                    profile0x0003           BOOLEAN,
                    profile0x0004           BOOLEAN,
                    profile0x0006           BOOLEAN,
                    profile0x0101           BOOLEAN,
                    profile0x0102           BOOLEAN,
                    profile0x0103           BOOLEAN,
                    profile0x0104           BOOLEAN
                },
                drb-ContinueROHC            ENUMERATED { true }                                 OPTIONAL    -- Need N
            },
            uplinkOnlyROHC          SEQUENCE {
                maxCID                  INTEGER (1..16383)                                      DEFAULT 15,
                profiles                SEQUENCE {
                    profile0x0006           BOOLEAN
                },
                drb-ContinueROHC            ENUMERATED { true }                                 OPTIONAL    -- Need N
            },
            ...
        },
        integrityProtection     ENUMERATED { enabled }                                          OPTIONAL,   -- Cond ConnectedTo5GC1
        statusReportRequired    ENUMERATED { true }                                             OPTIONAL,   -- Cond Rlc-AM-UM
        outOfOrderDelivery      ENUMERATED { true }                                             OPTIONAL    -- Need R
    }                                                                                           OPTIONAL,   -- Cond DRB
    moreThanOneRLC          SEQUENCE {
        primaryPath             SEQUENCE {
            cellGroup               CellGroupId                                                 OPTIONAL,   -- Need R
            logicalChannel          LogicalChannelIdentity                                      OPTIONAL    -- Need R
        },
        ul-DataSplitThreshold   UL-DataSplitThreshold                                           OPTIONAL,   -- Cond SplitBearer
        pdcp-Duplication            BOOLEAN                                                     OPTIONAL    -- Need R
    }                                                                                           OPTIONAL,   -- Cond MoreThanOneRLC

    t-Reordering                ENUMERATED {
                                    ms0, ms1, ms2, ms4, ms5, ms8, ms10, ms15, ms20, ms30, ms40,
                                    ms50, ms60, ms80, ms100, ms120, ms140, ms160, ms180, ms200, ms220,
                                    ms240, ms260, ms280, ms300, ms500, ms750, ms1000, ms1250,
                                    ms1500, ms1750, ms2000, ms2250, ms2500, ms2750,
                                    ms3000, spare28, spare27, spare26, spare25, spare24,
                                    spare23, spare22, spare21, spare20,
                                    spare19, spare18, spare17, spare16, spare15, spare14,
                                    spare13, spare12, spare11, spare10, spare09,
                                    spare08, spare07, spare06, spare05, spare04, spare03,
                                    spare02, spare01 }                                          OPTIONAL, -- Need S
    ...,
    [[
    cipheringDisabled       ENUMERATED {true}                                                   OPTIONAL    -- Cond ConnectedTo5GC
    ]],
    [[
    discardTimerExt-r16     SetupRelease { DiscardTimerExt-r16 }                                OPTIONAL,    -- Cond DRB2
    moreThanTwoRLC-DRB-r16  SEQUENCE {
        splitSecondaryPath-r16  LogicalChannelIdentity                                          OPTIONAL,   -- Cond SplitBearer2
        duplicationState-r16    SEQUENCE (SIZE (3)) OF BOOLEAN                                  OPTIONAL    -- Need S
    }                                                                                           OPTIONAL,   -- Cond MoreThanTwoRLC-DRB
    ethernetHeaderCompression-r16  SetupRelease { EthernetHeaderCompression-r16 }               OPTIONAL    -- Need M
    ]],
    [[
    survivalTimeStateSupport-r17   ENUMERATED {true}                                            OPTIONAL,   -- Cond Drb-Duplication
    uplinkDataCompression-r17      SetupRelease { UplinkDataCompression-r17 }                   OPTIONAL,   -- Cond Rlc-AM
    discardTimerExt2-r17           SetupRelease { DiscardTimerExt2-r17 }                        OPTIONAL,   -- Need N
    multicastHFN-AndRefSN-r17      BIT STRING (SIZE (32))                                       OPTIONAL    -- Cond SetupOnlyMRB
    ]]
}

EthernetHeaderCompression-r16 ::=  SEQUENCE {
    ehc-Common-r16                     SEQUENCE {
        ehc-CID-Length-r16                 ENUMERATED { bits7, bits15 },
         ...
    },
    ehc-Downlink-r16               SEQUENCE {
        drb-ContinueEHC-DL-r16         ENUMERATED { true }                                      OPTIONAL,   -- Need N
        ...
    }                                                                                           OPTIONAL,   -- Need M
    ehc-Uplink-r16                 SEQUENCE {
        maxCID-EHC-UL-r16              INTEGER (1..32767),
        drb-ContinueEHC-UL-r16         ENUMERATED { true }                                      OPTIONAL,   -- Need N
        ...
    }                                                                                           OPTIONAL    -- Need M
}

UL-DataSplitThreshold ::= ENUMERATED {
                                            b0, b100, b200, b400, b800, b1600, b3200, b6400, b12800, b25600, b51200, b102400, b204800,
                                            b409600, b819200, b1228800, b1638400, b2457600, b3276800, b4096000, b4915200, b5734400,
                                            b6553600, infinity, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1}

DiscardTimerExt-r16 ::= ENUMERATED {ms0dot5, ms1, ms2, ms4, ms6, ms8, spare2, spare1}

[bookmark: _Hlk94000260]DiscardTimerExt2-r17 ::= ENUMERATED {ms2000, spare3, spare2, spare1}

UplinkDataCompression-r17 ::= CHOICE {  
    newSetup                      SEQUENCE {
        bufferSize-r17                ENUMERATED {kbyte2, kbyte4, kbyte8, spare1},
        dictionary-r17                ENUMERATED {sip-SDP, operator}                            OPTIONAL    -- Need N
    },
    drb-ContinueUDC-r17           ENUMERATED { true }
}

-- TAG-PDCP-CONFIG-STOP
-- ASN1STOP

	PDCP-Config field descriptions

	cipheringDisabled
If included, ciphering is disabled for this DRB regardless of which ciphering algorithm is configured for the SRB/DRBs. The field may only be included if the UE is connected to 5GC. Otherwise the field is absent. The network configures all DRBs with the same PDU-session ID with same value for this field. The value for this field cannot be changed after the DRB is set up.

	discardTimer
Value in ms of discardTimer specified in TS 38.323 [5]. Value ms10 corresponds to 10 ms, value ms20 corresponds to 20 ms and so on. The value for this field cannot be changed in case of reconfiguration with sync, if the bearer is configured as DAPS bearer.

	discardTimerExt
Value in ms of discardTimer specified in TS 38.323 [5]. Value ms0dot5 corresponds to 0.5 ms, value ms1 corresponds to 1ms and so on. If this field is present, the field discardTimer is ignored and discardTimerExt is used instead.

	discardTimerExt2
Value in ms of discardTimerExt2 specified in TS 38.323 [5]. Value ms2000 corresponds to 2000 ms. If this field is present, the field discardTimer and discardTimerExt are ignored and discardTimerExt2 is used instead.

	drb-ContinueROHC
Indicates whether the PDCP entity continues or resets the ROHC header compression protocol during PDCP re-establishment, as specified in TS 38.323 [5]. This field is configured only in case of resuming an RRC connection or reconfiguration with sync, where the PDCP termination point is not changed and the fullConfig is not indicated. The network does not include the field if the bearer is configured as DAPS bearer. This field can be configured for both DRB and multicast MRB.

	duplicationState
This field indicates the uplink PDCP duplication state for the associated RLC entities at the time of receiving this IE. If set to true, the PDCP duplication state is activated for the associated RLC entity. The index for the indication is determined by ascending order of logical channel ID of all RLC entities other than the primary RLC entity indicated by primaryPath in the order of MCG and SCG, as in clause 6.1.3.32 of TS 38.321 [3]. If the number of associated RLC entities other than the primary RLC entity is two, UE ignores the value in the largest index of this field. If the field is absent, the PDCP duplication states are deactivated for all associated RLC entities. The network sets this field to false when the SCG is deactivated.

	ethernetHeaderCompression
This fields configures Ethernet Header Compression. This field can only be configured for a bi-directional DRB or a bi-directional multicast MRB. The network reconfigures ethernetHeaderCompression only upon reconfiguration involving PDCP re-establishment and with neither drb-ContinueEHC-DL nor drb-ContinueEHC-UL configured. Network only configures this field when uplinkDataCompression is not configured.

	headerCompression
If rohc is configured, the UE shall apply the configured ROHC profile(s) in both uplink and downlink. If uplinkOnlyROHC is configured, the UE shall apply the configured ROHC profile(s) in uplink (there is no header compression in downlink). ROHC can be configured for any bearer type. ROHC and EHC can be both configured simultaneously for a DRB or a multicast MRB. The network reconfigures headerCompression only upon reconfiguration involving PDCP re-establishment, and without any drb-ContinueROHC. Network configures headerCompression to notUsed when outOfOrderDelivery is configured. Network only configures this field when uplinkDataCompression is not configured.

	integrityProtection
Indicates whether or not integrity protection is configured for this radio bearer. The network configures all DRBs with the same PDU-session ID with same value for this field. The value for this field cannot be changed after the DRB is set up.

	maxCID
Indicates the value of the MAX_CID parameter as specified in TS 38.323 [5].
The total value of MAX_CIDs across all bearers for the UE should be less than or equal to the value of maxNumberROHC-ContextSessions parameter as indicated by the UE.

	moreThanOneRLC
This field configures UL data transmission when more than one RLC entity is associated with the PDCP entity. This field is not present if the bearer is configured as DAPS bearer.

	moreThanTwoRLC-DRB
This field configures UL data transmission when more than two RLC entities are associated with the PDCP entity for DRBs.

	multicastHFN-AndRefSN
Indicates the initial value of HFN and referrence PDCP SN associated to this HFN for multicast MRB PDCP window initialization as specified in TS 38.323 [5]. The value is composed of a HFN(MSBs) and the PDCP SN(LSBs). The size of the HFN part in bits is equal to 32 minus the length of the PDCP SN configured in pdcp-SN-SizeDL.

	outOfOrderDelivery
Indicates whether or not outOfOrderDelivery specified in TS 38.323 [5] is configured. This field should be either always present or always absent, after the radio bearer is established.

	pdcp-Duplication
Indicates whether or not uplink duplication status at the time of receiving this IE is configured and activated as specified in TS 38.323 [5]. The presence of this field indicates that duplication is configured. PDCP duplication is not configured for CA packet duplication of LTE RLC bearer. The value of this field, when the field is present, indicates the state of the duplication at the time of receiving this IE. If set to true, duplication is activated. The value of this field is always true, when configured for a SRB. For PDCP entity with more than two associated RLC entities for UL transmission, this field is always present. If the field moreThanTwoRLC-DRB is present, the value of this field is ignored and the state of the duplication is indicated by duplicationState. For PDCP entity with more than two associated RLC entities, only NR RLC bearer is supported. When the field is present for SRB and DRB, the network sets this field to false when the SCG is deactivated.

	pdcp-SN-SizeDL
PDCP sequence number size for downlink, 12 or 18 bits, as specified in TS 38.323 [5]. For SRBs only the value len12bits is applicable. The value for this field cannot be changed in case of reconfiguration with sync, if the bearer is configured as DAPS bearer.

	pdcp-SN-SizeUL
PDCP sequence number size for uplink, 12 or 18 bits, as specified in TS 38.323 [5]. For SRBs only the value len12bits is applicable. The value for this field cannot be changed in case of reconfiguration with sync, if the bearer is configured as DAPS bearer.

	primaryPath
Indicates the cell group ID and LCID of the primary RLC entity as specified in TS 38.323 [5], clause 5.2.1 for UL data transmission when more than one RLC entity is associated with the PDCP entity. In this version of the specification, only cell group ID corresponding to MCG is supported for SRBs, except for the SRB2 of the IAB-MT, and, when the SCG is deactivated, for DRBs. The NW indicates cellGroup for split bearers using logical channels in different cell groups. The NW always indicates logicalChannel if CA based PDCP duplication is configured in the cell group indicated by cellGroup of this field.

	splitSecondaryPath
Indicates the LCID of the split secondary RLC entity as specified in TS 38.323 [5] for fallback to split bearer operation when UL data transmission with more than two RLC entities is associated with the PDCP entity. This RLC entity belongs to a cell group that is different from the cell group indicated by cellGroup in the field primaryPath.

	statusReportRequired
For AM DRBs, AM MRBs and DAPS UM DRBs, indicates whether the DRB or the multicast MRB is configured to send a PDCP status report in the uplink, as specified in TS 38.323 [5]. For DAPS AM DRBs, it also indicates whether the DRB is configured to send a second PDCP status report in the uplink, as specified in TS 38.323 [5].

	survivalTimeStateSupport
[bookmark: _GoBack]Indicates whether the DRB associated with this PDCP entity has survival time state support. If this field is configured to be true, all configured associated RLC entities associated with MCG and activated SCG are activated for PDCP duplication upon reception of a retransmission grant, as specified in TS 38.321 [3].

	t-Reordering
Value in ms of t-Reordering specified in TS 38.323 [5]. Value ms0 corresponds to 0 ms, value ms20 corresponds to 20 ms, value ms40 corresponds to 40 ms, and so on.  When the field is absent the UE applies the value infinity. The value for this field cannot be changed in case of reconfiguration with sync, if the bearer is configured as DAPS bearer.

	ul-DataSplitThreshold
Parameter specified in TS 38.323 [5]. Value b0 corresponds to 0 bytes, value b100 corresponds to 100 bytes, value b200 corresponds to 200 bytes, and so on. The network sets this field to infinity for UEs not supporting splitDRB-withUL-Both-MCG-SCG and when the SCG is deactivated. If the field is absent when the split bearer is configured for the radio bearer first time, then the default value infinity is applied.

	uplinkDataCompression
Indicates the UDC configuration that the UE shall apply. Network does not configure uplinkDataCompression for a DRB, if headerCompression or ethernetHeaderCompression is already configured or outOfOrderDelivery or DAPS is configured for the DRB. The maximum number of DRBs where uplinkDataCompression can be applied is two. The network reconfigures uplinkDataCompression only upon reconfiguration involving PDCP re-establishment, and without any drb-ContinueUDC.






