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Start of Changes
[bookmark: _Toc60777428][bookmark: _Toc100930353]6.3.3	UE capability information elements
<Text omitted>
[bookmark: _Toc60777447][bookmark: _Toc100930374]–	FeatureSets
The IE FeatureSets is used to provide pools of downlink and uplink features sets. A FeatureSetCombination refers to the IDs of the feature set(s) that the UE supports in that FeatureSetCombination. The BandCombination entries in the BandCombinationList then indicate the ID of the FeatureSetCombination that the UE supports for that band combination.
The entries in the lists in this IE are identified by their index position. For example, the FeatureSetUplinkPerCC-Id = 4 identifies the 4th element in the featureSetsUplinkPerCC list.
NOTE:	When feature sets (per CC) IEs require extension in future versions of the specification, new versions of the FeatureSetDownlink, FeatureSetUplink, FeatureSets, FeatureSetDownlinkPerCC and/or FeatureSetUplinkPerCC will be created and instantiated in corresponding new lists in the FeatureSets IE. For example, if new capability bits are to be added to the FeatureSetDownlink, they will instead be defined in a new FeatureSetDownlink-rxy which will be instantiated in a new featureSetDownlinkList-rxy list. If a UE indicates in a FeatureSetCombination that it supports the FeatureSetDownlink with ID #5, it implies that it supports both the features in FeatureSetDownlink #5 and FeatureSetDownlink-rxy #5 (if present). The number of entries in the new list(s) shall be the same as in the original list(s).
FeatureSets information element
-- ASN1START
-- TAG-FEATURESETS-START

FeatureSets ::=    SEQUENCE {
    featureSetsDownlink                 SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink               OPTIONAL,
    featureSetsDownlinkPerCC            SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC            OPTIONAL,
    featureSetsUplink                   SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink                   OPTIONAL,
    featureSetsUplinkPerCC              SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC              OPTIONAL,
    ...,
    [[
    featureSetsDownlink-v1540           SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink-v1540         OPTIONAL,
    featureSetsUplink-v1540             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink-v1540             OPTIONAL,
    featureSetsUplinkPerCC-v1540        SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC-v1540        OPTIONAL
    ]],
    [[
    featureSetsDownlink-v15a0           SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink-v15a0         OPTIONAL
    ]],
    [[
    featureSetsDownlink-v1610           SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink-v1610         OPTIONAL,
    featureSetsUplink-v1610             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink-v1610             OPTIONAL,
    featureSetDownlinkPerCC-v1620       SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC-v1620      OPTIONAL
    ]],
    [[
    featureSetsUplink-v1630             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink-v1630             OPTIONAL
    ]],
    [[
    featureSetsUplink-v1640             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF FeatureSetUplink-v1640             OPTIONAL
    ]],
    [[
    featureSetsDownlink-v1700           SEQUENCE (SIZE (1..maxDownlinkFeatureSets)) OF FeatureSetDownlink-v1700         OPTIONAL,
    featureSetsDownlinkPerCC-v1700      SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetDownlinkPerCC-v1700      OPTIONAL,
    featureSetsUplinkPerCC-v1700        SEQUENCE (SIZE (1..maxPerCC-FeatureSets)) OF FeatureSetUplinkPerCC-v1700        OPTIONAL
    ]],
    [[
    featureSetsUplink-v17xy             SEQUENCE (SIZE (1..maxUplinkFeatureSets)) OF  FeatureSetUplink-v17xy             OPTIONAL
    ]]
}

-- TAG-FEATURESETS-STOP
-- ASN1STOP


[bookmark: _Toc60777448][bookmark: _Toc100930375]–	FeatureSetUplink
The IE FeatureSetUplink is used to indicate the features that the UE supports on the carriers corresponding to one band entry in a band combination.
FeatureSetUplink information element
-- ASN1START
-- TAG-FEATURESETUPLINK-START

FeatureSetUplink ::=                SEQUENCE {
    featureSetListPerUplinkCC           SEQUENCE (SIZE (1.. maxNrofServingCells)) OF FeatureSetUplinkPerCC-Id,
    scalingFactor                       ENUMERATED {f0p4, f0p75, f0p8}                                          OPTIONAL,
    dummy3                              ENUMERATED {supported}                                                  OPTIONAL,
    intraBandFreqSeparationUL           FreqSeparationClass                                                     OPTIONAL,
    searchSpaceSharingCA-UL             ENUMERATED {supported}                                                  OPTIONAL,
    dummy1                              DummyI                                                                  OPTIONAL,
    supportedSRS-Resources              SRS-Resources                                                           OPTIONAL,
    twoPUCCH-Group                      ENUMERATED {supported}                                                  OPTIONAL,
    dynamicSwitchSUL                    ENUMERATED {supported}                                                  OPTIONAL,
    simultaneousTxSUL-NonSUL            ENUMERATED {supported}                                                  OPTIONAL,
    pusch-ProcessingType1-DifferentTB-PerSlot SEQUENCE {
        scs-15kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-30kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-60kHz                                 ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL,
        scs-120kHz                                ENUMERATED {upto2, upto4, upto7}                                  OPTIONAL
    }                                                                                                           OPTIONAL,
    dummy2                               DummyF                                                                 OPTIONAL
}

FeatureSetUplink-v1540 ::=           SEQUENCE {
    zeroSlotOffsetAperiodicSRS           ENUMERATED {supported}                     OPTIONAL,
    pa-PhaseDiscontinuityImpacts         ENUMERATED {supported}                     OPTIONAL,
    pusch-SeparationWithGap              ENUMERATED {supported}                     OPTIONAL,
    pusch-ProcessingType2                SEQUENCE {
        scs-15kHz                            ProcessingParameters                       OPTIONAL,
        scs-30kHz                            ProcessingParameters                       OPTIONAL,
        scs-60kHz                            ProcessingParameters                       OPTIONAL
    }                                                                               OPTIONAL,
    ul-MCS-TableAlt-DynamicIndication    ENUMERATED {supported}                     OPTIONAL
}

FeatureSetUplink-v1610 ::=       SEQUENCE {
    -- R1 11-5: PUsCH repetition Type B
    pusch-RepetitionTypeB-r16        SEQUENCE {
        maxNumberPUSCH-Tx-r16            ENUMERATED {n2, n3, n4, n7, n8, n12},
        hoppingScheme-r16                ENUMERATED {interSlotHopping, interRepetitionHopping, both}
    }                                                                              OPTIONAL,
    -- R1 11-7: UL cancelation scheme for self-carrier
    ul-CancellationSelfCarrier-r16       ENUMERATED {supported}                    OPTIONAL,
    -- R1 11-7a: UL cancelation scheme for cross-carrier
    ul-CancellationCrossCarrier-r16      ENUMERATED {supported}                    OPTIONAL,
    -- R1 16-5c: The maximum number of SRS resources in one SRS resource set with usage set to 'codebook' for Mode 2
    ul-FullPwrMode2-MaxSRS-ResInSet-r16  ENUMERATED {n1, n2, n4}                   OPTIONAL,

    -- R1 22-4a/4b/4c/4d: CBG based transmission for UL with unicast PUSCH(s) per slot per CC with UE processing time Capability 1
    cbgPUSCH-ProcessingType1-DifferentTB-PerSlot-r16    SEQUENCE {
        scs-15kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-30kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-60kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-120kHz-r16       ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL
     } OPTIONAL,

    -- R1 22-3a/3b/3c/3d: CBG based transmission for UL with unicast PUSCH(s) per slot per CC with UE processing time Capability 2
    cbgPUSCH-ProcessingType2-DifferentTB-PerSlot-r16    SEQUENCE {
        scs-15kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-30kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-60kHz-r16        ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL,
        scs-120kHz-r16       ENUMERATED {one-pusch, upto2, upto4, upto7}               OPTIONAL
     } OPTIONAL,
    supportedSRS-PosResources-r16              SRS-AllPosResources-r16             OPTIONAL,
    intraFreqDAPS-UL-r16                             SEQUENCE {
        dummy                                            ENUMERATED {supported}    OPTIONAL,
        intraFreqTwoTAGs-DAPS-r16                        ENUMERATED {supported}    OPTIONAL,
        dummy1                                           ENUMERATED {supported}    OPTIONAL,
        dummy2                                           ENUMERATED {supported}    OPTIONAL,
        dummy3                                           ENUMERATED {short, long}  OPTIONAL
    }                                                                              OPTIONAL,
    intraBandFreqSeparationUL-v1620                  FreqSeparationClassUL-v1620   OPTIONAL,

    -- R1 11-3: More than one PUCCH for HARQ-ACK transmission within a slot
    multiPUCCH-r16                        SEQUENCE {
        sub-SlotConfig-NCP-r16                ENUMERATED {set1, set2}              OPTIONAL,
        sub-SlotConfig-ECP-r16                ENUMERATED {set1, set2}              OPTIONAL
    }                                                                              OPTIONAL,
    -- R1 11-3c: 2 PUCCH of format 0 or 2 for a single 7*2-symbol subslot based HARQ-ACK codebook
    twoPUCCH-Type1-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-3d: 2 PUCCH of format 0 or 2 for a single 2*7-symbol subslot based HARQ-ACK codebook
    twoPUCCH-Type2-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-3e: 1 PUCCH format 0 or 2 and 1 PUCCH format 1, 3 or 4 in the same subslot for a single 2*7-symbol HARQ-ACK codebooks
    twoPUCCH-Type3-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-3f: 2 PUCCH transmissions in the same subslot for a single 2*7-symbol HARQ-ACK codebooks which are not covered by 11-3d and
    -- 11-3e
    twoPUCCH-Type4-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-3g: SR/HARQ-ACK multiplexing once per subslot using a PUCCH (or HARQ-ACK piggybacked on a PUSCH) when SR/HARQ-ACK
    -- are supposed to be sent with different starting symbols in a subslot
    mux-SR-HARQ-ACK-r16                   ENUMERATED {supported}                   OPTIONAL,
    dummy1                                ENUMERATED {supported}                   OPTIONAL,
    dummy2                                ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4c: 2 PUCCH of format 0 or 2 for two HARQ-ACK codebooks with one 7*2-symbol sub-slot based HARQ-ACK codebook
    twoPUCCH-Type5-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4d: 2 PUCCH of format 0 or 2 in consecutive symbols for two HARQ-ACK codebooks with one 2*7-symbol sub-slot based HARQ-ACK
    -- codebook
    twoPUCCH-Type6-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4e: 2 PUCCH of format 0 or 2 for two subslot based HARQ-ACK codebooks
    twoPUCCH-Type7-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4f: 1 PUCCH format 0 or 2 and 1 PUCCH format 1, 3 or 4 in the same subslot for HARQ-ACK codebooks with one 2*7-symbol
    -- subslot based HARQ-ACK codebook
    twoPUCCH-Type8-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4g: 1 PUCCH format 0 or 2 and 1 PUCCH format 1, 3 or 4 in the same subslot for two subslot based HARQ-ACK codebooks
    twoPUCCH-Type9-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4h: 2 PUCCH transmissions in the same subslot for two HARQ-ACK codebooks with one 2*7-symbol subslot which are not covered
    -- by 11-4c and 11-4e
    twoPUCCH-Type10-r16                   ENUMERATED {supported}                   OPTIONAL,
    -- R1 11-4i: 2 PUCCH transmissions in the same subslot for two subslot based HARQ-ACK codebooks which are not covered by 11-4d and
    -- 11-4f
    twoPUCCH-Type11-r16                   ENUMERATED {supported}                   OPTIONAL,
    -- R1 12-1: UL intra-UE multiplexing/prioritization of overlapping channel/signals with two priority levels in physical layer
    ul-IntraUE-Mux-r16                    SEQUENCE {
        pusch-PreparationLowPriority-r16      ENUMERATED {sym0, sym1, sym2},
        pusch-PreparationHighPriority-r16     ENUMERATED {sym0, sym1, sym2}
    }                                                                              OPTIONAL,
    -- R1 16-5a: Supported UL full power transmission mode of fullpower
    ul-FullPwrMode-r16                    ENUMERATED {supported}                   OPTIONAL,
    -- R1 18-5d: Processing up to X unicast DCI scheduling for UL per scheduled CC
    crossCarrierSchedulingProcessing-DiffSCS-r16    SEQUENCE {
        scs-15kHz-120kHz-r16                  ENUMERATED {n1,n2,n4}                OPTIONAL,
        scs-15kHz-60kHz-r16                   ENUMERATED {n1,n2,n4}                OPTIONAL,
        scs-30kHz-120kHz-r16                  ENUMERATED {n1,n2,n4}                OPTIONAL,
        scs-15kHz-30kHz-r16                   ENUMERATED {n2}                      OPTIONAL,
        scs-30kHz-60kHz-r16                   ENUMERATED {n2}                      OPTIONAL,
        scs-60kHz-120kHz-r16                  ENUMERATED {n2}                      OPTIONAL
    }                                                                              OPTIONAL,
    -- R1 16-5b: Supported UL full power transmission mode of fullpowerMode1
    ul-FullPwrMode1-r16                   ENUMERATED {supported}                   OPTIONAL,
    -- R1 16-5c-2: Ports configuration for Mode 2
    ul-FullPwrMode2-SRSConfig-diffNumSRSPorts-r16  ENUMERATED {p1-2, p1-4, p1-2-4} OPTIONAL,
    -- R1 16-5c-3: TPMI group for Mode 2
    ul-FullPwrMode2-TPMIGroup-r16         SEQUENCE {
        twoPorts-r16                          BIT STRING(SIZE(2))                      OPTIONAL,
        fourPortsNonCoherent-r16              ENUMERATED{g0, g1, g2, g3}               OPTIONAL,
        fourPortsPartialCoherent-r16          ENUMERATED{g0, g1, g2, g3, g4, g5, g6}   OPTIONAL
    }                                                                                  OPTIONAL
}

FeatureSetUplink-v1630 ::=       SEQUENCE {
    -- R1 22-8: For SRS for CB PUSCH and antenna switching on FR1 with symbol level offset for aperiodic SRS transmission
    offsetSRS-CB-PUSCH-Ant-Switch-fr1-r16                       ENUMERATED {supported}                   OPTIONAL,
    -- R1 22-8a: PDCCH monitoring on any span of up to 3 consecutive OFDM symbols of a slot and constrained timeline for SRS for CB
    -- PUSCH and antenna switching on FR1
    offsetSRS-CB-PUSCH-PDCCH-MonitorSingleOcc-fr1-r16           ENUMERATED {supported}                   OPTIONAL,
    -- R1 22-8b: For type 1 CSS with dedicated RRC configuration, type 3 CSS, and UE-SS, monitoring occasion can be any OFDM symbol(s)
    -- of a slot for Case 2 and constrained timeline for SRS for CB PUSCH and antenna switching on FR1
    offsetSRS-CB-PUSCH-PDCCH-MonitorAnyOccWithoutGap-fr1-r16    ENUMERATED {supported}                   OPTIONAL,
    -- R1 22-8c: For type 1 CSS with dedicated RRC configuration, type 3 CSS, and UE-SS, monitoring occasion can be any OFDM symbol(s)
    -- of a slot for Case 2 with a DCI gap and constrained timeline for SRS for CB PUSCH and antenna switching on FR1
    offsetSRS-CB-PUSCH-PDCCH-MonitorAnyOccWithGap-fr1-r16       ENUMERATED {supported}                   OPTIONAL,
    dummy                                                       ENUMERATED {supported}                   OPTIONAL,
    -- R1 22-9: Cancellation of PUCCH, PUSCH or PRACH with a DCI scheduling a PDSCH or CSI-RS or a DCI format 2_0 for SFI
    partialCancellationPUCCH-PUSCH-PRACH-TX-r16                 ENUMERATED {supported}                   OPTIONAL
}

FeatureSetUplink-v1640 ::=              SEQUENCE {
   -- R1 11-4: Two HARQ-ACK codebooks with up to one sub-slot based HARQ-ACK codebook (i.e. slot-based + slot-based, or slot-based +
    -- sub-slot based) simultaneously constructed for supporting HARQ-ACK codebooks with different priorities at a UE
    twoHARQ-ACK-Codebook-type1-r16          SubSlot-Config-r16      OPTIONAL,
    -- R1 11-4a: Two sub-slot based HARQ-ACK codebooks simultaneously constructed for supporting HARQ-ACK codebooks with different
    -- priorities at a UE
    twoHARQ-ACK-Codebook-type2-r16          SubSlot-Config-r16      OPTIONAL,
    -- R1 22-8d: All PDCCH monitoring occasion can be any OFDM symbol(s) of a slot for Case 2 with a span gap and constrained timeline
    -- for SRS for CB PUSCH and antenna switching on FR1
    offsetSRS-CB-PUSCH-PDCCH-MonitorAnyOccWithSpanGap-fr1-r16 SEQUENCE {
        scs-15kHz-r16                                 ENUMERATED {set1, set2, set3}                             OPTIONAL,
        scs-30kHz-r16                                 ENUMERATED {set1, set2, set3}                             OPTIONAL,
        scs-60kHz-r16                                 ENUMERATED {set1, set2, set3}                             OPTIONAL
    }                                                                                                           OPTIONAL
}

FeatureSetUplink-v17xy ::=              SEQUENCE {
    -- R4 17-8 UL transmission in FR2 bands within an UL gap when the UL gap is activated
    tx-Support-UL-GapFR2-r17                       ENUMERATED {supported}                  OPTIONAL
}

SubSlot-Config-r16 ::=                  SEQUENCE {
    sub-SlotConfig-NCP-r16                  ENUMERATED {n4,n5,n6,n7}              OPTIONAL,
    sub-SlotConfig-ECP-r16                  ENUMERATED {n4,n5,n6}                 OPTIONAL
}

SRS-AllPosResources-r16 ::=               SEQUENCE {
    srs-PosResources-r16                      SRS-PosResources-r16,
    srs-PosResourceAP-r16                     SRS-PosResourceAP-r16                OPTIONAL,
    srs-PosResourceSP-r16                     SRS-PosResourceSP-r16                OPTIONAL
}

SRS-PosResources-r16 ::=                       SEQUENCE {
    maxNumberSRS-PosResourceSetPerBWP-r16                ENUMERATED {n1, n2, n4, n8, n12, n16},
    maxNumberSRS-PosResourcesPerBWP-r16                  ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
    maxNumberSRS-ResourcesPerBWP-PerSlot-r16             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14},
    maxNumberPeriodicSRS-PosResourcesPerBWP-r16          ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
    maxNumberPeriodicSRS-PosResourcesPerBWP-PerSlot-r16  ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
}

SRS-PosResourceAP-r16 ::=                SEQUENCE {
    maxNumberAP-SRS-PosResourcesPerBWP-r16         ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
    maxNumberAP-SRS-PosResourcesPerBWP-PerSlot-r16 ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
}

SRS-PosResourceSP-r16 ::=                       SEQUENCE {
    maxNumberSP-SRS-PosResourcesPerBWP-r16               ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
    maxNumberSP-SRS-PosResourcesPerBWP-PerSlot-r16       ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
}

SRS-Resources ::=                           SEQUENCE {
    maxNumberAperiodicSRS-PerBWP                ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberAperiodicSRS-PerBWP-PerSlot        INTEGER (1..6),
    maxNumberPeriodicSRS-PerBWP                 ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberPeriodicSRS-PerBWP-PerSlot         INTEGER (1..6),
    maxNumberSemiPersistentSRS-PerBWP           ENUMERATED {n1, n2, n4, n8, n16},
    maxNumberSemiPersistentSRS-PerBWP-PerSlot   INTEGER (1..6),
    maxNumberSRS-Ports-PerResource              ENUMERATED {n1, n2, n4}
}

DummyF ::=                                  SEQUENCE {
    maxNumberPeriodicCSI-ReportPerBWP           INTEGER (1..4),
    maxNumberAperiodicCSI-ReportPerBWP          INTEGER (1..4),
    maxNumberSemiPersistentCSI-ReportPerBWP     INTEGER (0..4),
    simultaneousCSI-ReportsAllCC                INTEGER (5..32)
}

-- TAG-FEATURESETUPLINK-STOP
-- ASN1STOP

	FeatureSetUplink field descriptions

	featureSetListPerUplinkCC
Indicates which features the UE supports on the individual UL carriers of the feature set (and hence of a band entry that refers to the feature set). The UE shall hence include at least as many FeatureSetUplinkPerCC-Id in this list as the number of carriers it supports according to the ca-BandwidthClassUL, except if indicating additional functionality by reducing the number of FeatureSetUplinkPerCC-Id in the feature set (see NOTE 1 in FeatureSetCombination IE description). The order of the elements in this list is not relevant, i.e., the network may configure any of the carriers in accordance with any of the FeatureSetUplinkPerCC-Id in this list.



<Text omitted>

[bookmark: _Toc60777475][bookmark: _Toc100930406]–	RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.
RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                                   SEQUENCE {
    supportedBandListNR                                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList                        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter                           FreqBandList                                OPTIONAL,
    ...,
    [[
    supportedBandCombinationList-v1540                  BandCombinationList-v1540                   OPTIONAL,
    srs-SwitchingTimeRequested                          ENUMERATED {true}                           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550                  BandCombinationList-v1550                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560                  BandCombinationList-v1560                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1610                  BandCombinationList-v1610                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-r16    BandCombinationListSidelinkEUTRA-NR-r16     OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-r16     BandCombinationList-UplinkTxSwitch-r16      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1630                  BandCombinationList-v1630                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-v1630  BandCombinationListSidelinkEUTRA-NR-v1630   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1630   BandCombinationList-UplinkTxSwitch-v1630    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1640                  BandCombinationList-v1640                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1640   BandCombinationList-UplinkTxSwitch-v1640    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1650                  BandCombinationList-v1650                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1650   BandCombinationList-UplinkTxSwitch-v1650    OPTIONAL
    ]],
    [[
    extendedBand-n77-r16                                ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-UplinkTxSwitch-v1670   BandCombinationList-UplinkTxSwitch-v1670    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1680                  BandCombinationList-v1680                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1700                  BandCombinationList-v1700                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1700   BandCombinationList-UplinkTxSwitch-v1700    OPTIONAL,
    supportedBandCombinationListSL-RelayDiscovery-r17   BandCombinationListSL-RelayDiscovery-r17    OPTIONAL,
    supportedBandCombinationListSL-NonRelayDiscovery-r17    BandCombinationListSL-NonRelayDiscovery-r17 OPTIONAL
    ]]
}

RF-Parameters-v15g0 ::=                   SEQUENCE {
    supportedBandCombinationList-v15g0        BandCombinationList-v15g0                   OPTIONAL
}

BandNR ::=                          SEQUENCE {
    bandNR                              FreqBandIndicatorNR,
    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                           OPTIONAL,
    mimo-ParametersPerBand              MIMO-ParametersPerBand                          OPTIONAL,
    extendedCP                          ENUMERATED {supported}                          OPTIONAL,
    multipleTCI                         ENUMERATED {supported}                          OPTIONAL,
    bwp-WithoutRestriction              ENUMERATED {supported}                          OPTIONAL,
    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                       OPTIONAL,
    bwp-DiffNumerology                  ENUMERATED {upto4}                              OPTIONAL,
    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                          OPTIONAL,
    pdsch-256QAM-FR2                    ENUMERATED {supported}                          OPTIONAL,
    pusch-256QAM                        ENUMERATED {supported}                          OPTIONAL,
    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}                 OPTIONAL,
    rateMatchingLTE-CRS                 ENUMERATED {supported}                          OPTIONAL,
    channelBWs-DL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    channelBWs-UL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    ...,
    [[
    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}   OPTIONAL
    ]],
    [[
    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                          OPTIONAL,
    powerBoosting-pi2BPSK               ENUMERATED {supported}                          OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-FR2          ENUMERATED {n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}     OPTIONAL
    ]],
    [[
    channelBWs-DL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBWs-UL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL
    ]],
    [[
    asymmetricBandwidthCombinationSet     BIT STRING (SIZE (1..32))           OPTIONAL
    ]],
    [[
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-r16 SharedSpectrumChAccessParamsPerBand-r16 OPTIONAL,
    -- R1 11-7b: Independent cancellation of the overlapping PUSCHs in an intra-band UL CA
    cancelOverlappingPUSCH-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-1: Multiple LTE-CRS rate matching patterns
    multipleRateMatchingEUTRA-CRS-r16       SEQUENCE {
        maxNumberPatterns-r16               INTEGER (2..6),
        maxNumberNon-OverlapPatterns-r16    INTEGER (1..3)
    }                                                                               OPTIONAL,
    -- R1 14-1a: Two LTE-CRS overlapping rate matching patterns within a part of NR carrier using 15 kHz overlapping with a LTE carrier
    overlapRateMatchingEUTRA-CRS-r16        ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-2: PDSCH Type B mapping of length 9 and 10 OFDM symbols
    pdsch-MappingTypeB-Alt-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-3: One slot periodic TRS configuration for FR1
    oneSlotPeriodicTRS-r16                  ENUMERATED {supported}                  OPTIONAL,
    olpc-SRS-Pos-r16                        OLPC-SRS-Pos-r16                        OPTIONAL,
    spatialRelationsSRS-Pos-r16             SpatialRelationsSRS-Pos-r16             OPTIONAL,
    simulSRS-MIMO-TransWithinBand-r16       ENUMERATED {n2}                         OPTIONAL,
    channelBW-DL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                          SEQUENCE {
            scs-60kHz                           ENUMERATED {supported}              OPTIONAL,
            scs-120kHz                          ENUMERATED {supported}              OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBW-UL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                              SEQUENCE {
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-120kHz                              ENUMERATED {supported}          OPTIONAL
        }
    }                                                                               OPTIONAL,
    rasterShift7dot5-IAB-r16                ENUMERATED {supported}                  OPTIONAL,
    ue-PowerClass-v1610                     ENUMERATED {pc1dot5}                    OPTIONAL,
    condHandover-r16                        ENUMERATED {supported}                  OPTIONAL,
    condHandoverFailure-r16                 ENUMERATED {supported}                  OPTIONAL,
    condHandoverTwoTriggerEvents-r16        ENUMERATED {supported}                  OPTIONAL,
    condPSCellChange-r16                    ENUMERATED {supported}                  OPTIONAL,
    condPSCellChangeTwoTriggerEvents-r16    ENUMERATED {supported}                  OPTIONAL,
    mpr-PowerBoost-FR2-r16                  ENUMERATED {supported}                  OPTIONAL,

    -- R1 11-9: Multiple active configured grant configurations for a BWP of a serving cell
    activeConfiguredGrant-r16               SEQUENCE {
    maxNumberConfigsPerBWP-r16                  ENUMERATED {n1, n2, n4, n8, n12},
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 11-9a: Joint release in a DCI for two or more configured grant Type 2 configurations for a given BWP of a serving cell
    jointReleaseConfiguredGrantType2-r16    ENUMERATED {supported}                  OPTIONAL,
    -- R1 12-2: Multiple SPS configurations
    sps-r16                                 SEQUENCE {
    maxNumberConfigsPerBWP-r16                  INTEGER (1..8),
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 12-2a: Joint release in a DCI for two or more SPS configurations for a given BWP of a serving cell
    jointReleaseSPS-r16                     ENUMERATED {supported}                  OPTIONAL,
    -- R1 13-19: Simultaneous positioning SRS and MIMO SRS transmission within a band across multiple CCs
    simulSRS-TransWithinBand-r16            ENUMERATED {n2}                         OPTIONAL,
    trs-AdditionalBandwidth-r16             ENUMERATED {trs-AddBW-Set1, trs-AddBW-Set2}  OPTIONAL,
    handoverIntraF-IAB-r16                  ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    -- R1 22-5a: Simultaneous transmission of SRS for antenna switching and SRS for CB/NCB /BM for intra-band UL CA
    -- R1 22-5c: Simultaneous transmission of SRS for antenna switching and SRS for antenna switching for intra-band UL CA
    simulTX-SRS-AntSwitchingIntraBandUL-CA-r16  SimulSRS-ForAntennaSwitching-r16            OPTIONAL,
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-v1630   SharedSpectrumChAccessParamsPerBand-v1630   OPTIONAL
    ]],
    [[
    handoverUTRA-FDD-r16                      ENUMERATED {supported}                       OPTIONAL,
    -- R4 7-4: Report the shorter transient capability supported by the UE: 2, 4 or 7us
    enhancedUL-TransientPeriod-r16            ENUMERATED {us2, us4, us7}                   OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1640 SharedSpectrumChAccessParamsPerBand-v1640    OPTIONAL
    ]],
    [[
    type1-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    type2-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    pusch-RepetitionMultiSlots-v1650          ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType1-v1650             ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType2-v1650             ENUMERATED {supported}                       OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1650 SharedSpectrumChAccessParamsPerBand-v1650    OPTIONAL
    ]],
    [[
    enhancedSkipUplinkTxConfigured-v1660      ENUMERATED {supported}                       OPTIONAL,
    enhancedSkipUplinkTxDynamic-v1660         ENUMERATED {supported}                       OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-PC1dot5-MPE-FR1-r16    ENUMERATED {n10, n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}   OPTIONAL,
    txDiversity-r16                           ENUMERATED {supported}                       OPTIONAL
    ]],
    [[
     -- R1 36-1: Support of 1024QAM for PDSCH for FR1
    pdsch-1024QAM-FR1-r17                     ENUMERATED {supported}                       OPTIONAL,
     -- R4 22-1 support of FR2 HST operation
    ue-PowerClass-v1700                       ENUMERATED {pc5,pc6}                         OPTIONAL,
    -- R1 24: NR extension to 71GHz (FR2-2)
    fr2-2-AccessParamsPerBand-r17             FR2-2-AccessParamsPerBand-r17                OPTIONAL,
    rlm-Relaxation-r17                        ENUMERATED {supported}                       OPTIONAL,
    bfd-Relaxation-r17                        ENUMERATED {supported}                       OPTIONAL,
    cg-SDT-r17                                ENUMERATED {supported}                       OPTIONAL,
    locationBasedCondHandover-r17             ENUMERATED {supported}                       OPTIONAL,
    timeBasedCondHandover-r17                 ENUMERATED {supported}                       OPTIONAL,
    eventA4BasedCondHandover-r17              ENUMERATED {supported}                       OPTIONAL,
    mn-InitiatedCondPSCellChangeNRDC-r17      ENUMERATED {supported}                       OPTIONAL,
    sn-InitiatedCondPSCellChangeNRDC-r17      ENUMERATED {supported}                       OPTIONAL,
    -- R4 17-1 UL gap for Tx power management
    ul-GapFR2-r17                             ENUMERATED {supported}                       OPTIONAL
    ]]
}

-- TAG-RF-PARAMETERS-STOP
-- ASN1STOP

	RF-Parameters field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationList
A list of band combinations that the UE supports for NR (and NR-DC, if requested). The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationListSidelinkEUTRA-NR
A list of band combinations that the UE supports for NR sidelink communication only, for joint NR sidelink communication and V2X sidelink communication, or for V2X sidelink communication only. The UE does not include this field if the UE capability is requested by E-UTRAN (see TS 36.331[10]) and the network request includes the field eutra-nr-only.

	supportedBandCombinationListSL-NonRelayDiscovery
A list of band combinations that the UE supports for NR sidelink non-relay discovery.

	supportedBandCombinationListSL-RelayDiscovery
A list of band combinations that the UE supports for NR sidelink relay discovery.

	supportedBandCombinationList-UplinkTxSwitch
A list of band combinations that the UE supports dynamic uplink Tx switching for NR UL CA and SUL. The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].




<Text omitted>

[bookmark: _Toc60777491][bookmark: _Toc100930423][bookmark: _Hlk54199415]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306 [26].
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                                                        OPTIONAL,
    mac-Parameters                  MAC-Parameters                                                        OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                                                  OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode                                           OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode                                           OPTIONAL,
    featureSets                     FeatureSets                                                           OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    lateNonCriticalExtension        OCTET STRING (CONTAINING UE-NR-Capability-v15c0)                      OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-v1530                                                OPTIONAL
}

-- Regular non-critical extensions:
UE-NR-Capability-v1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    tdd-Add-UE-NR-Capabilities-v1530         UE-NR-CapabilityAddXDD-Mode-v1530                            OPTIONAL,
    dummy                                    ENUMERATED {supported}                                       OPTIONAL,
    interRAT-Parameters                      InterRAT-Parameters                                          OPTIONAL,
    inactiveState                            ENUMERATED {supported}                                       OPTIONAL,
    delayBudgetReporting                     ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1540                                       OPTIONAL
}

UE-NR-Capability-v1540 ::=              SEQUENCE {
    sdap-Parameters                         SDAP-Parameters                                               OPTIONAL,
    overheatingInd                          ENUMERATED {supported}                                        OPTIONAL,
    ims-Parameters                          IMS-Parameters                                                OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1540        UE-NR-CapabilityAddFRX-Mode-v1540                             OPTIONAL,
    fr1-fr2-Add-UE-NR-Capabilities          UE-NR-CapabilityAddFRX-Mode                                   OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1550                                        OPTIONAL
}

UE-NR-Capability-v1550 ::=               SEQUENCE {
    reducedCP-Latency                        ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1560                                       OPTIONAL
}

UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                                               OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1570                                        OPTIONAL
}

UE-NR-Capability-v1570 ::=               SEQUENCE {
    nrdc-Parameters-v1570                   NRDC-Parameters-v1570                                         OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1610                                        OPTIONAL
}

-- Late non-critical extensions:
UE-NR-Capability-v15c0 ::=               SEQUENCE {
    nrdc-Parameters-v15c0                    NRDC-Parameters-v15c0                                        OPTIONAL,
    partialFR2-FallbackRX-Req                ENUMERATED {true}                                            OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v15g0                                       OPTIONAL
}

UE-NR-Capability-v15g0 ::=               SEQUENCE {
    rf-Parameters-v15g0                      RF-Parameters-v15g0                                          OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

[bookmark: _Hlk54199402]-- Regular non-critical extensions:
UE-NR-Capability-v1610 ::=               SEQUENCE {
    inDeviceCoexInd-r16                     ENUMERATED {supported}                                        OPTIONAL,
    dl-DedicatedMessageSegmentation-r16     ENUMERATED {supported}                                        OPTIONAL,
    nrdc-Parameters-v1610                   NRDC-Parameters-v1610                                         OPTIONAL,
    powSav-Parameters-r16                   PowSav-Parameters-r16                                         OPTIONAL,
    fr1-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    fr2-Add-UE-NR-Capabilities-v1610        UE-NR-CapabilityAddFRX-Mode-v1610                             OPTIONAL,
    bh-RLF-Indication-r16                   ENUMERATED {supported}                                        OPTIONAL,
    directSN-AdditionFirstRRC-IAB-r16       ENUMERATED {supported}                                        OPTIONAL,
    bap-Parameters-r16                      BAP-Parameters-r16                                            OPTIONAL,
    referenceTimeProvision-r16              ENUMERATED {supported}                                        OPTIONAL,
    sidelinkParameters-r16                  SidelinkParameters-r16                                        OPTIONAL,
    highSpeedParameters-r16                 HighSpeedParameters-r16                                       OPTIONAL,
    mac-Parameters-v1610                    MAC-Parameters-v1610                                          OPTIONAL,
    mcgRLF-RecoveryViaSCG-r16               ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredMCG-SCells-r16          ENUMERATED {supported}                                        OPTIONAL,
    resumeWithStoredSCG-r16                 ENUMERATED {supported}                                        OPTIONAL,
    resumeWithSCG-Config-r16                ENUMERATED {supported}                                        OPTIONAL,
    ue-BasedPerfMeas-Parameters-r16         UE-BasedPerfMeas-Parameters-r16                               OPTIONAL,
    son-Parameters-r16                      SON-Parameters-r16                                            OPTIONAL,
    onDemandSIB-Connected-r16               ENUMERATED {supported}                                        OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1640                                        OPTIONAL
}

UE-NR-Capability-v1640 ::=               SEQUENCE {
    redirectAtResumeByNAS-r16               ENUMERATED {supported}                                        OPTIONAL,
    phy-ParametersSharedSpectrumChAccess-r16  Phy-ParametersSharedSpectrumChAccess-r16                    OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-v1650                                        OPTIONAL
}

UE-NR-Capability-v1650 ::=               SEQUENCE {
    mpsPriorityIndication-r16                ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1650                HighSpeedParameters-v1650                                    OPTIONAL,
    nonCriticalExtension                     UE-NR-Capability-v1700                                       OPTIONAL
}

UE-NR-Capability-v1700 ::=               SEQUENCE {
    inactiveStatePO-Determination-r17        ENUMERATED {supported}                                       OPTIONAL,
    highSpeedParameters-v1700                HighSpeedParameters-v1700                                    OPTIONAL,
    powSav-Parameters-v1700                  PowSav-Parameters-v1700                                      OPTIONAL,
    mac-Parameters-v1700                     MAC-Parameters-v1700                                         OPTIONAL,
    ims-Parameters-v1700                     IMS-Parameters-v1700                                         OPTIONAL,
    measAndMobParameters-v1700               MeasAndMobParameters-v1700,
    qoe-Parameters-r17                       QoE-Parameters-r17                                           OPTIONAL,
    redCapParameters-r17                     RedCapParameters-r17                                         OPTIONAL,
    ra-SDT-r17                               ENUMERATED {supported}                                       OPTIONAL,
    srb-SDT-r17                              ENUMERATED {supported}                                       OPTIONAL,
    gNB-SideRTT-BasedPDC-r17                 ENUMERATED {supported}                                       OPTIONAL,
    bh-RLF-RecoveryDetection-Indication-r17  ENUMERATED {supported}                                       OPTIONAL,
    nrdc-Parameters-v1700                    NRDC-Parameters-v1700                                        OPTIONAL,
    bap-Parameters-v1700                     BAP-Parameters-v1700                                         OPTIONAL,
    musimGapPreference-r17                   ENUMERATED {supported}                                       OPTIONAL,
    musimLeaveConnected-r17                  ENUMERATED {supported}                                       OPTIONAL,
    mbs-Parameters-r17                       MBS-Parameters-r17,
    nonTerrestrialNetwork-r17                ENUMERATED {supported}                                       OPTIONAL,
    ntn-ScenarioSupport-r17                  ENUMERATED {gso, ngso}                                       OPTIONAL,
    sliceInfoforCellReselection-r17          ENUMERATED {supported}                                       OPTIONAL,
    -- R4 17-2 UL gap pattern for Tx power management
    ul-GapFR2-Pattern-r17                    BIT STRING (SIZE (4))                                        OPTIONAL,
    -- R4 17-3 UL gap for coherent UL MIMO  
    coherentUL-MIMO-WithinUL-Gap-r17                ENUMERATED {supported}                                       OPTIONAL,
    nonCriticalExtension                     SEQUENCE {}                                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                                        OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                                        OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff                                  OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-v1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                 EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::= SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                                            OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                                      OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1540 ::=    SEQUENCE {
    ims-ParametersFRX-Diff                   IMS-ParametersFRX-Diff                                       OPTIONAL
}

UE-NR-CapabilityAddFRX-Mode-v1610 ::=    SEQUENCE {
    powSav-ParametersFRX-Diff-r16            PowSav-ParametersFRX-Diff-r16                                OPTIONAL,
    mac-ParametersFRX-Diff-r16               MAC-ParametersFRX-Diff-r16                                   OPTIONAL
}

BAP-Parameters-r16 ::=                   SEQUENCE {
    flowControlBH-RLC-ChannelBased-r16       ENUMERATED {supported}                                       OPTIONAL,
    flowControlRouting-ID-Based-r16          ENUMERATED {supported}                                       OPTIONAL
}

BAP-Parameters-v1700 ::=                 SEQUENCE {
    bapHeaderRewriting-Rerouting-r17         ENUMERATED {supported}                                       OPTIONAL,
    bapHeaderRewriting-Routing-r17           ENUMERATED {supported}                                       OPTIONAL
}

MBS-Parameters-r17 ::=                   SEQUENCE {
    maxMRB-Add-r17                           INTEGER (1..16)                                              OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for supportedBandCombinationList in UE-NR-Capability. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.



 

