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1 Introduction
In this contribution, we provide our view on TAT related RIL issue (RIL A019).
2 Discussion

Following are the description of the RIL A019.
	ID
	Description
	Proposed Change
	Section

	A019
	When UE switches from CG-SDT to CONNECTED state, UE should start the legacy TATimer, because the legacy TATimer is not running during the CG-SDT procedure.

	RRC informs MAC to start the legacy TATimer upon receiving the RRCResume procedure while the T319a is running.

	5.3.13.4 Reception of the RRCResume by the UE



According to SDT design, different TATimers are used for UL TA maintenance in CG-SDT and in CONNETED state: 
· CG-SDT-TATimer is to maintain the UL TA during CG-SDT procedure

· Legacy TATimer is to maintain the UL TA during the RA-SDT procedure

It is noted that the legacy TATimer is used in CONNECTED state, and not started during the CG-SDT procedure (except the RA-SR purpose).
During the CG-SDT procedure, if NW sends the RRCResume message to trigger UE back to RRC_CONNECTED state, there is no relevant spec description on how to switch the TATimer.
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Figure-1. RRC state transition from CG-SDT(INACTIVE) to CONNECTED

Proposal 1: Upon receiving the RRCResume message during the CG-SDT procedure, UE should start the legacy TATimer and stop the CG-SDT-TATimer. 
Proposal 2: Agree the TP for MAC and RRC spec.  
	RRC TP 
5.3.13.4
Reception of the RRCResume by the UE

The UE shall:

……

1> if sdt-MAC-PHY-CG-Config is configured:
2> instruct the MAC entity to stop the cg-SDT-TimeAlignmentTimer, if it is running;

2> instruct the MAC entity to start the TimeAlignmentTimer;

	MAC TP

5.2
Maintenance of Uplink Time Alignment

The MAC entity shall:

……
1>
when instruction from the upper layer has been received for starting the TimeAlignmentTimer:

2>
start the TimeAlignmentTimer.


3 Conclusion
According to the analysis in section 2, we propose that:
Proposal 1: Upon receiving the RRCResume message during the CG-SDT procedure, UE should start the legacy TATimer and stop the CG-SDT-TATimer. 
Proposal 2: Agree the TP for MAC and RRC spec.  
