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	Reason for change:
	1. In subclause 5.8.9.1.3, it is unclear that Rx UE accepts the SL DRX configuration is in the case of UE can comply with the SL DRX but be unable to comply with all other configurations or in the case of UE can comply with the SL DRX and all other configurations.
2. In subclause 5.8.9.1.3, the agreement that non-DRX will be applied if SL DRX is rejected for SL UC has not been specified for RX UE.

	
	

	Summary of change:
	1. In subclause 5.8.9.1.3, move the procedure that Rx UE accepts the SL DRX configuration to the procedure where UE can comply with all SL configurations.
2. In subclause 5.8.9.1.3, for RX UE, add the description that the UE will not apply the SL DRX if it rejects the SL DRX configuration.

Impact analysis
Impacted functionality:
NR sidelink communication
Inter-operability:
For change 1,  no UE Inter-operability will be introduced.
For change 2, if one UE implements this CR but the other UE does not, the receving UE may have different understanding on the SL DRX applied or not with the trasmitting UE. 

	
	

	Consequences if not approved:

	For change1, the Rx UE will accept the SL DRX configuration in the case of UE can comply with the SL DRX but be unable to comply with the other configuration, and Rx UE will configure lower layers to perform the configured sidelink DRX operation. But in the following procedure, the Rx UE will apply the prior configuration because UE is unable to comply with the other configuration and RRCReconfigurationFailureSidelink message is transmitted, which is conflict to that Rx UE accepts the SL DRX configuration.
For change 2, Tx UE and Rx UE may have different understanding to SL DRX applied or not, the SL communication will be low qualified.
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[bookmark: _Toc60777028][bookmark: _Toc100929863][bookmark: _Toc60777428][bookmark: _Toc83740384][bookmark: _Hlk100137617]5.8.9.1.3	Reception of an RRCReconfigurationSidelink by the UE
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink
<skip>
1>	if the RRCReconfigurationSidelink message includes the sl-DRX-ConfigUC-PC5, and
1>	if the UE accepts the sl-DRX-ConfigUC-PC5:
2>	configure lower layers to perform sidelink DRX operation according to sl-DRX-ConfigUC-PC5 for the associated destination as defined in TS 38.321 [3];
1>	if the RRCReconfigurationSidelink message includes the sl-LatencyBoundIUC-Report:
2>	apply the configured sidelink IUC report latency bound;
1>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfigurationSidelink (i.e. sidelink RRC reconfiguration failure):
2>	continue using the configuration used prior to the reception of the RRCReconfigurationSidelink message;
2>	set the content of the RRCReconfigurationFailureSidelink message;
3>	submit the RRCReconfigurationFailureSidelink message to lower layers for transmission;
1>	else:
2> if the RRCReconfigurationSidelink message includes the sl-DRX-ConfigUC-PC5, and
3> if the UE rejects the sl-DRX-ConfigUC-PC5:
4> include the sl-DRX-ConfigReject in the RRCReconfigurationCompleteSidelink message;
4> consider no sidelink DRX to be applied for the corresponding sidelink unicast communication;
3> else if the UE accepts the sl-DRX-ConfigUC-PC5:
4> configure lower layers to perform sidelink DRX operation according to sl-DRX-ConfigUC-PC5 for the associated destination as defined in TS 38.321 [3];
2>	set the content of the RRCReconfigurationCompleteSidelink message;
3>	if the UE rejects the sidelink DRX configuration sl-DRX-ConfigUC-PC5 received from the peer UE:
4>	include the sl-DRX-ConfigReject in the RRCReconfigurationCompleteSidelink message;
3>	submit the RRCReconfigurationCompleteSidelink message to lower layers for transmission;
NOTE 1:	When the same logical channel is configured with different RLC mode by another UE, the UE handles the case as sidelink RRC reconfiguration failure.
NOTE 2: It is up to the UE whether or not to indicate the rejection to the peer UE for a received sidelink DRX configuration.
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