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	Reason for change:
	In the post meeting discussion of RAN2 #118e, the FFS of the value maxG-RNTI-r17 is deleted before RAN1 inputs. RAN2 gives the reason that no RAN1 feedback is received, but RAN2 didn’t discuss the value of maxG-RNTI-r17 before.
According to the latest LS of UE feature list and summary, RAN1 gives the suggest value of the max number of G-RNTIs (i.e.8) and ask RAN2 to make the final decision.

[bookmark: _Hlk110934887]The upper limit of the G-RNTI which used in UE capability information (i.e. maxNumberRNTIs-MBS-r17) is remain FFS, and RAN2 didn’t discuss the value of maxNumberRNTIs-MBS-r17 before.
[bookmark: _Hlk110935308][bookmark: _Hlk110934905]It is not clear whether the maximum number of G-RNTI UE reports to the network should be refer to the value of maxNumberRNTIs-MBS-r17. 
The UE may support different numbers of G-RNTIs and G-CS-RNTIs, so the features in UE capability information should be separate. RAN2 didn’t decide to used a common number for the upper limit of supported RNTIs for MBS.

Considering the suggestion by RAN1, and also the maxNumberRNTIs-MBS-r17 is still FFS, it is proposed to change the value of and maxG-RNTI-r17 to 8, and also changed the maxNumberRNTIs-MBS-r17 to two separate features (e.g., maxNumberG-RNTIs-r17 and maxNumberG-CS-RNTIs-r17 )

	
	

	Summary of change:
	[bookmark: _Hlk110935629]Change the value of maxG-RNTI-r17 to 8
[bookmark: _Hlk110935647]Delete and replace the feature of maxNumberRNTIs-MBS-r17 by two separate feature maxNumberG-RNTIs-r17 and maxNumberG-CS-RNTIs-r17 and set the values to 8.


	
	

	Consequences if not approved:
	The value of maxNumberRNTIs-MBS-r17 is still FFS.
It is not clear whether the maximum number of G-RNTI UE reports to the network should be refer to the value of maxNumberRNTIs-MBS-r17
The UE cannot report different value of the supported maximum number of G-RNTIs and G-CS-RNTIs
The value of maxG-RNTI is not discussed by RAN2, nor does it refer to RAN1 suggestion.
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[bookmark: _Toc500511687][bookmark: _Toc501040585]First Modified Subclause
[bookmark: _Toc60777428][bookmark: _Toc100930353][bookmark: _Toc60777558][bookmark: _Toc100930520]6.3.3	UE capability information elements
[bookmark: _Toc60777429][bookmark: _Toc100930354]–	AccessStratumRelease
MAC-Parameters
The IE MAC-Parameters is used to convey capabilities related to MAC.
MAC-Parameters information element
-- ASN1START
-- TAG-MAC-PARAMETERS-START

MAC-Parameters ::= SEQUENCE {
    mac-ParametersCommon            MAC-ParametersCommon        OPTIONAL,
    mac-ParametersXDD-Diff          MAC-ParametersXDD-Diff      OPTIONAL
}

MAC-Parameters-v1610 ::= SEQUENCE {
    mac-ParametersFRX-Diff-r16      MAC-ParametersFRX-Diff-r16  OPTIONAL
}

MAC-Parameters-v1700 ::= SEQUENCE {
    mac-ParametersFR2-2-r17         MAC-ParametersFR2-2-r17     OPTIONAL
}

MAC-ParametersCommon ::=    SEQUENCE {
    lcp-Restriction                         ENUMERATED {supported}      OPTIONAL,
    dummy                                   ENUMERATED {supported}      OPTIONAL,
    lch-ToSCellRestriction                  ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    recommendedBitRate                      ENUMERATED {supported}      OPTIONAL,
    recommendedBitRateQuery                 ENUMERATED {supported}      OPTIONAL
    ]],
    [[
    recommendedBitRateMultiplier-r16         ENUMERATED {supported}     OPTIONAL,
    preEmptiveBSR-r16                        ENUMERATED {supported}     OPTIONAL,
    autonomousTransmission-r16               ENUMERATED {supported}     OPTIONAL,
    lch-PriorityBasedPrioritization-r16      ENUMERATED {supported}     OPTIONAL,
    lch-ToConfiguredGrantMapping-r16         ENUMERATED {supported}     OPTIONAL,
    lch-ToGrantPriorityRestriction-r16       ENUMERATED {supported}     OPTIONAL,
    singlePHR-P-r16                          ENUMERATED {supported}     OPTIONAL,
    ul-LBT-FailureDetectionRecovery-r16      ENUMERATED {supported}     OPTIONAL,
    -- R4 8-1: MPE
    tdd-MPE-P-MPR-Reporting-r16              ENUMERATED {supported}     OPTIONAL,
    lcid-ExtensionIAB-r16                    ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    spCell-BFR-CBRA-r16                      ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    srs-ResourceId-Ext-r16                   ENUMERATED {supported}     OPTIONAL
    ]],
    [[
    enhancedUuDRX-forSidelink-r17            ENUMERATED {supported}     OPTIONAL,
    --27-10: Support of UL MAC CE based MG activation request for PRS measurements
    mg-ActivationRequestPRS-Meas-r17         ENUMERATED {supported}     OPTIONAL,
    --27-11: Support of DL MAC CE based MG activation request for PRS measurements
    mg-ActivationCommPRS-Meas-r17            ENUMERATED {supported}     OPTIONAL,
    intraCG-Prioritization-r17               ENUMERATED {supported}     OPTIONAL,
    jointPrioritizationCG-Retx-Timer-r17     ENUMERATED {supported}     OPTIONAL,
    survivalTime-r17                         ENUMERATED {supported}     OPTIONAL,
    lcg-ExtensionIAB-r17                     ENUMERATED {supported}     OPTIONAL,
    maxNumberRNTIs-MBS-r17                   INTEGER (1..ffsUpperLimit)  OPTIONAL,       -- FFS
    maxNumberG-RNTIs-r17						INTEGER (1..8)				OPTIONAL,
	maxNumberG-CS-RNTIs-r17						INTEFER (1..8)				OPTIONAL,
	harq-FeedbackDisabled-r17                ENUMERATED {supported}     OPTIONAL,
    uplink-Harq-ModeB-r17                    ENUMERATED {supported}     OPTIONAL,
    sr-TriggeredBy-TA-Report-r17             ENUMERATED {supported}     OPTIONAL,
    extendedDRX-CycleInactive-r17            ENUMERATED {supported}     OPTIONAL
    ]]
}
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Modified Subclause
6.4	RRC multiplicity and type constraint values
[bookmark: _Toc60777559][bookmark: _Toc100930521]–				Multiplicity and type constraint definitions
-- ASN1START
-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-START

maxFreqMBS-r17                          INTEGER ::= 16      -- Maximum number of MBS frequencies reported in MBSInterestIndication
maxNrofDRX-ConfigPTM-r17                INTEGER ::= 64      -- Max number of DRX configuration for PTM provided in MBS broadcast in a
                                                            -- cell
maxNrofDRX-ConfigPTM-1-r17              INTEGER ::= 63      -- Max number of DRX configuration for PTM provided in MBS broadcast in a
                                                            -- cell minus 1
maxNrofMBS-ServiceListPerUE-r17         INTEGER ::= 16      -- Maximum number of services which the UE can include in the  MBS interest
                                                            -- indication
maxNrofMBS-Session-r17                  INTEGER ::= 1024    -- Maximum number of MBS sessions provided in MBS broadcast in a cell
maxNrofMTCH-SSB-MappingWindow-r17       INTEGER ::= 16      -- Maximum number of MTCH to SSB beam mapping pattern
maxNrofMTCH-SSB-MappingWindow-1-r17     INTEGER ::= 15      -- Maximum number of MTCH to SSB beam mapping pattern minus 1
maxNrofMRB-Broadcast-r17                INTEGER ::= 4       -- Maximum number of broadcast MRBs configured for one MBS broadcast service
maxNrofPageGroup-r17                    INTEGER ::= 32      -- Maximum number of paging groups in a paging message
maxNrofPDSCH-ConfigPTM-r17              INTEGER ::= 16      -- Maximum number of PDSCH configuration groups for PTM
maxNrofPDSCH-ConfigPTM-1-r17            INTEGER ::= 15      -- Maximum number of PDSCH configuration groups for PTM minus 1
maxG-RNTI-r17                           INTEGER ::= 16      8      -- Maximum number of G-RNTI that can be configured for a UE.
maxG-RNTI-1-r17                         INTEGER ::= 15      7      -- Maximum number of G-RNTI that can be configured for a UE minus 1.
maxG-CS-RNTI-r17                        INTEGER ::= 8       -- Maximum number of G-CS-RNTI that can be configured for a UE.
maxG-CS-RNTI-1-r17                      INTEGER ::= 7       -- Maximum number of G-CS-RNTI that can be configured for a UE minus 1.
maxMRB-r17                              INTEGER ::= 32      -- Maximum number of multicast MRBs (that can be added in MRB-ToAddModLIst)
maxFSAI-MBS-r17                         INTEGER ::= 64      -- Maximum number of MBS frequency selection area identities
maxNeighCellMBS-r17                     INTEGER ::= 8       -- Maximum number of MBS broadcast neighbour cells

-- TAG-MULTIPLICITY-AND-TYPE-CONSTRAINT-DEFINITIONS-STOP
-- ASN1STOP
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