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[…]
–	CommonIEsRequestAssistanceData
The CommonIEsRequestAssistanceData carries common IEs for a Request Assistance Data LPP message Type.
-- ASN1START

CommonIEsRequestAssistanceData ::= SEQUENCE {
	primaryCellID		ECGI		OPTIONAL,	-- Cond EUTRA
	...,
	[[
		segmentationInfo-r14		SegmentationInfo-r14		OPTIONAL	-- Cond Segmentation
	]],
	[[
		periodicAssistanceDataReq-r15
									PeriodicAssistanceDataControlParameters-r15
																OPTIONAL,	-- Cond PerADreq
		primaryCellID-r15			NCGI-r15					OPTIONAL	-- Cond NR
	]],
	[[
		remoteUE-Indication-r18	ENUMERATED {true}			OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	EUTRA
	The field is mandatory present for E-UTRA or NB-IoT access. The field shall be omitted for non-EUTRA and non-NB-IoT user plane support.

	Segmentation
	This field is optionally present, need OP, if lpp-message-segmentation-req has been received from the location server with bit 1 (targetToServer) set to value 1. The field shall be omitted if lpp‑message‑segmentation-req has not been received in this location session, or has been received with bit 1 (targetToServer) set to value 0.

	PerADreq
	The field is mandatory present if the target device requests periodic assistance data delivery. Otherwise it is not present.

	NR
	The field is mandatory present for NR access. The field shall be omitted for non-NR user plane support.



	CommonIEsRequestAssistanceData field descriptions

	primaryCellID
This parameter identifies the current primary cell for the target device. 

	segmentationInfo
This field indicates whether this RequestAssistanceData message is one of many segments, as specified in clause 4.3.5.

	periodicAssistanceDataReq
This field indicates a request for periodic assistance data delivery, as specified in clause 5.2.1a.

	remoteUE-Indication
This field indicates if the UE is operating as a L2 U2N Remote UE as defined in TS 38.331 [35].
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6.5.9	NR E-CID Positioning
[…]
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The IE NR-ECID-SignalMeasurementInformation is used by the target device to provide NR E-CID measurements to the location server.
-- ASN1START

NR-ECID-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-PrimaryCellMeasuredResults-r16	NR-MeasuredResultsElement-r16,
	nr-MeasuredResultsList-r16			NR-MeasuredResultsList-r16				OPTIONAL,
	...,
	[[
		remoteUE-Indication-r18			ENUMERATED {true}							OPTIONAL
	]]
}

NR-MeasuredResultsList-r16 ::= SEQUENCE (SIZE(1..32)) OF NR-MeasuredResultsElement-r16

NR-MeasuredResultsElement-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16,
	nr-ARFCN-r16					CHOICE {
		ssb-ARFCN-r16					ARFCN-ValueNR-r15,
		csi-RS-pointA-r16				ARFCN-ValueNR-r15
	},
	nr-CellGlobalID-r16				NCGI-r15									OPTIONAL,
	systemFrameNumber-r16			BIT STRING (SIZE (10))						OPTIONAL,	resultsSSB-Cell-r16				MeasQuantityResults-r16						OPTIONAL,
	resultsCSI-RS-Cell-r16			MeasQuantityResults-r16						OPTIONAL,
	resultsSSB-Indexes-r16			ResultsPerSSB-IndexList-r16					OPTIONAL,
	resultsCSI-RS-Indexes-r16		ResultsPerCSI-RS-IndexList-r16				OPTIONAL,
	...
}

MeasQuantityResults-r16 ::= SEQUENCE {
	nr-RSRP-r16						INTEGER (0..127)							OPTIONAL,
	nr-RSRQ-r16						INTEGER (0..127)							OPTIONAL
}

ResultsPerSSB-IndexList-r16::= SEQUENCE (SIZE (1..64)) OF ResultsPerSSB-Index-r16

ResultsPerSSB-Index-r16 ::= SEQUENCE {
	ssb-Index-r16					INTEGER (0..63),
	ssb-Results-r16					MeasQuantityResults-r16
}

ResultsPerCSI-RS-IndexList-r16::= SEQUENCE (SIZE (1..64)) OF ResultsPerCSI-RS-Index-r16

ResultsPerCSI-RS-Index-r16 ::= SEQUENCE {
	csi-RS-Index-r16				INTEGER (0..95),
	csi-RS-Results-r16				MeasQuantityResults-r16
}

-- ASN1STOP

	NR-ECID-SignalMeasurementInformation field descriptions

	nr-PrimaryCellMeasuredResults
This field contains the NR E-CID measurements for the primary cell.

	nr-MeasuredResultsList
This field contains the NR E-CID measurements for up to 32 neighbour cells.

	remoteUE-Indication
This field indicates if the UE is operating as a L2 U2N Remote UE as defined in TS 38.331 [35].

	nr-PhysCellID
This field specifies the NR physical cell identity of the measured cell.

	nr-ARFCN
This field specifies the ARFCN of the first RE of SSB's RB#10 or the point A of CSI-RS.

	nr-CellGlobalID
This field specifies the NR cell global ID of the measured cell. The target device shall provide this field if it was able to determine the NCGI of the measured cell at the time of measurement.

	systemFrameNumber
This field specifies the system frame number of the measured cell during which the measurements have been performed. The target device shall include this field if it was able to determine the SFN of the cell at the time of measurement.

	resultsSSB-Cell
This field specifies the SS reference signal received power (SS-RSRP) and quality (SS-RSRQ) measurement aggregated at cell level, as defined in TS 38.331 [35].

	resultsCSI-RS-Cell
This field specifies the CSI-RS reference signal received power (CSI-RSRP) and quality (CSI-RSRQ) measurement aggregated at cell level, as defined in TS 38.331 [35].

	resultsSSB-Indexes
This field specifies the SS reference signal received power (SS-RSRP) and quality (SS-RSRQ) measurement per SSB resource, as defined in TS 38.331 [35].

	resultsCSI-RS-Indexes
This field specifies the CSI-RS reference signal received power (CSI-RSRP) and quality (CSI-RSRQ) per CSI-RS resource, as defined in TS 38.331 [35].

	nr-RSRP
This field specifies the integer value for RSRP measurements according to Table 10.1.6.1-1 in TS 38.133 [46].

	nr-RSRQ
This field specifies the integer value for RSRQ measurements accordng to Table 10.1.11.1-1 in TS 38.133 [46].
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