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	Reason for change:
	The validity area of PRS-configuration was introduced in Rel-17 for pre-configuration. But the information was not captured in the assistance data that may be transferrred from LMF to the UE for the DL and DL+UL positioning methods.

	
	

	Summary of change:
	Add the validity area in the assistance data that may be transferrred from LMF to the UE for Multi-RTT, DL-AoD and DL-TDOA positioning.
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	Consequences if not approved:
	Incomplete of assistance data in stage 2 spec.
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8.10	Multi-RTT positioning
*<text omitted>*
8.10.2.1	Information that may be transferred from the LMF to UE
The information that may be transferred from the LMF to the UE are listed in Table 8.10.2.1-1.
Table 8.10.2.1-1: Assistance data that may be transferred from LMF to the UE
	Information 

	Physical cell IDs (PCIs), global cell IDs (GCIs), and PRS IDs, ARFCNs of candidate NR TRPs for measurement

	Timing relative to the serving (reference) TRP of candidate NR TRPs

	DL-PRS configuration of candidate NR TRPs

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	PRS-only TP indication

	On-Demand DL-PRS-Configurations

	Validity area of DL-PRS configuration
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****************************************Next Change *****************************************
8.11	DL-AoD positioning
*<text omitted>*
8.11.2.1	Information that may be transferred from the LMF to UE
The information that may be transferred from the LMF to the UE are listed in table 8.11.2.1-1.
Table 8.11.2.1-1: Assistance data that may be transferred from LMF to the UE
	Information 
	UE-assisted
	UE-based

	Physical cell IDs (PCIs), global cell IDs (GCIs), ARFCN, and PRS IDs of candidate NR TRPs for measurement
	Yes
	Yes

	Timing relative to the serving (reference) TRP of candidate NR TRPs
	Yes
	Yes

	DL-PRS configuration of candidate NR TRPs
	Yes
	Yes

	SSB information of the TRPs (the time/frequency occupancy of SSBs)
	Yes
	Yes

	Spatial direction information (e.g. azimuth, elevation etc.) of the DL-PRS Resources of the TRPs served by the gNB
	Yes
	Yes

	Geographical coordinates of the TRPs served by the gNB (include a transmission reference location for each DL-PRS Resource ID, reference location for the transmitting antenna of the reference TRP, relative locations for transmitting antennas of other TRPs)
	No
	Yes

	PRS-only TP indication
	Yes
	Yes

	TRP beam/antenna information (including azimuth angle, zenith angle and relative power between PRS resources per angle per TRP)
	No
	Yes 

	LOS/NLOS indicators
	No
	Yes

	On-Demand DL-PRS-Configurations
	Yes
	Yes

	Expected Angle Assistance information
	Yes
	Yes

	PRS priority list 
	Yes
	Yes

	Validity area of DL-PRS configuration
	Yes
	Yes
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****************************************Next Change *****************************************
8.12	DL-TDOA positioning
*<text omitted>*
[bookmark: _Toc37338385][bookmark: _Toc46489229][bookmark: _Toc52567587][bookmark: _Toc109050042][bookmark: _GoBack]8.12.2.1	Information that may be transferred from the LMF to UE
The information that may be transferred from the LMF to the UE are listed in table 8.12.2.1-1.
Table 8.12.2.1-1: Assistance data that may be transferred from LMF to the UE
	[bookmark: _Hlk29911279]Information 
	UE‑assisted 
	UE‑based 

	Physical cell IDs (PCIs), global cell IDs (GCIs), ARFCN, and PRS IDs of candidate NR TRPs for measurement
	Yes
	Yes

	Timing relative to the serving (reference) TRP of candidate NR TRPs
	Yes
	Yes

	DL-PRS configuration of candidate NR TRPs
	Yes
	Yes

	SSB information of the TRPs (the time/frequency occupancy of SSBs)
	Yes
	Yes

	Spatial direction information (e.g. azimuth, elevation etc.) of the DL-PRS Resources of the TRPs served by the gNB
	No
	Yes

	Geographical coordinates of the TRPs served by the gNB (include a transmission reference location for each DL-PRS Resource ID, reference location for the transmitting antenna of the reference TRP, relative locations for transmitting antennas of other TRPs)
	No
	Yes

	Fine Timing relative to the serving (reference) TRP of candidate NR TRPs
	No
	Yes

	PRS-only TP indication
	Yes
	Yes

	The association information of DL-PRS resources with TRP Tx TEG ID
	No
	Yes

	LOS/NLOS indicators
	No
	Yes

	On-Demand DL-PRS-Configurations
	Yes
	Yes

	Validity area of DL-PRS configuration
	Yes
	Yes
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