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	Reason for change:
	During RAN1 #108-e, the following agreements have been made regarding PPW :
· The PRS processing window is configured per DL BWP.
· The maximum number of activated PRS processing windows per DL BWP is 1.
· The maximum number of activated PRS processing windows across all active DL BWPs is 4.
· The maximum number of preconfigured PRS processing window per DL BWP is 4. 

1) According to TS 38.331, BWP-DownlinkDedicated -> dl-PPW-PreConfigToAddModList-r17 has been defined to indicate the number of PPW configurations for the dedicated DL BWP, and maxNrofPPW-Config-r17 is equal to 4.

DL-PPW-PreConfigToAddModList-r17 ::=    SEQUENCE (SIZE (1..maxNrofPPW-Config-r17)) OF DL-PPW-PreConfig-r17

Since the value range of DL-PPW-PreConfig-r17 -> dl-PPW-ID-r17 is 0 to 15, and the length of the PPW ID field in PPW Activation/Deactivation Command MAC CE is 2 bits, the PPW ID field should indicate the index of an entry in dl-PPW-PreConfigToAddModList-r17 but not directly mapped to dl-PPW-ID-r17.

2) Some editorial changes to the numEntry field make it more readable.


	
	

	Summary of change:
	Clarify the definition of the PPW ID and numEntry fields in PPW Activation/Deactivation Command MAC CE.

Impacted functionality:
PPW activation/deactivation 


	
	

	Consequences if not approved:
	The description of PPW ID and numEntry fields may be unclear and cause misunderstanding.
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<Unchanged part omitted>
The PPW Activation/Deactivation Command MAC CE is identified by MAC subheader with eLCID as specified in Table 6.2.1-1b.
It has variable size defined as follows (Figure 6.1.3.42-1):
[bookmark: _GoBack]-	numEntry: This field indicates the number of entries N-1 in the MAC CE. 00 indicates that N equals to 21; 01 indicates that N equals to 3 2 and so on. The length of the field is 2 bits;
-	Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-	PPW ID: This field is set to the index of a PPW configuration in dl-PPW-PreConfigToAddModList, as specified in TS 38.331 [5]. Index of a PPW configuration is the index of an entry in the dl-PPW-PreConfigToAddModList which is configured on the active DL BWP of the Serving Cell identified by the above Serving Cell ID. Index 0 corresponds to the first entry in the dl-PPW-PreConfigToAddModList, index 1 corresponds to the second entry in the list and so on.This field indicates the PPW configured on active DL BWP of the Serving Cell identified by the above Serving Cell ID. The length of the field is 2 bits;
-	A/D: This field indicates the activation or deactivation of the PPW. The field is set to 1 to indicate activation, otherwise it indicates deactivation. The length of the field is 1 bit;
-	R: Reserved bit, set to 0.


Figure 6.1.3.42-1: PPW Activation/Deactivation Command MAC CE
<Unchanged part omitted>
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