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	Reason for change:
	According to the reply LS S3-221268 from SA3, 
· SA3 reminds that whether user consent is required would depend on local regulations for both fine UE location and coarse UE location. 
· In case user consent is required by regulations, SA3 suggests that the network should only request for UE location (both fine UE location and coarse UE location) if there is user consent (based on subscription-based or proprietary mechanisms).
From these descriptions, we can see that requesting UE location (including coarse UE location) requires the gNB to have user consent if local regulations say so. However, in current RAN2 specs, there is no such description to capture this.

	
	

	Summary of change:
	Chapter 16.14.8: Add the description on user consent requirement for requesting of UE coarse location reporting.

Impact analysis: Impacted 5G architecture options: NR SA

Impacted functionality: Rel-17 NTN

Inter-operability: 
1.	If the network is implemented according to the CR and the UE is not, no inter-operability issue.
2.  If the UE is implemented according to the CR and the network is not, no inter-operability issue.

	
	

	Consequences if not approved:
	NW can request of UE coarse location reporting without user consent.
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START of MODIFICATIONS
[bookmark: _Toc109154103]16.14.8	Coarse UE location reporting
If user consent is required, the network can only request coarse UE location reporting provided that user consent is available. Upon network request, after AS security is established in connected mode, a UE should report its coarse UE location information (most significant bits of the GNSS coordinates, ensuring an accuracy in the order of 2 km) to the NG-RAN if available.
END of MODIFICATIONS







