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[bookmark: _Toc52752083][bookmark: _Toc109217632][bookmark: _Toc46490388][bookmark: _Toc52796545][bookmark: _Toc37296257][bookmark: _Toc109217639]5.22.1.4.1.2	Selection of logical channels
The MAC entity shall for each SCI corresponding to a new transmission:
1>	if sl-BWP-DiscPoolConfig or sl-BWP-DiscPoolConfigCommon is configured according to TS 38.331 [5]:
2>	if the new transmission is associated to a sidelink grant in sl-DiscTxPoolSelected or sl-DiscTxPoolScheduling configured in sl-BWP-DiscPoolConfig or sl-BWP-DiscPoolConfigCommon:
3>	select a Destination associated with NR sidelink discovery as specified in TS 23.304 [26], that is in the SL Active time for the SL transmission occasion if SL DRX is applied for the destination, and among the logical channels that satisfy all the following conditions for the SL grant associated to the SCI:
4>	SL data for NR sidelink discovery is available for transmission; and
4>	SBj > 0, in case there is any logical channel having SBj > 0; and
4>	sl-configuredGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and
4>	sl-AllowedCG-List, if configured, includes the configured grant index associated to the SL grant.
2>	else:
3>	select a Destination associated to one of unicast, groupcast and broadcast (excluding the Destination(s) associated with NR sidelink discovery as specified in TS 23.304 [26]), that is in the SL Active time for the SL transmission occasion if SL DRX is applied for the destination, and having at least one of the MAC CE and the logical channel with the highest priority, among the logical channels that satisfy all the following conditions and MAC CE(s), if any, for the SL grant associated to the SCI:
4>	SL data for NR sidelink communication is available for transmission; and
4>	SBj > 0, in case there is any logical channel having SBj > 0; and
4>	sl-configuredGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and
4>	sl-AllowedCG-List, if configured, includes the configured grant index associated to the SL grant; and
4>	sl-HARQ-FeedbackEnabled is set to disabled, if PSFCH is not configured for the SL grant associated to the SCI.
1>	else:
2>	select a Destination associated to one of unicast, groupcast and broadcast, that is in the SL Active time for the SL transmission occasion if SL DRX is applied for the destination, and having at least one of the MAC CE and the logical channel with the highest priority, among the logical channels that satisfy all the following conditions and MAC CE(s), if any, for the SL grant associated to the SCI:
3>	SL data is available for transmission; and
3>	SBj > 0, in case there is any logical channel having SBj > 0; and
3>	sl-configuredGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and
3>	sl-AllowedCG-List, if configured, includes the configured grant index associated to the SL grant; and
3>	sl-HARQ-FeedbackEnabled is set to disabled, if PSFCH is not configured for the SL grant associated to the SCI.
NOTE 1:	If multiple Destinations have the logical channels satisfying all conditions above with the same highest priority or if multiple Destinations have either the MAC CE and/or the logical channels satisfying all conditions above with the same priority as the MAC CE, which Destination is selected among them is up to UE implementation.
NOTE *: Destination having only Inter-UE Coordination Request MAC CE is selected if the resource pool which is requested in the MAC CE includes the SL grant. Destination having only Inter-UE Coordination Information MAC CE is selected, the resource pool generating the MAC CE includes the SL grant.

1>	select the logical channels satisfying all the following conditions among the logical channels belonging to the selected Destination:
2>	SL data is available for transmission; and
2>	sl-configuredGrantType1Allowed, if configured, is set to true in case the SL grant is a Configured Grant Type 1; and.
2>	sl-AllowedCG-List, if configured, includes the configured grant index associated to the SL grant; and
2>	sl-HARQ-FeedbackEnabled is set to the value that satisfies the following conditions:
3>	if PSFCH is configured for the sidelink grant associated to the SCI and the UE is capable of PSFCH reception:
4>	sl-HARQ-FeedbackEnabled is set to enabled, if sl-HARQ-FeedbackEnabled is set to enabled for the highest priority logical channel satisfying the above conditions; or
4>	sl-HARQ-FeedbackEnabled is set to disabled, if sl-HARQ-FeedbackEnabled is set to disabled for the highest priority logical channel satisfying the above conditions.
3>	else:
4>	sl-HARQ-FeedbackEnabled is set to disabled.
NOTE 2:	HARQ feedback enabled/disabled indicator is set to disabled for the transmission of a MAC PDU only carrying CSI reporting MAC CE or Sidelink DRX Command MAC CE or Sidelink Inter-UE Coordination Request MAC CE or Sidelink Inter-UE Coordination Information MAC CE.
Note*: Inter-UE Coordination Request MAC CE is selected only if the Inter-UE Coordination Request MAC CE is used to request the resource set of the resource pool including the SL grant.
Note*：Inter-UE Coordination Information MAC CE is selected only if the resource pool generating the MAC CE includes the SL grant.
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5.22.1.9	IUC-Request transmission
The Sidelink Inter-UE Coordination Request (SL-IUC Req) transmission procedure is used to trigger a peer UE to transmit Sidelink Inter-UE Coordination Information as specified in clause 8.1.4 of TS 38.214 [7].If the SL-IUC Req transmission procedure is triggered, UE transmit the Inter-UE Coordination Request MAC CE to peer UE.
If sl-TriggerConditionRequest is set to 1, The Sidelink Inter-UE Coordination Request (SL-IUC Req) transmission procedure is triggered only if UE as data to be transmitted to peer UE.
[bookmark: _Toc109217640]5.22.1.10	IUC-Information Reporting
The Sidelink Inter-UE Coordination Information (SL-IUC Info) reporting procedure is used to provide a peer UE with inter-UE coordination information as specified in clause 8.1.4 of TS 38.214 [7].The SL-IUC Info reporting procedure can be triggered by SL-IUC Request MAC CE or UE implementation. If the SL-IUC Info reporting procedure is triggered, UE transmit the Inter-UE Coordination Information MAC CE to peer UE
If sl-TriggerConditionCoordInfo is set to 1, Sidelink Inter-UE Coordination Information (SL-IUC Info) transmission procedure is triggered only if UE as data to be transmitted to peer UE.
RRC configures the following parameter to control the SL-IUC Information reporting procedure:
-	sl-LatencyBoundIUC-Report, which is maintained for each PC5-RRC connection.
The MAC entity maintains an sl-IUC-ReportTimer for each pair of the Source Layer-2 ID and the Destination Layer-2 ID corresponding to a PC5-RRC connection. sl-IUC-ReportTimer is used for an SL-IUC Information reporting UE to follow the latency requirement signalled from an IUC-Information triggering UE. The value of sl-IUC-ReportTimer is the same as the‎ latency requirement of the SL-IUC Information in sl-LatencyBoundIUC-Report configured by RRC.
The MAC entity shall for each pair of the Source Layer-2 ID and the Destination Layer-2 ID corresponding to a PC5-RRC connection which has been established by upper layers:
1>	if the SL-IUC Information reporting has been triggered by an SL-IUC Request MAC CE (and/or an SCI) and not cancelled:
2>	if the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting is not running:
3>	start the sl-IUC-ReportTimer.
2>	if the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting expires:
3>	cancel the triggered SL-IUC Information reporting.
2>	else if the MAC entity has SL resources allocated for new transmission and the SL-SCH resources can accommodate the SL-IUC Information MAC CE and its subheader as a result of logical channel prioritization, and SL data (excluding SL-IUC Information MAC CE) associated to same destination is available for transmission if sl-TriggerConditionCoordInfo is set to 1:
3>	instruct the Multiplexing and Assembly procedure to generate a Sidelink Inter-UE Coordination Information MAC CE as defined in clause 6.1.3.35;
3>	stop the sl-IUC-ReportTimer for the triggered SL-IUC Information reporting;
3>	cancel the triggered SL-IUC Information reporting.
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[bookmark: _Toc109217722]6.1.3.53	Inter-UE Coordination Information MAC CE
The Inter-UE Coordination Information MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Inter-UE Coordination Information MAC CE is fixed to '1' for Logical Channel Prioritization (LCP) procedure. It has a variable size with following fields:
[bookmark: OLE_LINK6]-	RT: This field indicates the resource set type, i.e., preferred resource set or non-preferred resource set, as the codepoint value of the SCI format 2-C resourceSetType field as specified in TS 38.212 [9].
-	RSL: This field indicates the location of reference slot, as the codepoint value of the SCI format 2-C referenceSlotLocation field as specified in TS 38.212 [9]. The length of the field is 17 bits. If the length of referenceSlotLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 17 bit, this field contains referenceSlotLocation field using the LSB bits;
-	LSIi: This field indicates lowest subchannel indices for the first resource location of each TRIV, as the codepoint value of the SCI format 2-C lowestIndices field as specified in TS 38.212 [9]. LSI0 indicates lowest subchannel indices for the first resource location of TRIV within the first resource combination, LSI1 indicates lowest subchannel indices for the first resource location of TRIV within the second resource combination and so on. The length of the field is 5 bits. If the length of lowestIndices field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 5 bit, this field contains lowestIndices field using the LSB bits;
-	RCi: This field indicates resource combination, as the codepoint value of the SCI format 2-C resourceCombination field as specified in TS 38.212 [9]. RC0 indicates the first resource combination, RC1 indicates the second resource combination and so on. The length of the field is 26 bits. If the length of resourceCombination field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 26 bit, this field contains resourceCombination field using the LSB bits;
-	First resource locationi-1: This field indicates first resource location, as the codepoint value of the SCI format 2-C firstResourceLocation field as specified in TS 38.212 [9]. First Resource Location0 indicates the first resource location for the second resource combination, First Resource Location1 indicates the first resource location for the third resource combination and so on. The length of the field is 13 bits. If the length of firstResourceLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 13 bit, this field contains firstResourceLocation field using the LSB bits;
-	R: Reserved bit, set to 0.


Figure 6.1.3.53-1: Inter-UE Coordination Information MAC CE
[bookmark: _Toc109217723]6.1.3.54	Inter-UE Coordination Request MAC CE
The Inter-UE Coordination request MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Inter-UE Coordination Request MAC CE is fixed to '1' for Logical Channel Prioritization (LCP) procedure. It has a fixed size of 48 bits with following fields:
-	RT: If the value of sl-DetermineResourceType (as specified in TS 38.331 [5] clause 6.3.5) is set to ueb, this field indicates the resource set type, i.e., preferred resource set or non-preferred resource set, as the codepoint value of the SCI format 2-C resourceSetType field as specified in TS 38.212 [9]. This field is ignored if the value of sl-DetermineResourceType is set to uea;
-	RP: This field indicates the resource reservation period, as the codepoint value of the SCI format 2-C resourceReservationPeriod field as specified in TS 38.212 [9]. The length of the field is 4 bits. If the length of resourceReservationPeriod field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 4 bit, this field contains resourceReservationPeriod field using the LSB bits;
-	Priority: This field indicates the priority, as the codepoint value of the SCI format 2-C priority field as specified in TS 38.212 [9]. The length of the field is 3 bits;
-	RSWL: This field indicates resource selection window location, as the codepoint value of the SCI format 2-C resourceSelectionWindowLocation field as specified in TS 38.212 [9]. The length of the field is 34 bits. If the length of resourceSelectionWindowLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 34 bit, this field contains resourceSelectionWindowLocation field using the LSB bits;
-	Number of Subchannel: This field indicates the number of subchannels, as the codepoint value of the SCI format 2-C numberOfSubchannel field as specified in TS 38.212 [9]. The length of the field is 5 bits. If the length of numberOfSubchannel field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 5 bit, this field contains numberOfSubchannel field using the LSB bits;
-	R: Reserved bit, set to 0.


Figure 6.1.3.54-1: Inter-UE Coordination Request MAC CE
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