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1. [bookmark: OLE_LINK14][bookmark: OLE_LINK13]Introduction
In this contribution, we will discuss whether/how to capture the agreement below [1], including whether this is related to an inexistent case.
	RAN2#119e Agreements:
Proposal 29 (modified): RAN2 confirms during path switch (T420 is running), UE can use exceptional pool for sidelink communication in mode 1 (same as Rel-16 V2X).



2. Discussion
During the post email for Relay 38.331 CR [2], the RRC rapporteur expressed their concern on whether and how to capture the above agreement, as shown below. Thus, the issue is postponed to give companies enough time for further consideration
[image: ]
Our understanding is also that, when performing D2I path switch with T420 running, the UE can only be configured with Mode-2 on the target path (i.e. indirect path) by the serving gNB, irrespective of what SL mode was configured previously on the source path (i.e. direct path). Therefore, the above agreement is somewhat misleading to confirm it is for mode 1 operation as in the legacy NR sidelink communication. 
[bookmark: _Ref115438278]Observation 1	When performing D2I path switch with T420 running, the UE can only be configured with Mode-2 on the target path (i.e. indirect path), irrespective of what SL mode was configured previously on the source path (i.e. direct path). 
Moreover, the use of exceptional pool for sidelink communication when T420 is running, strictly speaking, is executed during the transition period before the UE can use the mode 2 normal pools configured for the target path. For this short transition period, the UE is most likely having no available sensing result in the mode-2 TX pool(s) on the indirect link. According to current RRC specification, the condition to use exceptional pool for sidelink communication transmission can be automatically fulfilled by the condition of not having available sensing results for the UE.
[bookmark: _Ref115438279][bookmark: _Hlk115284444]Observation 2	As per the current procedure, the UE will autonomously enter into the case that it has no available sensing result in the mode-2 TX pool(s) on indirect link, and thus enter the loop for transmission using exceptional pool. No extra Spec impact is needed. 
Given the above observations, we think the previous agreement should be revised into the correct form and thus have the following proposal to close this issue due to the earlier agreement.
[bookmark: _Ref115438283]Proposal 1	RAN2 to revise the previous agreement as “RAN2 confirms during path switch (T420 is running), UE can use exceptional pool for sidelink communication in mode 1 (same as Rel-16 V2X).”, and confirm that this agreement can already be realized via existing NR SL communication procedure with no extra Spec impact. 

3. Conclusion
This contribution discussed the RAN2#119e agreement on NR SL communication transmission using exception pool during D2I path switch. The contribution concludes with:
Observation 1	When performing D2I path switch with T420 running, the UE can only be configured with Mode-2 on the target path (i.e. indirect path), irrespective of what SL mode was configured previously on the source path (i.e. direct path).
Observation 2	As per the current procedure, the UE will autonomously enter into the case that it has no available sensing result in the mode-2 TX pool(s) on indirect link, and thus enter the loop for transmission using exceptional pool. No extra Spec impact is needed.
Proposal 1	RAN2 to revise the previous agreement as “RAN2 confirms during path switch (T420 is running), UE can use exceptional pool for sidelink communication in mode 1 (same as Rel-16 V2X).”, and confirm that this agreement can already be realized via existing NR SL communication procedure with no extra Spec impact.
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NEXT-CHANGE- [
»5.8.8 - Sidelink-communication-transmission.

A UE capable of NR sidelink communication that is configured by upper layers to transmit NR sidelink communication
and has related data to be transmitted shall:

1>-if the conditions for NR sidelink communication operation as defined in 5.8.2-are-met:

2+if the frequency used for NR sidelink communication is included in'sl-FreglnfoToAddModList in'sl-
ConfigDedicatedNR within RRCReconfiguration message or included in sI-ConfigCommonNR within SIB12:

35if the UE is in RRC_CONNECTED and uses the frequency included insi-ConfigDedicatedNR within
RRCReconfiguration message:+

4>-if the UE is configured with sI-ScheduledConfig:

52if T310 for MCG or T311is running; and if sl-TxPool Exceptional is included in sl-FreglnfoList
for the concered frequency in SIBI2 or included in s/-ConfigDedicatedNR in
RRCReconfiguration; or+

5>if T301 is running and the cell-on which the UE initiated RRC connection re-establishment
provides SIB12 including sI-TxPool Exceptional for the concerned frequency; or«

5541 T304 for MCG fs running and the UE is configured with sI-TxPoolExceptional included in sl-
ConfigDedicatedNR for the concerned frequency in RRCReconfiguration:
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Proposal 29-(modified) RAN2 confirms
during-path switch(T420 is running), UE
can-use exceptional-pool-for sidelink
communication in mode 1-(same as Rel-
16V2X)

According to above agreement. it seems T420 running
should be added here. However. it was agreed that
mode-1 can ot be configured when connected with a-
L2 Relay UE in previous meeting In this-case, the
level-4-condition (if the UE is configured with si-
ScheduledConfig) can hot be met during D21 path
switch which is the only-case of T420 running -
Companies are invited to double check whether the
‘above agreement is for 2 non-exist scenatio, and share
views on the potential change





