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[bookmark: _Toc100929890][bookmark: _Toc100929894]Start Change
[bookmark: _Toc100929898]5.8.9.10	Notification Message
[bookmark: _Toc100929899]5.8.9.10.1	General


Figure 5.8.9.8.1-1: Notification message in sidelink
[bookmark: _Toc83739906][bookmark: _Toc100929900]This procedure is used by a U2N Relay UE to send notification to the connected U2N Remote UE.
5.8.9.10.2	Initiation
The U2N Relay UE may initiate the procedure when one of the following conditions is met:
1>	upon Uu RLF as specified in 5.3.10;
1>	upon reception of an RRCReconfiguration including the reconfigurationWithSync and PCell is changed according to reconfigurationWithSync;
1>	upon cell reselection;
1>	upon L2 U2N Relay UE's RRC connection failure including RRC connection reject as specified in 5.3.3.5 and 5.3.13.10, and T300 expiry as specified in 5.3.3.7, and RRC resume failure as specified in 5.3.13.5;
[bookmark: _Toc100929901]5.8.9.10.3	Actions related to transmission of NotificationMessageSidelink message
The U2N Relay UE shall set the indication type as follows:
1>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RLF:
2>	set the indicationType as relayUE-Uu-RLF;
1>	else if the UE initiates transmission of the NotificationMessageSidelink message due to reconfiguration with sync:
2>	set the indicationType as relayUE-HO;
1>	else if the UE initiates transmission of the NotificationMessageSidelink message due to cell reselection:
2>	set the indicationType as relayUE-CellReselection;
1>	if the UE initiates transmission of the NotificationMessageSidelink message due to Uu RRC connection establishment/Resume failure:
2>	set the indicationType as relayUE-Uu-RRC-Failure;
1>	submit the NotificationMessageSidelink message to lower layers for transmission.
5.8.9.10.4	Actions related to reception of NotificationMessageSidelink message
Upon receiving the NotificationMessageSidelink, the U2N Remote UE shall:
1>	if the indicationType is included:
2>	if the UE is L2 U2N Remote UE in RRC_CONNECTED:
3>	if T301 is not running, initiate the RRC connection re-establishment procedure as specified in 5.3.7;
2>	else (the UE is L3 U2N Remote UE, or L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE):
3>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
4>	indicate upper layers to trigger PC5 unicast link release;
3>	else (i.e., maintain the PC5 RRC connection):
4>	if the UE is L2 U2N Remote UE and the indicationType is relayUE-HO or relayUE-CellReselection:
5>	consider cell re-selection occurs;
[bookmark: _GoBack]NOTE:	For L3 U2N Remote UE, or L2 U2N Remote UE in RRC_IDLE or RRC_INACTIVE, it is up to Remote UE implementation whether to release or keep the PC5 unicast link.
End of Change
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