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	Reason for change:
	It is not clear Whether it can be considered as emergency call on-going during emergency service fallback when the emergency service has not setup yet.

	
	

	Summary of change:
	Adding “pending” into the sentence as “if a UE has an ongoing/pending emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.”

 Inter-operability analysis:
1.	 If the network is implemented according to the CR and the UE is not, no inter-operability issues are expected.

2.	 If the UE is implemented according to the CR and the network is not, no inter-operability issues are expected.
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This clause defines the level of service that may be provided by the network to a UE in Idle mode.
The action of camping on a cell is necessary to get access to some services. Three levels of services are defined for UE:
-	Limited service (emergency calls, ETWS and CMAS on an acceptable cell). It is not applicable to RRC_INACTIVE state.
-	Normal service (for public use on a suitable cell)
-	Operator service (for operators only on a reserved cell)
Furthermore, the cells are categorised according to which services they offer:
acceptable cell:
An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications), and it is not applicable to RRC_INACTIVE state. Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in a E-UTRAN network:
-	The cell is not barred, see clause 5.3.1;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2;
suitable cell:
A "suitable cell" is a cell on which the UE may camp on to obtain normal service. The UE shall have a valid USIM and such a cell shall fulfil all the following requirements.
-	The cell is part of either:
-	the selected PLMN, or:
-	the registered PLMN, or:
-	a PLMN of the Equivalent PLMN list
-	For a CSG cell, the cell is a CSG member cell for the UE;
According to the latest information provided by NAS:
-	The cell is not barred, see clause 5.3.1;
-	The cell is part of at least one TA that is not part of the list of "forbidden tracking areas for roaming" TS 22.011 [4], which belongs to a PLMN that fulfils the first bullet above;
-	The cell selection criteria are fulfilled, see clause 5.2.3.2;
-	Except for NB-IoT, if the UE supports authorization of coverage enhancements and upper layers indicated that use of coverage enhancements is not authorized for the selected PLMN:
-	the cell selection criterion S in normal coverage shall be fulfilled;
-	If the UE supports CE mode B and upper layers indicated that CE mode B is restricted:
-	the cell selection criterion S in normal coverage based on values Qrxlevmin and Qqualmin or in enhanced coverage based on values Qrxlevmin_CE and Qqualmin_CE shall be fulfilled.
If more than one PLMN identity is broadcast in the cell, the cell is considered to be part of all TAs with TAIs constructed from the PLMN identities and the TAC broadcast in the cell.
barred cell:
A cell is barred if it is so indicated in the system information TS 36.331 [3].
reserved cell:
A cell is reserved if it is so indicated in system information TS 36.331 [3].
Following exceptions to these definitions are applicable for UEs:
-	camped on a cell that belongs to a tracking area that is forbidden for regional provision of service; a cell that belongs to a tracking area that is forbidden for regional provision service (TS 23.122 [5], TS 24.301 [16]) is suitable but provides only limited service.
-	as an outcome of the manual CSG selection procedure the UE is allowed to access an acceptable cell which fulfils the cell selection criteria and is not barred or reserved for operator use for UEs not belonging to AC 11 or 15 and inform NAS that access is possible (for location registration procedure).
NOTE:	UE is not required to support manual search and selection of PLMN or CSGs while in RRC CONNECTED state. The UE may use local release of RRC connection to perform manual search if it is not possible to perform the search while RRC connected.
-	if a UE has an ongoing/pending emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.
-	if the UE in RRC_IDLE fulfils the conditions to support sidelink communication or PS related sidelink discovery in limited service state as specified in TS 23.303 [29], clause 4.5.6, the UE may perform sidelink communication or PS-related sidelink discovery.
-	if the UE in RRC_IDLE fulfils the conditions to support V2X sidelink communication or NR sidelink communication in limited service state as specified in TS23.285 [36], clause 4.4.8 and TS 23.287 [40], clause, 5.7, the UE may perform V2X sidelink communication or NR sidelink communication.
For E-UTRA the cell categorization defined above is per CN type. In this specification, when the term suitable/acceptable cell is used without specifying the CN type, it means the cell is suitable/acceptable for any of the CN type(s) supported by the UE.
NOTE:	The selected CN Type is not considered during cell selection and reselection procedure.
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