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	Reason for change:
	It is not clear if TS 36.304 should be followed in case that the UE attempts to select an E-UTRA cell after EPS fallback failure.

	
	

	Summary of change:
	“as TS 36.304” is added after sentence “attempt to select an E-UTRA cell”.

 Inter-operability analysis:
1.	 If the network is implemented according to the CR and the UE is not, no inter-operability issues are expected.

2.	 If the UE is implemented according to the CR and the network is not, no inter-operability issues are expected.


	
	

	Consequences if not approved:
	We may not follow TS 36.304 in case that the UE attempts to select an E-UTRA cell after EPS fallback failure.
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[bookmark: _Toc60776864][bookmark: _Toc100929680]5.4.3.5	Mobility from NR failure
The UE shall:
1>	if the UE does not succeed in establishing the connection to the target radio access technology:
2>	if the targetRAT-Type in the received MobilityFromNRCommand is set to eutra and the UE supports Radio Link Failure Report for Inter-RAT MRO EUTRA:
3>	store handover failure information in VarRLF-Report according to 5.3.10.5;
2>	if voiceFallbackIndication is included in the MobilityFromNRCommand message:
3>	attempt to select an E-UTRA cell as TS 36.304:
4>	if a suitable E-UTRA cell is selected:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	revert back to the configuration used in the source PCell;
5>	initiate the connection re-establishment procedure as specified in clause 5.3.7;
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