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	Reason for change:
	The UE behavior when not being able to acquire SIB19 is not clear. As a consequence, UE will continue camped on the current cell and thus cannot establish/reestablish/resume the connection.
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	Summary of change:
	Add a note to clarify the behavior when not being able to acquire SIB19 when UE is in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running.
Impact analysis
Impacted functionality:
System Information acquisition

Inter-operability:
If the network is implemented according to the CR while the UE is not, no inter-operability issue found. 

If the UE is implemented according to the CR while the network is not, no inter-operability issue found. 
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	If the CR is not approved, UE will have to continue camped on the current cell and thus cannot establish/reestablish/resume the connection.
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START OF CHANGES
[bookmark: _Toc100929532]5.2.2.5	Essential system information missing
The UE shall:
1>	if in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:
2>	if the UE is unable to acquire the MIB:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	perform barring as if intraFreqReselection is set to allowed;
2>	else if the UE is unable to acquire the SIB1:
3>	consider the cell as barred in accordance with TS 38.304 [20];
3>	if the UE is a RedCap UE:
4>	peform barring as if intraFreqReselectionRedCap is set to allowed;
3>	else:
4>	perform cell re-selection to other cells on the same frequency as the barred cell as specified in TS 38.304 [20].
NOTE:	For UE in RRC_IDLE or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running, if UE is unable to acquire SIB19, it is up to UE implementation to decide whether and when to reselect to another cell. If UE is still not be able to acquire SIB19 before establishing/reestablishing/resuming a RRC connection, UE should attempt to reselect to another cell by implementation.

END OF CHANGES
