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[bookmark: _Toc109167379][bookmark: _Toc46483473][bookmark: _Toc46482239][bookmark: _Toc46481005]6.3.1	System information blocks
[Unchanged parts omitted]
[bookmark: _Toc109167410]–	SystemInformationBlockType32
The IE SystemInformationBlockType32 contains satellite assistance information for prediction of discontinuous coverage. SystemInformationBlockType32 is only signalled in a NTN cell.
SystemInformationBlockType32 information element
-- ASN1START

SystemInformationBlockType32-r17 ::= SEQUENCE {
	satelliteInfoList-r17				SatelliteInfoList-r17	OPTIONAL,	-- Need OR
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	...
}

SatelliteInfoList-r17 ::= 	SEQUENCE (SIZE (1..maxSat-r17)) OF SatelliteInfo-r17

SatelliteInfo-r17 ::= 		SEQUENCE {
	satelliteId-r17				INTEGER (0..255),
	serviceInfo-r17				SEQUENCE {
		tle-EphemerisParameters-r17	TLE-EphemerisParameters-r17	OPTIONAL,	-- Need OR
		t-ServiceStart-r17				TimeOffsetUTC-r17				OPTIONAL	-- Need OR
		},
	footprintInfo-r17			SEQUENCE {
		referencePoint-r17 		SEQUENCE {
			longitude-r17 				INTEGER (-131072..131071),
			latitude-r17 				INTEGER (-131072..131071)
		} OPTIONAL,	-- Need OR
		elevationAngles-r17		SEQUENCE {
			elevationAngleRight-r17	INTEGER (-14..14),
			elevationAngleLeft-r17	INTEGER (-14..14) 				OPTIONAL	-- Need OP
		} OPTIONAL,	-- Need OR
		radius-r17					INTEGER (1..256)					OPTIONAL	-- Need OR
	}
}

-- ASN1STOP

	SystemInformationBlockType32 field descriptions

	elevationAngleLeft, elevationAngleRight
Leftmost and rightmost (with reference to the satellite direction) elevation angle. Unit in degree.
Step of 5 degree. Actual value = field value * 5.
If the field elevationAngleLeft is absent, the leftmost elevation angle is equal to the value of field elevationAngleRight.

	footprintInfo
Satellite footprint.
E-UTRAN may configure elevationAngles and/or radius for satellite with earth moving satellitecell.
E-UTRAN may configure referencePoint and radius for quasi- earth fixed satellitecell.

	latitude
Latitude of the reference point. Unit in degree.
Step of 360 / 262144 degree. Actual value = field value * (360 / 262144).

	longitude
Longitude of the reference point. Unit in degree.
Step of 360 / 262144 degree. Actual value = field value * (360 / 262144).

	radius
Distance between the reference point and the edge of the satellite or beam coverage. Unit in km.
Step of 10 km. Actual value = field value * 10.

	serviceInfo
Information on when the satellite will provide coverage.
E-UTRAN always configures tle-EphemerisParameters for a satellite with earth moving cell(s) and always configures t-ServiceStart for a satellite with quasi-earth fixed satellitecells.

	tle-EphemerisParameters
Mean values of the satellite orbital parameters based on the TLE set format for estimating in-coverage and out-of-coverage periods for a satellite with earth moving cell(s), see TS 36.304 [4].

	t-ServiceStart
Time information on when the incoming satellite is going to start serving the area for quasi-earth fixed satellitecell.
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