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First Modified Subclause
[bookmark: _Toc100929581]5.3.5.6.7	Multicast MRB addition/modification
The UE shall for each element in the order of entry in the list mrb-ToAddModList:
1>	if mrb-Identity value included in the mrb-ToAddModList is part of the UE configuration:
2>	if mrb-Identity value included in the mrb-ToAddModList for which mrb-IdentityNew is included (i.e., multicast MRB ID change):
3>	update the mrb-Identity to the value mrb-IdentityNew;
2>	if the reestablishPDCP is set:
3>	if drb-ContinueROHC is included in pdcp-Config:
4>	indicate to lower layer that drb-ContinueROHC is configured;
3>	if drb-ContinueEHC-DL is included in pdcp-Config:
4>	indicate to lower layer that drb-ContinueEHC-DL is configured;
3>	re-establish the PDCP entity of this multicast MRB as specified in TS 38.323 [5], clause 5.1.2;
2>	else, if the recoverPDCP is set:
3>	trigger the PDCP entity of this MRB to perform data recovery as specified in TS 38.323 [5];
2>	if the pdcp-Config is included:
3>	reconfigure the PDCP entity in accordance with the received pdcp-Config;
1>	else if mrb-Identity value included in the mrb-ToAddModList that is not part of the UE configuration (i.e., multicast MRB establishment including the case when full configuration option is used):
2>	establish a PDCP entity and configure it in accordance with the received pdcp-Config;
2>	if at least one multicast MRB was configured with the same mbs-SessionId prior to receiving this reconfiguration message:
3>	associate the established multicast MRB with the corresponding mbs-SessionId;
2>	if an SDAP entity with the received mbs-SessionId does not exist:
3>	establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1;
3>	if an SDAP entity with the received mbs-SessionId did not exist prior to receiving this reconfiguration:
4>	indicate the establishment of the user plane resources for the mbs-SessionId to upper layers.
NOTE 1:	When setting the reestablishPDCP flag for a radio bearer, the network ensures that the RLC receiver entities do not deliver old PDCP PDUs to the re-established PDCP entity. It does that e.g., by triggering a reconfiguration with sync of the cell group hosting the old RLC entity or by releasing the old RLC entity.
NOTE 2:	In this specification, UE configuration refers to the parameters configured by NR RRC unless otherwise stated.
NOTE 3:	When updating the mrb-Identity, the network ensures new MRBs are listed at the end of the mrb-ToAddModList if they have the same MRB ID as in the existing UE configuration.

Next Modified Subclause
[bookmark: _Toc60776783][bookmark: _Toc100929585]5.3.5.8.2	Inability to comply with RRCReconfiguration
NOTE 00:	The UE behaviour specified in this clause does not apply to the following, and the UE ignores, i.e. does not take an action on and does not store, the fields that it does not support or does not comprehend:
-	The fields in ServingCellConfigCommon that are defined in Rrelease-16 and later.
-	The fields of searchSpaceMCCH and searchSpaceMTCH in PDCCH-ConfigCommon that are defined in rRelease-17 and later.
The UE shall:
1>	if the UE is in (NG)EN-DC:
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
3>	if the RRCReconfiguration message was received as part of ConditionalReconfiguration:
[bookmark: _Hlk65151589]4>	continue using the configuration used prior to when the inability to comply with the RRCReconfiguration message was detected;
3>	else:
4>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in clause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
3>	else:
4>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7, upon which the connection reconfiguration procedure ends;
2>	else, if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB1;
3>	if the RRCReconfiguration message was received as part of ConditionalReconfiguration:
4>	continue using the configuration used prior to when the inability to comply with the RRCReconfiguration message was detected;
3>	else:
4>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7, upon which the connection reconfiguration procedure ends.
1>	else if RRCReconfiguration is received via NR (i.e., NR standalone, NE-DC, or NR-DC):
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
NOTE 0:	This case does not apply in NE-DC.
3>	if the RRCReconfiguration message was received as part of ConditionalReconfiguration:
4>	continue using the configuration used prior to when the inability to comply with the RRCReconfiguration message was detected;
3>	else:
4>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in clause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
3>	else:
4>	initiate the connection re-establishment procedure as specified in clause 5.3.7, upon which the connection reconfiguration procedure ends;
2>	else if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over the SRB1 or if the upper layers indicate that the nas-Container is invalid:
NOTE 0a:	The compliance also covers the SCG configuration carried within octet strings e.g. field mrdc-SecondaryCellGroupConfig. I.e. the failure behaviour defined also applies in case the UE cannot comply with the embedded SCG configuration or with the combination of (parts of) the MCG and SCG configurations.
NOTE 0b:	The compliance also covers the V2X sidelink configuration carried within an octet string, e.g. field sl-ConfigDedicatedEUTRA. I.e. the failure behaviour defined also applies in case the UE cannot comply with the embedded V2X sidelink configuration.
3>	if the RRCReconfiguration message was received as part of ConditionalReconfiguration:
4>	continue using the configuration used prior to when the inability to comply with the RRCReconfiguration message was detected;
3>	else:
4>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if AS security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other'
3>	else if AS security has been activated but SRB2 and at least one DRB or multicast MRB or, for IAB, SRB2, have not been setup:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
3>	else:
4>	initiate the connection re-establishment procedure as specified in 5.3.7, upon which the reconfiguration procedure ends;
1>	else if RRCReconfiguration is received via other RAT (Handover to NR failure):
2>	if the UE is unable to comply with any part of the configuration included in the RRCReconfiguration message or if the upper layers indicate that the nas-Container is invalid:
3>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
NOTE 1:	The UE may apply above failure handling also in case the RRCReconfiguration message causes a protocol error for which the generic error handling as defined in clause 10 specifies that the UE shall ignore the message.
NOTE 2:	If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
NOTE 3:	It is up to UE implementation whether the compliance check for an RRCReconfiguration received as part of ConditionalReconfiguration is performed upon the reception of the message or upon CHO, CPA and CPC execution (when the message is required to be applied).



Next Modified Subclause
5.9.4	MBS Interest Indication
[bookmark: _Toc100929941]5.9.4.1	General


Figure 5.9.4.1-1: MBS Interest Indication
The purpose of this procedure is to inform the network that the UE in RRC_CONNECTED state is receiving or is interested to receive MBS broadcast service(s) and to inform the network about the priority of MBS broadcast versus unicast and multicast MRB reception. MBS Interest Indication can only be sent after AS security activation.

[bookmark: _Toc46480846][bookmark: _Toc46483314][bookmark: _Toc37082214][bookmark: _Toc67997120][bookmark: _Toc36566786][bookmark: _Toc36939234][bookmark: _Toc46482080][bookmark: _Toc36810217][bookmark: _Toc29343526][bookmark: _Toc36846581][bookmark: _Toc29342387][bookmark: _Toc20487095][bookmark: _Toc100929942]5.9.4.2	Initiation
An MBS capable UE in RRC_CONNECTED may initiate the procedure in several cases including upon successful connection establishment/resume, upon entering or leaving the broadcast service area, upon MBS broadcast session start or stop, upon change of interest, upon change of priority between MBS broadcast reception and unicast/multicast reception, upon change to a PCell providing SIB21 (i.e. where the SIB1 scheduling information contains SIB21), upon receiving SIB20 of an SCell via dedicated signalling, upon handover.
Upon initiating the procedure, the UE shall:
1>	if SIB21 is provided by the PCell:
2>	ensure having a valid version of SIB21 for the PCell;
2>	if the UE did not transmit MBS Interest Indication since last entering RRC_CONNECTED state; or
2>	if since the last time the UE transmitted an MBS Interest Indication, the UE connected to a PCell not providing SIB21:
3>	if the set of MBS broadcast frequencies of interest, determined in accordance with 5.9.4.3, is not empty:
4>	set the contents of MBS Interest Indication according to 5.9.4.5 and initiate transmission of the MBSInterestIndication message;
2>	else:
3>	if the set of MBS broadcast frequencies of interest, determined in accordance with 5.9.4.3, is different from mbs-FreqList included in the last transmission of the MBS Interest Indication; or
3>	if the prioritisation of reception of all indicated MBS broadcast frequencies compared to reception of any of the established unicast bearers and multicast MRBs has changed since the last transmission of the MBS Interest Indication:
4>	set the contents of MBS Interest Indication according to 5.9.4.5 and initiate transmission of the MBSInterestIndication message;
NOTE:	The UE may send MBS Interest Indication even when it is able to receive the MBS services it is interested in i.e., to avoid that the network allocates a configuration inhibiting MBS broadcast reception.
3>	else if SIB20 is provided for the PCell or for the SCell:
4>	if since the last time the UE transmitted the MBS Interest Indication, the UE connected to a PCell not providing SIB20 and the UE was not provided with SIB20 for an SCell; or
4>	if the set of MBS broadcast services of interest determined in accordance with 5.9.4.4 is different from mbs-ServiceList included in the last transmission of the MBS Interest Indication:
5>	set the contents of MBS Interest Indication according to 5.9.4.5 and initiate the transmission of MBSInterestIndication message.
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