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	Reason for change:
	In the current NR RRC spec, it’s specified that there are two conditionalReconfiguration and VarConditionalReconfig in NR-DC, one associated with the MCG and one associated with the SCG, to avoid the conditional reconfiguration ID collision between the MN generated configuration (for inter-SN CPC and CHO) and the SN generated configuration (for intra-SN CPC). And the procedural text related to the handling of conditional reconfiguration in section 5.3.5.3, 5.3.5.4, 5.3.7.3, 5.3.10.5, 5.3.8.3 and 5.3.11, is indicated which variable(s) is concerned, e.g. for the MCG or/and the SCG VarConditionalReconfig.
However, the procedural text on the handling of conditional reconfiguration in the current spec is not only applicable to NR-DC case, but also for NR SA (e.g. for CHO) and EN-DC (e.g. for inter-SN and intra-SN CPC) cases. In NR SA and EN-DC, it’s not defined what does the MCG/SCG VarConditionalReconfig refer to, which may cause some ambiguity on the implementation.


	
	

	Summary of change:
	Update the definition of the MCG and the SCG conditionalReconfiguration and VarConditionalReconfig in section 5.3.5.13.1, to clairify that such definition is applicable to all NR involved cases where MCG/SCG VarConditionalReconfig is received, i.e. not only in NR-DC.

Impact analysis
Impacted 5G architecture options:
NR SA, EN-DC, NR-DC

Impacted functionality:
CHO, CPAC

Inter-operability:
If the network implements the CR and the UE does not, there may be different interpretations on what does the MCG/SCG VarConditionalReconfig refer to.
If the UE implements the CR and the network does not, there may be different interpretations on what does the MCG/SCG VarConditionalReconfig refer to.

	
	

	Consequences if not approved:
	Ambiguity on the MCG/SCG VarConditionalReconfig remains, which may cause different interpretations on the handling of MCG/SCG VarConditionalReconfig.
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[bookmark: _Toc60776793][bookmark: _Toc100929595]5.3.5.13	Conditional Reconfiguration
[bookmark: _Toc60776794][bookmark: _Toc100929596]5.3.5.13.1	General
The network configures the UE with one or more candidate target SpCells in the conditional reconfiguration. The UE evaluates the condition of each configured candidate target SpCell. The UE applies the conditional reconfiguration associated with one of the target SpCells which fulfils associated execution condition. The network provides the configuration parameters for the target SpCell in the ConditionalReconfiguration IE.
[bookmark: _Hlk115445211]In NR-DC, tThe UE may receive one or two independent conditionalReconfiguration:
-	a conditionalReconfiguration, associated with MCG, that is included in the RRCReconfiguration message received via SRB1; and
-	a conditionalReconfiguration, associated with SCG, that is included in the RRCReconfiguration message received via SRB3, or, alternatively, included within a RRCReconfiguration message embedded in a RRCReconfiguration message or embedded in an E-UTRA RRCConnectionReconfiguration message received via SRB1.
In this case that the UE receives two independent conditionalReconfiguration (UE in NR-DC):
-	the UE maintains two independent VarConditionalReconfig, one associated with each conditionalReconfiguration;
-	the UE independently performs all the procedures in clause 5.3.5.13 for each conditionalReconfiguration and the associated VarConditionalReconfig, unless explicitly stated otherwise;
-	the UE performs the procedures in clause 5.5 for the VarConditionalReconfig associated with the same cell group like the measConfig.
The UE performs the following actions based on a received ConditionalReconfiguration IE:
1>	if the ConditionalReconfiguration contains the condReconfigToRemoveList:
2>	perform conditional reconfiguration removal procedure as specified in 5.3.5.13.2;
1>	if the ConditionalReconfiguration contains the condReconfigToAddModList:
2>	perform conditional reconfiguration addition/modification as specified in 5.3.5.13.3;
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