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	Reason for change:
	All measurement events described in the RRC specification include a short description in the section title to explain what the event trigger is based upon. 
However for Event D1 and CondEvent T1 this description is missing. 



	
	

	Summary of change:
	Add the description to the section titles.

Impact analysis
Impacted functionality:
NTN measurement events.
Inter-operability:
If the UE is implemented according to this CR and the network is not, there is no inter-operability issue.
If the network is implemented according to this CR, and the UE is not, there is no inter-operability issue.
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Start of changes
[bookmark: _Toc100929717]5.5.4.15	Event D1 (Distance between UE and referenceLocation1 is above threshold1 and distance between UE and referenceLocation2 is below threshold2)	
The UE shall:
1>	consider the entering condition for this event to be satisfied when both condition D1-1 and condition D1-2, as specified below, are fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition D1-3 or condition D1-4, i.e. at least one of the two, as specified below, are fulfilled;
Inequality D1-1 (Entering condition 1)

Inequality D1-2 (Entering condition 2)

Inequality D1-3 (Leaving condition 1)

Inequality D1-4 (Leaving condition 2)

The variables in the formula are defined as follows:
Ml1 is the UE location, represented by the distance between UE and a reference location parameter for this event (i.e. referenceLocation1 as defined within reportConfigNR for this event), not taking into account any offsets.
Ml2 is the UE location, represented by the distance between UE and a reference location parameter for this event (i.e. referenceLocation2 as defined within reportConfigNR for this event), not taking into account any offsets.
Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).
Thresh1 is the threshold for this event defined as a distance, configured with parameter distanceThreshFromReference1, from a reference location configured with parameter referenceLocation1 within reportConfigNR for this event.
Thresh2 is the threshold for this event defined as a distance, configured with parameter distanceThreshFromReference2, from a reference location configured with parameter referenceLocation2 within reportConfigNR for this event.
Ml1 is expressed in meters.
Ml2 is expressed in the same unit as Ml1.
Hys is expressed in the same unit as Ml1.
Thresh1 is expressed in the same unit as Ml1.
Thresh2 is expressed in the same unit as Ml1.
NOTE:	The definition of Event D1 also applies to CondEvent D1.
[bookmark: _Toc100929718]5.5.4.16	CondEvent T1 (Time measured at UE is within a threshold and duration)
The UE shall:
1>	consider the entering condition for this event to be satisfied when condition T1-1, as specified below, is fulfilled;
1>	consider the leaving condition for this event to be satisfied when condition T1-2, as specified below, is fulfilled;
Inequality T1-1 (Entering condition)

Inequality T1-2 (Leaving condition)

The variables in the formula are defined as follows:
Mt is the time measured at UE.
Thresh1 is the threshold parameter for this event (i.e. t1-Threshold as defined within reportConfigNR for this event).
Duration is the duration parameter for this event (i.e. duration as defined within reportConfigNR for this event).
Mt is expressed in ms.
Thresh1 is expressed in the same unit as Mt.
Duration is expressed in the same unit as Mt.
End of changes
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