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	Reason for change:
	· To indicate in scenario as captured in TS 38.133 that LocationMeasuremntIndication can also be used to indicate start/stop for preconfigured measurement gap.

· Also, based upon RAN4 way forward document R4-2210586, Location measurement indication is removed as trigger to change Pre-MG status from activation to deactivation and vice versa. Hence, the UE behaviour needs to be captured. ”The UE is not expected to autonomously activate or deactivate the preconfigured measurement gap after sending LocationMeasurementIndication”

· To include the clause that UE can request measurement gap using MAC CE only if dedicated scheduling request for positioning measurement gap activation/deactivation is configured.

· Editorial correction of name of IE: change from PosGapConfig to PosMeasGapPreConfig


	
	

	Summary of change:
	
· [bookmark: _Hlk114913502]Update section 5.5.6.1 on Location Measurement Indication that UE does not autonomously activate or deactivate the preconfigured measurement gap after sending LocationMeasurementIndication

· Update the clause in section 5.5.6.2 to include dedicated scheduling request for positioning measurement gaps activation/deactivation (schedulingRequestID-PosMG-Request-r17)  needs to be configured before triggering to send UL MAC CE.

· Editorial correction of name of IE: change from PosGapConfig to PosMeasGapPreConfig



Impact Analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality:

Positioning Preconfigured measurement gaps

Inter-operability:
Only UE impacts forseen.

If NW implements according to CR and UE does not
· Risk of preconfigured gap resources being unutilized if UE toggles from/to activation/deactivation 

If UE implements according to CR and NW does not
· No inter-operability seen
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Beginning of Changes
[bookmark: _Toc60776904][bookmark: _Toc100929727][bookmark: _Hlk114914165]5.5.6	Location measurement indication
[bookmark: _Toc60776905][bookmark: _Toc100929728]5.5.6.1	General


Figure 5.5.5.1-1: Location measurement indication
The purpose of this procedure is to indicate to the network that the UE is going to start/stop location related measurements towards E-UTRA or NR (eutra-RSTD, nr-RSTD, nr-UE-RxTxTimeDiff, nr-PRS-RSRP) which require measurement gaps or start/stop detection of subframe and slot timing towards E-UTRA (eutra-FineTimingDetection) which requires measurement gaps and in scenario as defined in clause 9.1.7.2 of TS 38.133 [14] for the preconfigured measurement gap. However, UE does not autonomously activate or deactivate the preconfigured measurement gap after sending LocationMeasurementIndication. UE shall initiate this procedure only after successful AS security activation.
NOTE:	It is a network decision to configure the measurement gap.

[bookmark: _Toc60776906][bookmark: _Toc100929729]5.5.6.2	Initiation
The UE shall:
1>	if and only if upper layers indicate to start performing location measurements towards E-UTRA or NR or start subframe and slot timing detection towards E-UTRA, and the UE requires measurement gaps for these operations while measurement gaps are either not configured or not sufficient:
2>	if preconfigured measurement gaps for positioning and schedulingRequestID-PosMG-Request are configured and the UE considers that at least one of the preconfigured gaps for positioning is sufficient for the location measurement when activated:
3>	trigger the lower layers to initiate the measurement gap activation request using UL MAC CE as specified in TS 38.321 [6];
2> else:
3>	initiate the procedure to indicate start as specified in clause 5.5.6.3;
NOTE 1:	The UE verifies the measurement gap situation only upon receiving the indication from upper layers. If at this point in time sufficient gaps are available, the UE does not initiate the procedure. Unless it receives a new indication from upper layers, the UE is only allowed to further repeat the procedure in the same PCell once per frequency of the target RAT if the provided measurement gaps are insufficient.
NOTE 1a:	When indication is received from upper layers for performing location measurement and there is pre-configured measurement gap configured (not preconfigured measurement gap for positioning), the UE considers this preconfigured measurement gap to be not sufficient if the measurement gap is not considered to be always activated according to clause 9.1.7.2 of TS 38.133 [14].
1>	if and only if upper layers indicate to stop performing location measurements towards E-UTRA or NR or stop subframe and slot timing detection towards E-UTRA:
2>	if there is no activated preconfigured measurement gap for positioning:
3>	initiate the procedure to indicate stop as specified in 5.5.6.3.
2>	else if there is activated preconfigured measurement gap for positioning:
3>	trigger the lower layers to deactivate all the activated measurement gap(s) for positioning as specified in TS 38.321 [6].
NOTE 2:	The UE may initiate the procedure to indicate stop even if it did not previously initiate the procedure to indicate start.
[bookmark: _Toc60776907][bookmark: _Toc100929730]5.5.6.3	Actions related to transmission of LocationMeasurementIndication message
The UE shall set the contents of LocationMeasurementIndication message as follows:
1>	if the procedure is initiated to indicate start of location related measurements:
2>	if the procedure is initiated for RSTD measurements towards E-UTRA:
3>	set the measurementIndication to the eutra-RSTD according to the information received from upper layers;
2>	else if the procedure is initiated for positioning measurement towards NR:
3>	set the measurementIndication to the nr-PRS-Measurement according to the information received from upper layers;
1>	else if the procedure is initiated to indicate stop of location related measurements:
2>	set the measurementIndication to the value release;
1>	if the procedure is initiated to indicate start of subframe and slot timing detection towards E-UTRA:
2>	set the measurementIndication to the value eutra-FineTimingDetection;
1>	else if the procedure is initiated to indicate stop of subframe and slot timing detection towards E-UTRA:
2>	set the measurementIndication to the value release;
1> submit the LocationMeasurementIndication message to lower layers for transmission, upon which the procedure ends.

Next Change
[bookmark: _Toc60777253][bookmark: _Toc100930151]
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–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapToAddModList-r17           SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF GapConfig-r17                    OPTIONAL,   -- Need N
    gapToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    posMeasGapPreConfigToAddModList-r17      PosMeasGapPreConfigToAddModList-r17                                OPTIONAL,   -- Need N
    posMeasGapPreConfigToReleaseList-r17     PosMeasGapPreConfigToReleaseList-r17                               OPTIONAL    -- Need N
    ]]

}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]]
}

GapConfig-r17 ::=                   SEQUENCE {
    measGapId-r17                       MeasGapId-r17,
    gapType-r17                         ENUMERATED {perUE, perFR1, perFR2},
    gapOffset-r17                       INTEGER (0..159),
    mgl-r17                             ENUMERATED {ms1, ms1dot5, ms2, ms3, ms3dot5, ms4, ms5, ms5dot5, ms6, ms10, ms20},
    mgrp-r17                            ENUMERATED {ms20, ms40, ms80, ms160},
    mgta-r17                            ENUMERATED {ms0, ms0dot25, ms0dot5, ms0dot75},
    refServCellIndicator-r17            ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL,   -- Cond NEDCorNRDC
    refFR2-ServCellAsyncCA-r17          ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    preConfigInd-r17                    ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    ncsgInd-r17                         ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    gapAssociationPRS-r17               ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    gapSharing-r17                      MeasGapSharingScheme                                                OPTIONAL,   -- Need R
    gapPriority-r17                     GapPriority-r17                                                     OPTIONAL,   -- Need R
    ...
}

[bookmark: _Hlk114921301]PosMeasGapPreConfigToAddModList-r17 ::= SEQUENCE (SIZE (1..maxNrofPreConfigPosGapId-r17)) OF PosMeasGapPreConfig-r17

PosMeasGapPreConfigToReleaseList-r17 ::= SEQUENCE (SIZE (1..maxNrofPreConfigPosGapId-r17)) OF MeasPosMeasPreConfigGapId-r17

PosMeasGapPreConfig-r17 ::=                SEQUENCE {
    measPosPreConfigGapId-r17           MeasPosMeasPreConfigGapId-r17,
    gapOffset-r17                       INTEGER (0..159),
    mgl-r17                             ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20},
    mgrp-r17                            ENUMERATED {ms20, ms40, ms80, ms160},
    mgta-r17                            ENUMERATED {ms0, ms0dot25, ms0dot5},
    gapType-r17                         ENUMERATED {perUE, perFR1, perFR2},
    ...
}

MeasPosMeasPreConfigGapId-r17 ::= INTEGER (1..maxNrofPreConfigPosGapId-r17)

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapAssociationPRS
Indicates that PRS measurement is associated with this measurement gap. The network only includes this field for one per UE gap. If concurrent gap (i.e. one of the gap combination as defined in Table 9.1.8-1 in TS 38.133 [14]) is configured and no gap is configured with this field, the PRS measurement is associated with the gap configured via gapUE, if available.

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1. If ncsgInd-r17 is present, this offset value refers to the starting point of VIL1 (the visible interruption length before the ML).

	gapPriority
Indicates the priority of this measurement gap (see TS 38.133 [14], clause FFS). Value 1 indicates highest priority, value 2 indicates second level priority, and so on.

	gapSharing
Indicates the measurement gap sharing scheme that applies to this GapConfig. For applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to scheme "00", value scheme01 corresponds to scheme "01", and so on.

	gapToAddModList
A list of of measurement gap configuration to be added or modified. If more than one measurement gap is configured (i.e. concurrent measurement gap as specified in TS 38.133[14], clause 9.1.8), the maximum number of configured measurement gap is limited by the gap combinations defined in Table 9.1.8-1 in TS 38.133 [14]. The network configures at most one NCSG or pre-configured measurement gap for a given gap type. In this version of the specification, the network configures this field only in NR standalone. This field is used only for a UE that supports pre-configured measurement gap, concurrent measurement gap, or NCSG. In this version of the specification, the network does not configure concurrent measurement gap together with MUSIM gap or preconfigured measurement gap for positioning.

	gapToReleaseList
A list of measurement gap configuration to be released.

	gapType
Indicates the type of this measurement gap. Value perUE indicates that it is a per UE measurement gap, value perFR1 indicates that it is an FR1 measurement gap, and value perFR2 indicates that it is an FR2 measurement gap.

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	measGapId
The ID of this measurement gap configuration.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. If ncsgInd-r17 is not present, the measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. If ncsgInd-r17 is present, this field indicates the measurement length (ML) in NCSG pattern and is configured according to Table 9.1.9.3-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 is present, UE shall ignore the mgl (without suffix). Value ms1, ms2, and ms5 can only be configured if ncsgInd is present.

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14] , or according to clause 9.1.9 of TS 38.133 [14] if ncsgInd is present. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms, ms0dot5 corresponds to 0.5 ms and ms0dot75 corresponds to 0.75 ms. For FR2, the network only configures 0 ms and 0.25 ms if ncsgInd is not present. If ncsgInd is present, the network only configures 0ms for per-UE NCSG and FR1 NCSG and only configures 0ms or 0.75ms for FR2 NCSG. Value ms0dot75 can only be configured if ncsgInd is present.

	ncsgInd
Indicates that the measurement gap is a NCSG as specified in 38.133 [14].

	posMeasGapPreConfigToAddModList
List of preconfigured measurement gap for positioning to add and/or modify. All the gaps configured are associated with the measurement of PRS for RSTD, UE-RxTx Time Difference, PRS-RSRP and PRS-RSRPP as defined in TS 38.215 [9]. In this version of the specification, the network does not configure preconfigured measurement gap for positioning together with concurrent measurement gap or MUSIM gap.

	posMeasGapPreConfigToReleasList
List of preconfigured measurement gap for positioning to release.

	preConfigInd
Indicates whether the measurement gap is a pre-configured measurement gap.

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.




	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.




End of Changes
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