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	Reason for change:
	To capture missing behaviour of RRC Inactive mode positioning
· Aperiodic UL-SRS is not supported in RRC Inactive

· Additionally, RAN3 have added the UE Reporting Information from LMF to gNB in the POSITIONING INFORMATION REQUEST message, which is used for allocating CG-SDT proper resources when positioning a UE in RRC Inactive mode. 

	
	

	Summary of change:
	Adding missing impacts for RRC Inactive mode positioning in section 7.9
· Table has been added to reflect CG-SDT resource config based upon UE reporting intervals.
· Aperidoic UL-SRS not supported has been specified.

Impact Analysis
Impacted 5G architecture options: NR SA

Impacted functionality:

RRC Inactive Positioning

Inter-operability:
No Inter-operability seen
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Beginning of Changes
[bookmark: _Toc109049816][bookmark: _Toc37338409][bookmark: _Toc46489254][bookmark: _Toc52567612][bookmark: _Toc109050067][bookmark: _Toc37338408][bookmark: _Toc46489253][bookmark: _Toc52567611][bookmark: _Toc109050066]7.9	Positioning in RRC_INACTIVE state
Positioning may be performed when a UE is in RRC_INACTIVE state. Any uplink LCS or LPP message can be transported in RRC_INACTIVE state. If the UE initiated data transmission using UL SDT, the network can send DL LCS, LPP, RRC Release message (e.g. to configure SRS for UL positioning, if it is supported) and MAC CE to the UE without the need of state transition.
Periodic and Semi-persistent UL-SRS transmission for positioning can be supported whereas aperiodic is not supported in RRC_INACTIVE.
LMF may provide UE reporting information to the gNB for allocating proper Configured Grant SDT resources when positioning a UE as listed in Table 7.9.X.
Table 7.9.X: UE Reporting information that may be transferred from LMF to gNB.
	Information 

	UE Reporting Information:
	- Reporting Amount
	- Reporting Interval
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