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Annex A.5
- It is clarified when a transaction identifier should be include for messages sent over the PC5-RRC.
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Impacted functionality: Transaction identifier for PC5-RRC messages
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1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability issues.

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issues.

3.	 If one UE is implemented according to the CR and another UE is not, there is no inter-operability issues.
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START OF CHANGES
[bookmark: _Toc60777678][bookmark: _Toc100930651]A.5	Guidelines regarding inclusion of transaction identifiers in RRC messages
The following rules provide guidance on which messages should include a Transaction identifier
1:	DL messages on CCCH that move UE to RRC-Idle should not include the RRC transaction identifier.
2:	All network initiated DL messages by default should include the RRC transaction identifier.
3:	All UL messages that are direct response to a DL message with an RRC Transaction identifier should include the RRC Transaction identifier.
4:	All UL messages that require a direct DL response message should include an RRC transaction identifier.
5:	All UL messages that are not in response to a DL message nor require a corresponding response from the network should not include the RRC Transaction identifier.
6:	All PC5-RRC messages that require a direct PC5-RRC response message should include an RRC transaction identifier.
7:	All PC5-RRC messages that are direct response to a PC5-RRC message with an RRC Transaction identifier should include the RRC Transaction identifier.
END OF CHANGES
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