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	Reason for change:
	During RAN2#119-e meeting, RAN2 agreed that SRAP entity is established by remote UE before SRB0 transmission, and SRB0 messages go through SRAP entity. Some changes on the establishment of SRAP entity in RRC specification were already adopted. However, in section 5.3.7.4, UE still needs to establish SRAP entity for SRB1 but actually according to section 5.3.7.3a, UE has already established a SRAP entity if no SRAP entity has been established for SRB0. Therefore, there is no need to establish the SRAP entity for SRB1 when transmitting RRCReestablishmentRequest.

	
	

	Summary of change:
	In section 5.3.7.4, delete the corresponding text procedure to establish the SRAP entity for SRB1.
Impact analysis
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  NR SA, NR-DC, NE-DC, (NG)EN-DC
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NR Sidelink relay 
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If one UE is implemented according to this CR while the other UE is not, there is no inter-operability issue.
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[bookmark: _Toc100929622][bookmark: _Toc60777428][bookmark: _Toc83740384][bookmark: _Hlk100137617][bookmark: _Toc60777008]5.3.7.4	Actions related to transmission of RRCReestablishmentRequest message
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure as specified in 5.3.10.3 or reconfiguration with sync failure as specified in 5.3.5.8.3:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
1>	set the ue-Identity as follows:
2>	set the c-RNTI to the C-RNTI used in the source PCell (reconfiguration with sync or mobility from NR failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the physCellId to the physical cell identity of the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;
3>	with the KRRCint key and integrity protection algorithm that was used in the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	set the reestablishmentCause as follows:
2>	if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.8.2:
3>	set the reestablishmentCause to the value reconfigurationFailure;
2>	else if the re-establishment procedure was initiated due to reconfiguration with sync failure as specified in 5.3.5.8.3 (intra-NR handover failure) or 5.4.3.5 (inter-RAT mobility from NR failure):
3>	set the reestablishmentCause to the value handoverFailure;
2>	else:
3>	set the reestablishmentCause to the value otherFailure;
1>	re-establish PDCP for SRB1;
1>	if the UE is acting as L2 U2N Remote UE:
2>	establish or re-established (e.g. via release and add) SL RLC entity for SRB1;
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
2>	apply the default configuration of PDCP as defined in 9.2.1 for SRB1;
2>	establish the SRAP entity and apply the default configuration of SRAP as defined in 9.2.5 for SRB1;
1> else:
2>	re-establish RLC for SRB1;
2>	apply the default configuration defined in 9.2.1 for SRB1;
1>	configure lower layers to suspend integrity protection and ciphering for SRB1;
NOTE:	Ciphering is not applied for the subsequent RRCReestablishment message used to resume the connection. An integrity check is performed by lower layers, but merely upon request from RRC.
1>	resume SRB1;
1>	if ta-Report is configured with value enabled and the UE supports TA reporting:
2>	indicate TA report initiation to lower layers;
1>	submit the RRCReestablishmentRequest message to lower layers for transmission.
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