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1	Introduction
Solutions for PTM configuration for UEs in INACTIVE state was discussed in last meeting and following agreement was reached [1] :
For PTM configuration delivery, RAN2 further investigates the following solutions:
Option 1: Dedicated signalling
Option 2: Solution based on SIB+MCCH
We do not preclude some “mix” of the options
Upon cell reselection to neighbour cells during active multicast session, if the configuration of the session is not available for the new cell for UEs in INACTIVE, then the UE is required to resume RRC connection to get the Multicast MRB configuration. 
In this discussion paper, we focus on option 1 and considered what notifications are needed for multicast session received in RRC_INACTIVE state.
2 Discussion
For Multicast in Rel-17, when MBS session is activated, paging message with PagingGroupList-r17 is used to notify the UEs in RRC_IDLE and RRC_INACTIVE. Upon receiving the paging message, UE will setup/resume the RRC connection and network configures the MRB of the MBS session for UEs in RRC_CONNECTED state.
For multicast configured to be received in RRC_INACTIVE state, the activation of the MBS session should also be indicated to UE that has joined the MBS session and the IE PagingGroupList-r17 can be reused.  For UE that has joined the MBS session but in RRC_INACTIVED state and has the PTM configuration, upon receiving the session activation indication, it receives the MBS session directly without resume the RRC Connection. For UEs that has joined the MBS session but does not have the PTM configuration, they need to resume the RRC Connection to get the PTM configuration.
Proposal 1: PagingGroupList-r17 is used to notify the activation of MBS session configured to be received in RRC_INACTIVE state.
In Rel-17, when MBS session is deactivated, UE may be released to RRC_INACTIVE or RRC_IDLE if there is no unicast transmission. Network may also release the MRB for multicast when the multicast is deactivated. But for UE in RRC_INACTIVED state configured to receive multicast, when the multicast is deactivated, it is benefit for UE power saving if UE is notified about the deactivation of the multicast session. Same as multicast activation notification, group paging can also be used to notify the deactivation of multicast.
Proposal 2: group Paging is used to notify the deactivation of MBS session configured to be received in RRC_INACTIVE state.
The PTM configuration for MBS session may need to be updated. In Rel-17, the UE is in RRC_CONNECTED state, RRCReconfiguration message is used to update the PTM configuration without separate indication. But for UE in RRC_INACTIVE, no dedicate RRC signalling can be delivered to UE. So mechanism needs to be defined to notify UE in RRC_INACTIVE state about the updating of PTM configuration for MBS session configured to be received in RRC_INACTIVE state. As in MBS session activation, group paging message can be used for this purpose. Upon receiving the paging message indicating that the PTM configuration needs to be updated, UE configured to receive a MBS session in RRC_INACTIVE state initiates RRC Resume procedure to update the PTM configuration.
Proposal 3: Group Paging is used to notify the updating of PTM configuration of the MBS session configured to be received in RRC_INACTIVE state.
3 Summary
In this section, we summarized our proposals and observation as showed below:
Proposal 1: PagingGroupList-r17 is used to notify the activation of MBS session configured to be received in RRC_INACTIVE state.
Proposal 2: group Paging is used to notify the deactivation of MBS session configured to be received in RRC_INACTIVE state.
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