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1. Introduction
In RAN2#119-e [1], it was agreed that:
· ICBM is one scenario considered for L1L2 mobility, but is not the only one, and is not a prerequisite for using L1L2 mobility.

· Measurement delay can/may be considered in this work

· Assume that we rely on L1 measurements to trigger L1L2 mobility (still measurement for preparation could be L3, FFS)

In this paper, we discuss on ICBM enhancements for L1/L2 mobility.
2. Discussion
In Rel-17 feMIMO, inter-cell beam management (ICBM) was introduced to support L1 measurement and reporting based on SSB resources associated with PCIs different from the PCI of the serving cell. In the last meeting, it was agreed that ICBM is one scenario considered for L1L2 mobility. In our view, Rel-17 ICBM can be used as the baseline for ICBM for L1/L2 mobility.

Proposal 1 Rel-17 ICBM can be used as the baseline for ICBM for L1/L2 mobility.
In Rel-17 feMIMO, it was discussed ICBM for serving cell change scenario, but finally it was concluded that Rel-17 ICBM does not support this scenario. Moreover, it was also agreed that ICBM is not a prerequisite for using L1L2 mobility. By considering that Rel-18 L1/L2 mobility supports the serving cell change scenario, RAN2 should discuss which parts of the signaling for Rel-17 ICBM can be reused and which parts can be merged with Rel-18 L1/L2 mobility to design all supported scenarios commonality.
Proposal 2 RAN2 should discuss which parts of the signaling for Rel-17 ICBM can be reused and which parts can be merged with Rel-18 L1/L2 mobility to design all supported scenarios commonality.
3. Conclusion

In this contribution, we made the following proposals:
Proposal 1 Rel-17 ICBM can be used as the baseline for ICBM for L1/L2 mobility.
Proposal 2 RAN2 should discuss which parts of the signaling for Rel-17 ICBM can be reused and which parts can be merged with Rel-18 L1/L2 mobility to design all supported scenarios commonality.
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