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	Reason for change:
	In 4.2.21.1,feature group not supported by RedCap UE  are explicitly listed, and other features not listed there are assumed to be supproted by RedCap UEs, as specified below.

	CA, MR-DC, DAPS, CPAC and IAB (i.e., the RedCap UE is not expected to act as IAB node) related UE features and corresponding capabilities are not supported by RedCap UEs. All other feature groups or components of the feature groups as captured in TR 38.822 [24] as well as capabilities specified in this specification remain applicable for RedCap UEs same as non-RedCap UEs, unless indicated otherwise.
It would be difficult for RedCap UE to support NTN becaue link budget of NTN link would be insufficient for RedCap UEs and NTN requires extra capabilities to enable NTN on top of TN capabilities, which is not acceptable for RedCap UE. 


	
	

	Summary of change:
	
It is clarified that NTN is not supported by RedCap UEs in 4.2.21.1 

Impact analysis
Impacted functionality:
NTN, RedCap

Inter-operability:
If the NW is implemented according to the CR while the UE is not, no inter-operability is foreseen. 

If the UE is implemented according to the CR while the network is not, no inter-operability is foreseen.


	
	

	Consequences if not approved:
	It remains unclear if NTN can be supported by RedCap UEs
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START OF CHANGE
[bookmark: _Toc109083432]4.2.21.1	Definition of RedCap UE
RedCap UE is the UE with reduced capability:
-	The maximum bandwidth is 20 MHz for FR1, and is 100 MHz for FR2. UE features and corresponding capabilities related to UE bandwidths wider than 20 MHz in FR1 or wider than 100 MHz in FR2 are not supported by RedCap UEs;
-	The maximum mandatory supported DRB number is 8;
-	The mandatory supported PDCP SN length is 12 bits while 18 bits being optional;
-	The mandatory supported RLC AM SN length is 12 bits while 18 bits being optional;
-	For FR1, 1 DL MIMO layer if 1 Rx branch is supported, and 2 DL MIMO layers if 2 Rx branches are supported; for FR2, either 1 or 2 DL MIMO layers can be supported, while 2 Rx branches are always supported. For FR1 and FR2, UE features and corresponding capabilities related to more than 2 UE Rx branches or more than 2 DL MIMO layers, as well as UE features and capabilities related to more than 1 UE Tx branch or more than 1 UL MIMO layer are not supported by RedCap UEs;
-	CA, MR-DC, DAPS, CPAC, NTN and IAB (i.e., the RedCap UE is not expected to act as IAB node) related UE features and corresponding capabilities are not supported by RedCap UEs. All other feature groups or components of the feature groups as captured in TR 38.822 [24] as well as capabilities specified in this specification remain applicable for RedCap UEs same as non-RedCap UEs, unless indicated otherwise.
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