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1. Overall Description:
RAN2 has discussed the 3 questions for Key Issue #3: Network Slice Area of Service for services not mapping to existing TAs boundaries, and Temporary network slices and would like to share the following understanding with SA2 and RAN3.

1. Whether NG-RAN can broadcast one or more Secondary TAIs (up to a number RAN2 agrees, we note that for NTN is already possible to broadcast TWO TACs) via an updated SIB or new SIB, and report them to the CN and between gNBs as per existing Tracking Area related information exchange procedures but with indication they are secondary. The additional TAIs are associated with specific S-NSSAI(s) like the existing TAs and will be treated by UEs supporting secondary TAs as a normal Tracking area from RM standpoint (as described in solution#9)
[RAN2 answer] RAN2 understand NG-RAN can now broadcast more than one TAIs per PLMN per cell, with the association between TAIs and NSAGs provided but not differentiate which is the primary TAI and which are the secondary TAI(s). RAN2 impact is foreseen if such differentiation is required when broadcasting the TAIs.

2. Whether the NG-RAN can be configured with a slice availability on a per-cell basis and
a)  inform AMF and other gNBs in NGAP messages (as described in solution#11 and others)
b) Whether in Constrained Service Area the network slice is still supported but since no dedicated resources are allocated for the network slice the SLA of the network slice is not guaranteed.(as described in solution#45).
[RAN2 answer] RAN2 understand slice availability on a per cell basis can be supported in the Uu interface but whether the NG-RAN can inform AMF and other gNBs in NGAP messages the slice availability per cell basis or whether in Constrained Service Area the network slice is still supported but since no dedicated resources are allocated for the network slice the SLA of the network slice is not guaranteed is within RAN3 scope.

3. The NG-RAN receives in solution 29 (but conceivably this would be needed for similar solutions) the partially allowed S-NSSAIs in addition to the Allowed NSSAI. Can the NG-RAN in principle trigger handover procedure to a supporting TAI of the partially allowed S-NSSAIs when it is possible to do so? this can happen while in connected mode or when the UE is engaged in transition from Idle to connected mode. The reason is to enable the support of the maximum number of S-NSSAIs in the Allowed and partly allowed S-NSSAIs lists.
[RAN2 answer] RAN2 understand whether the NG-RAN can trigger handover procedure to a supporting TAI of the partially allowed S-NSSAIs should be evaluated by RAN3 while any enhancement to the MT procedure requiring paging triggered cell reselection or indication of preferred band or slice information via paging would have RAN2 impact and requires further discussion.

2. Actions:
RAN2 kindly asks SA2 and RAN3 to take the above RAN2 understanding into account and provide feedback, if any.

3. Date of Next TSG-RAN WG2 Meetings:
RAN2#120           2022-11-14	2022-11-18	Toulouse, FR
RAN2#121       	    2023-02-27	2023-03-03	Athens, GR



