[bookmark: _GoBack]3GPP TSG-RAN WG2 Meeting #119bis-e	R2-2210721
Online, 10 - 19 October 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.331
	CR
	3563
	rev
	-
	Current version:
	Draftv2 17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Corrections for further MR-DC enhancements

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	RAN2

	
	

	Work item code:
	LTE_NR_DC_enh2-Core
	
	Date:
	2022-09-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	1) It is captured that the scg-State is not included in RRCReconfiguration if CPA or CPC is configured but it is missing that CPC cannot be configured if the SCG is deactivated.
2) Conditional event A4 was added in Rel-17 and seems applicable to Rel-16 features like CHO and intra-SN CPC, or for Rel-17 inter-SN CPC, while RAN2 only considered it for CPA (and for CHO in NTN). Also, RAN2 agreed to only use conditional event A4 for CPA and MN-initated CPC.

	
	

	Summary of change:
	1) In 5.3.5.2, add "and the SCG is not deactivated" in the condition to include conditionalReconfiguration for CPC
2) In the field description of condExecutionCond and condExecutionSCG, clarify that the usage of conditional events.
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[bookmark: _Toc60776735][bookmark: _Toc100929533]5.3	Connection control
[bookmark: _Toc60776757][bookmark: _Toc100929555]5.3.5	RRC reconfiguration
5.3.5.2	Initiation
The Network may initiate the RRC reconfiguration procedure to a UE in RRC_CONNECTED. The Network applies the procedure as follows:
-	the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is performed only when AS security has been activated;
-	the establishment of BH RLC Channels for IAB is performed only when AS security has been activated;
-	the establishment of Uu Relay RLC channels and PC5 Relay RLC channels (other than SL-RLC0 and SL-RLC1, that is established before RRC connection establishment) for L2 U2N Relay UE is performed only when AS security has been activated, and the establishment of PC5 Relay RLC channels for L2 U2N Remote UE (other than SL-RLC0 and SL-RLC1, that is established before RRC connection establishment) is performed only when AS security has been activated;
-	the addition of Secondary Cell Group and SCells is performed only when AS security has been activated;
-	the reconfigurationWithSync is included in secondaryCellGroup only when at least one RLC bearer or BH RLC channel is setup in SCG;
-	the reconfigurationWithSync is included in masterCellGroup only when AS security has been activated, and SRB2 with at least one DRB or multicast MRB or, for IAB, SRB2, are setup and not suspended;
-	the conditionalReconfiguration for CPC is included only when at least one RLC bearer is setup in SCG and the SCG is not deactivated;
-	the conditionalReconfiguration for CHO or CPA is included only when AS security has been activated, and SRB2 with at least one DRB or multicast MRB or, for IAB, SRB2, are setup and not suspended.



	

[bookmark: _Toc60777073][bookmark: _Toc100929946]6	Protocol data units, formats and parameters (ASN.1)
[bookmark: _Toc60777137][bookmark: _Toc100930015]6.3	RRC information elements
[bookmark: _Toc60777158][bookmark: _Toc100930042][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777200][bookmark: _Toc100930088]–	CondReconfigToAddModList
The IE CondReconfigToAddModList concerns a list of conditional reconfigurations to add or modify, with for each entry the condReconfigId and the associated condExecutionCond/condExecutionCondSCG and condRRCReconfig.
CondReconfigToAddModList information element
-- ASN1START
-- TAG-CONDRECONFIGTOADDMODLIST-START

CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16

CondReconfigToAddMod-r16 ::=     SEQUENCE {
    condReconfigId-r16               CondReconfigId-r16,
    condExecutionCond-r16            SEQUENCE (SIZE (1..2)) OF MeasId                      OPTIONAL,    -- Need M
    condRRCReconfig-r16              OCTET STRING (CONTAINING RRCReconfiguration)          OPTIONAL,    -- Cond condReconfigAdd
    ...,
    [[
    condExecutionCondSCG-r17         OCTET STRING (CONTAINING CondReconfigExecCondSCG-r17) OPTIONAL     -- Need M
    ]]
}

CondReconfigExecCondSCG-r17 ::=  SEQUENCE (SIZE (1..2)) OF MeasId

-- TAG-CONDRECONFIGTOADDMODLIST-STOP
-- ASN1STOP

	CondReconfigToAddMod field descriptions

	condExecutionCond
The execution condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration for CHO, CPA, intra-SN CPC without MN involvement or MN initiated inter-SN CPC. When configuring 2 triggering events (Meas Ids) for a candidate cell, network ensures that both refer to the same measObject. For CHO, if the network configures condEventD1 or condEventT1 for a candidate cell, the network configures a second triggering event condEventA3, condEventA4 or condEventA5 for the same candidate cell. The Nnetwork does not configure both condEventD1 and condEventT1 for the same candidate cell. Except for NTN, the network never indicates a MeasId associated with condEventA4 for CHO. For CPA and for CPC configured by the MCG, the network only indicates MeasId(s) associated with condEventA4. For CPC configured by the SCG, the network only indicates MeasId(s) associated with condEventA3 or condEventA5.

	condExecutionCondSCG
Contains execution condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration for SN initiated inter-SN CPC. The Meas Ids refer to the measConfig associated with the SCG. When configuring 2 triggering events (Meas Ids) for a candidate cell, network ensures that both refer to the same measObject. For each condReconfigId, the network always configures either condExecutionCond or condExecutionCondSCG (not both). The network only indicates MeasId(s) associated with condEventA3 or condEventA5.

	condRRCReconfig
The RRCReconfiguration message to be applied when the condition(s) are fulfilled. The RRCReconfiguration message contained in condRRCReconfig cannot contain the field conditionalReconfiguration or the field daps-Config.



	Conditional Presence
	Explanation

	condReconfigAdd
	The field is mandatory present when a condReconfigId is being added. Otherwise the field is optional, need M.




