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	Reason for change:
	SA2 and CT1 has confirmed that NSAG information and the allowed/requested S-NSSAIs will be provided from NAS layer to AS layer, which implies that AS layer is expected to filer the NSAG information based on the allowed/requested S-NSSAIs and only the NSAG information associated with the allowed/requested S-NSSAIs will be considered in slice based cell reselection. But the allowed S-NSSAIs or the requested S-NSSAIs are not considered in cell reselection in the latest 38.304.

	
	

	Summary of change:
	1. Replace “NSAGs and their priorities” with “NSAG information” as the NSAG information covers the priority of the NSAG based on the definition in 24.501-i10.
2. Add the allowed/requested S-NSSAIs as factors to be considered when UE derives reselection priorities for slice-based cell reselection and emphasize that only the NSAG information associated with the allowed/requested S-NSSAIs will be considered in slice based cell reselection.
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[bookmark: _Toc76506097][bookmark: _Toc108988334][bookmark: _Toc46502288][bookmark: _Toc37298526][bookmark: _Toc52749265][bookmark: _Toc60788173][bookmark: _Toc29245183]5.2.4.11	Reselection priorities for slice-based cell reselection
The UE derives reselection priorities for slice-based cell reselection by using:
-	NSAGs and their priorities information provided by NAS,
-	the allowed S-NSSAIs or the requested S-NSSAIs provided by NAS,
-	sliceInfoList and or sliceInfoListDedicated per frequency with nsag-CellReselectionPriority per NSAG, if provided in system information and/or dedicated signalling,
-	cellReselectionPriority per frequency provided in system information and/or dedicated signalling.
The UE considers an NR frequency to support all slices of an NSAG if
-	the nsag-ID and TA of the NSAG as provided by NAS are indicated for the NR frequency (see TS 38.331).
The UE considers a cell on an NR frequency to support all slices of an NSAG if
-	the nsag-ID and TA of the NSAG as provided by NAS are indicated for the NR frequency (see TS 38.331); and
-	the cell is either listed in the sliceAllowedCellListNR (if provided in the used slice-based cell reselection information) or the cell is not listed in the sliceExcludedCellListNR (if provided in the used slice-based cell reselection information); or
-	Neither sliceAllowedCellListNR nor sliceExcludedCellListNR is configured in the used slice-based cell reselection information
The UE shall derive reselection priorities for slice-based cell reselection according to the following rules:
-	Frequencies that support at least one prioritized NSAG associated with the allowed S-NSSAIs or the requested S-NSSAIs received from NAS have higher reselection priority than frequencies that support none of the NSAG(s) received from NAS.
-	Frequencies that support at least one NSAG associated with the allowed S-NSSAIs or the requested S-NSSAIs provided by NAS are prioritised in the order of the NAS-provided priority for the NSAG associated with the allowed S-NSSAIs or the requested S-NSSAIs provided by NAS and with highest priority supported on the frequency.
-	Among the frequencies (one or multiple) that support the highest prioritised NSAG(s) associated with the allowed S-NSSAIs or the requested S-NSSAIs provided by NAS with the same NAS-provided priorities, the frequencies are prioritized in the order of their highest nsag-CellReselectionPriority given for these NSAG(s). If no nsag-CellReselectionPriority is given for a NSAG associated with the allowed S-NSSAIs or the requested S-NSSAIs provided at a frequency, the lowest priority value is used (i.e, lower than any of the network configured values for these frequencies).
-	Frequencies that support none of the NSAG(s) associated with the allowed S-NSSAIs or the requested S-NSSAIs provided by NAS are prioritized in the order of their cellReselectionPriority;
[bookmark: _Hlk112425031]For a UE performing slice-based cell reselection, if the highest ranked cell or best cell in a frequency fulfils the inter- freqeuency cell reselection criteria (see clause 5.2.4.5) based on reselection priority for the frequency and NSAG derived according to this clause or fulfils intra-frequency and equal priority inter-frequency cell reselection criteria (see clause 5.2.4.6), but this cell does not support the NSAG according to this clause,
-	if this cell supports any other NSAG(s) according to this clause, the UE shall re-derive a reselection priority for the frequency by considering the NSAG(s) supported by this cell (rather than those of the corresponding NR frequency);
-	Otherwise, the UE shall re-derive a reselection priority for the frequency as if none of the NSAG(s) provided by NAS is supported.
This re-derived reselection priority is used for a maximum of 300 seconds, or until new information of NSAG(s) and their priorities are received from NAS. UE shall ensure the cell reselection criteria above are fulfilled based on the newly derived priorities.
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