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	Reason for change:
	In 38.321, for suppoting the unified TCI state for SRS resources, the SP/AP SRS TCI state Indication MAC CE is introduced. In the field description of TCI State BWP IDi as shown below:
TCI State BWP IDi: This field indicates a UL BWP as the codepoint of the DCI bandwidth part indicator field as specified in TS 38.212 [9], on which the TCI State used for SRS resource i is located. The length of the field is 2 bits;
Only UL BWP is indicated by such field, however, the unified TCI state type for one serving cell can be indicated as either joint or separate by the IE 
unifiedTCI-StateType-r17, if this element indicating as joint, the TCI state is configured within the DL BWP, otherwise, the TCI state is configured within the UL BWP then. Therefore, the TCI State BWP IDi can indicate either DL BWP or UL BWP which is dependent on the value of the unifiedTCI-StateType-r17 configured in the serving cell indicated by TCI State Serving Cell IDi

	
	

	Summary of change:
	1: Clarify the BWP type in the field description of the TCI State BWP IDi:
If value of unifiedTCI-StateType in the serving cell indicated by TCI State Serving Cell IDi is joint, this field indicates a DL BWP. Otherwise, this field indicates a UL BWP.
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Inter-operability: 
If NW implements according to this CR but UE not, UE cannot map the SRS with the correct TCI state by the indication of the MAC CE. 
If UE implements according to this CR but NW not, NW have no idea how to configure the TCI state which is located in the DL BWP for one SRS resource by AP/SP SRS TCI State Indication MAC CE
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[bookmark: _Toc115558071][bookmark: _Toc60868240][bookmark: _Toc60777459][bookmark: _Toc60777448][bookmark: _Toc60868229]6.1.3.59	SP/AP SRS TCI State Indication MAC CE
The SP/AP SRS TCI State Indication MAC CE is identified by a MAC subheader with eLCID as specified in Table 6.2.1-1b. It has a variable size with following fields:
-	A/D: This field indicates whether to activate or deactivate indicated SP SRS resource set. The field is set to 1 to indicate activation, otherwise it indicates deactivation. If the indicated SRS resource set ID is for the AP SRS resource set, MAC entity shall ignore this field;
-	SRS Resource Set's Cell ID: This field indicates the identity of the Serving Cell, which contains the indicated SP/AP SRS Resource Set. If the C field is set to 0, this field also indicates the identity of the Serving Cell associated with all TCI states indicated by the TCI State IDi fields. The length of the field is 5 bits;
-	SRS Resource Set's BWP ID: This field indicates a UL BWP as the codepoint of the DCI bandwidth part indicator field as specified in TS 38.212 [9], which contains the indicated SP/AP SRS Resource Set. If the C field is set to 0, this field also indicates the identity of the BWP associated with all TCI states indicated by the TCI State IDi fields. The length of the field is 2 bits;
-	C: This field indicates whether the octets containing TCI State Serving Cell ID field(s) and TCI State BWP ID field(s) are present. If this field is set to 1, TCI State Serving Cell ID field(s) and TCI State BWP ID field(s) are present, otherwise they are not present so MAC entity shall ignore TCI State Serving Cell ID field(s) and TCI State BWP ID field(s);
-	SUL: This field indicates whether the MAC CE applies to the NUL carrier or SUL carrier configuration. This field is set to 1 to indicate that it applies to the SUL carrier configuration, and it is set to 0 to indicate that it applies to the NUL carrier configuration;
-	SRS Resource Set ID: This field indicates the SP/AP SRS Resource Set ID identified by SRS-ResourceSetId as specified in TS 38.331 [5]. The length of the field is 4 bits;
-	TCI State Serving Cell IDi: This field indicates the identity of the Serving Cell on which the TCI State used for SRS resource i is located. The length of the field is 5 bits;
-	TCI State BWP IDi: This field indicates a UL BWP as the codepoint of the DCI bandwidth part indicator field as specified in TS 38.212 [9], on which the TCI State used for SRS resource i is located. If value of unifiedTCI-StateType in the serving cell indicated by TCI State Serving Cell IDi is joint, this field indicates a DL BWP. Otherwise, this field indicates a UL BWP. The length of the field is 2 bits;
-	TCI State IDi: This field contains an identifier of the TCI state used for SRS resource i. TCI State ID0 refers to the first SRS resource within the resource set, TCI State ID1 refers to the second one and so on. If joint/downlink TCI State is used, 7-bits length TCI state ID i.e. TCI-StateId as specified in TS 38.331 [5] is used. If separate downlink and uplink TCI State is used, the most significant bit of TCI state ID is considered as a reserved bit and the remaining 6 bits indicate the UL-TCIState-Id as specified in TS 38.331 [5]. The length of the field is 7 bits. This field is only present if MAC CE is used for activation of SP SRS resource set, i.e. the A/D field is set to 1, or for AP SRS resource set;
-	R: Reserved bit, set to 0.


Figure 6.1.3.59-1: SP/AP SRS TCI State Indication MAC CE

	End of the change
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