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	Title:	
	[bookmark: OLE_LINK45][bookmark: OLE_LINK44][bookmark: OLE_LINK62][bookmark: OLE_LINK63]Corrections on derivation of pathloss reference for TA validation of SRS

	
	

	Source to WG:
	CATT

	Source to TSG:
	R2

	
	

	Work item code:
	NR_pos_enh-Core
	
	Date:
	2022-11-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)s
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
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Rel-18	(Release 18)
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	Reason for change:
	The rule of “Derivation of pathloss reference for TA validation of SRS for Positioning transmission and CG-SDT in RRC_INACTIVE” is defined in section 5.7.17 of TS 38.331. 
According to the current spec, when the nrofSS-BlocksToAverage is not present in SIB2, UE will “derive the downlink pathloss reference RSRP for TA validation as the linear average of the power values of up to nrofSS-BlocksToAverage of the highest beam measurement quantity values above absThreshSS-BlocksConsolidation”. However the right operation for UE should be “derive the downlink pathloss reference RSRP for TA validation as the highest beam measurement quantity value” when the nrofSS-BlocksToAverage is not present in SIB2.


	
	

	Summary of change:
	1. Add the sentence “nrofSS-BlocksToAverage or” in section 5.7.17.


Impact analysis:
Impacted 5G architecture options:
SA, NE-DC, NR-DC

Impacted functionality:
TA validation of SRS

Inter-operability:
No inter-operability issue forseen.


	
	

	Consequences if not approved:
	UE will perform wrong operation when the nrofSS-BlocksToAverage is not present in SIB2.


	
	

	Clauses affected:
	5.7.17
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Start of change 
[bookmark: _Toc60776707][bookmark: _Toc100929498]5.7.17	Derivation of pathloss reference for TA validation of SRS for Positioning transmission and CG-SDT in RRC_INACTIVE
Upon request from lower layer for pathloss reference derivation for TA validation for SRS for Positioning transmission or CG-SDT in RRC_INACTIVE, the UE shall:
1>	acquire SIB2, if stored version is invalid;
[bookmark: _GoBack]1>	if nrofSS-BlocksToAverage or absThreshSS-BlocksConsolidation is not present or if absThreshSS-BlocksConsolidation is present and the highest beam measurement quantity value is below or equal to absThreshSS-BlocksConsolidation:
2>	derive the downlink pathloss reference RSRP for TA validation as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [24];
1>	else:
2>	derive the downlink pathloss reference RSRP for TA validation as the linear average of the power values of up to nrofSS-BlocksToAverage of the highest beam measurement quantity values above absThreshSS-BlocksConsolidation, where each beam measurement quantity is described in TS 38.215 [24].
End of change 
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