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	Reason for change:
	1. In the field descriptions of ugl and ugrp the references to Table 9.1.7 in TS 38.133 are wrong. The values of ugl and ugrp are specified in Table 9.1.11-1.

2. There are editorial issues in the field descriptions of ugl and ugrp which need to be fixed.

3. The presence of field refFR2-ServCellAsyncCA-r17 is either conditionally mandatory or absent. But the latter is missing in the description of the condition AsyncCA.


	
	

	Summary of change:
	1. In the field descriptions of ugl and ugrp the incorrect references to Table 9.1.7 in TS 38.133 have been fixed to Table 9.1.11-1.

2. The editorial issues in the field descriptions of ugl and ugrp have been fixed.

3. In the description of the condition AsyncCA the case when the field refFR2-ServCellAsyncCA-r17 is absent has been added.


Impact analysis
Impacted 5G architecture options: 
NR SA, (NG)EN-DC, NE-DC, NR-DC

Impacted functionality: 
FR2 UL Gap

Inter-operability:
There are no interoperability issues.


	
	

	Consequences if not approved:
	Inconsistencies in the specification of FR2 UL Gap remain.
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc60777158][bookmark: _Toc115428949][bookmark: _Hlk54206873][bookmark: _Toc109217608]6.3.2	Radio resource control information elements
<Text omitted>
[bookmark: _Toc115429259]–	UL-GapFR2-Config
The IE UL-GapFR2-Config specifies the FR2 uplink gap configuration.
UL-GapFR2-Config information element
-- ASN1START
-- TAG-UL-GAPFR2-CONFIG-START

UL-GapFR2-Config-r17 ::=      SEQUENCE {
    gapOffset-r17                 INTEGER (0..159),
    ugl-r17                       ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms1},
    ugrp-r17                      ENUMERATED {ms5, ms20, ms40, ms160},
    refFR2-ServCellAsyncCA-r17    ServCellIndex                                                      OPTIONAL -- Cond AsyncCA
}

-- TAG-UL-GAPFR2-CONFIG-STOP
-- ASN1STOP

	UL-GapFR2-Config field descriptions

	gapOffset
Value gapOffset is the gap offset of the FR2 UL gap pattern with UGRP indicated in the field ugrp. The value range is from 0 to ugrp-1.

	refFR2-ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 UL gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	ugl
Value ugl is the gap length in ms of the FR2 UL gap. The FR2 UL gap length is according to in Table 9.1.79.1.11-1 in TS 38.133 [14]. Value ms0dot125 corresponds to 0.125 ms, ms0dot25 corresponds to 0.25 ms and so on. 

	ugrp
Value ugrp is the gap repetition period in (ms) of the FR2 UL gap. The FR2 UL gap repetition period is according to Table 9.1.11-19.1.7 in TS 38.133 [14].



	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 UL gap pattern to UE in:
- (NG)EN-DC, NR SA, NE-DC or NR-DC without FR2-FR2 band combination, with asynchronous CA involving FR2 carriers.
Otherwise, it is absent.
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