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	START OF CHANGES


[bookmark: _Toc100929622][bookmark: _Toc115428519]5.3.5.15.3	L2 U2N Remote UE Addition/Modification
The L2 U2N Relay UE shall:
1>	if no SRAP entity has been established:
2>	establish a SRAP entity as specified in TS 38.351 [66];
1>	for each sl-L2IdentityRemote value included in the sl-RemoteUE-ToAddModList that is not part of the current UE configuration (L2 U2N Remote UE Addition):
2>	configure the parameters to SRAP entity in accordance with the sl-SRAP-Config-Relay;
2>	if SRB1 is included in sl-MappingToAddModList, and no dedicated PC5 Relay RLC channel configuration associated with SRB1 included in the same RRCReconfiguration message,
3>	apply the default configuration of SL-RLC1 as specified in clause 9.2.4 for the SRB1;
1>	for each sl-L2IdentityRemote value included in the sl-RemoteUE-ToAddModList that is part of the current UE configuration (L2 U2N Remote UE modification):
2>	modify the configuration in accordance with the sl-SRAP-Config-Relay;


	

	NEXT CHANGE


[bookmark: _Toc115429377][bookmark: _Toc60777521]6.3.5	Sidelink information elements

[bookmark: _Toc115429397]–	SL-L2RelayUE-Config
The IE SL-L2RelayUE-Config is used to configure L2 U2N relay operation related configurations used by L2 U2N Relay UE, e.g. SRAP-Config.
SL-L2RelayUE-Config information element
-- ASN1START
-- TAG-SL-L2RELAYUE-CONFIG-START

SL-L2RelayUE-Config-r17 ::=        SEQUENCE {
    sl-RemoteUE-ToAddModList-r17       SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-RemoteUE-ToAddMod-r17    OPTIONAL,    -- Need N
    sl-RemoteUE-ToReleaseList-r17      SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-DestinationIdentity-r16  OPTIONAL,    -- Need N
    ...
}

SL-RemoteUE-ToAddMod-r17 ::=       SEQUENCE {
    sl-L2IdentityRemote-r17            SL-DestinationIdentity-r16,
    sl-SRAP-Config-Relay-r17           SL-SRAP-Config-r17                                                    OPTIONAL,    -- Need M
    ...
}

-- TAG-SL-L2RELAYUE-CONFIG-STOP
-- ASN1STOP

	SL-L2RelayUE-Config field descriptions

	sl-RemoteUE-ToAddModList
List of L2 U2N Remote UEs to be added and modified to the L2 U2N Relay UE.

	sl-RemoteUE-ToReleaseList
List of L2 U2N Remote UEs to be released by the L2 U2N Relay UE.



