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Introduction
RAN2 has received a reply LS from SA2 on cast type for discovery message:
	1. Overall Description:
SA2 would like to thank RAN2 for the LS on Cast Type for Discovery message (R2-2206391/ S2-2205424).
SA2 had reviewed the questions and would like to provide the answers as follows:
Q1: Can upper layer provide unicast / groupcast / broadcast cast-type-indicator to AS layer for the delivery of each discovery message?
SA2 answer: It has not been specified that upper layer provides a cast type indication to the AS layer for the delivery of discovery message in TS 23.304. SA2 discussed whether the upper layer can provide cast type to AS layer for the delivery of the discovery message, but such change was not agreed.
Q2: If No to Q1, whether SA2 is fine if all discovery message sent to unicast / groupcast / broadcast destination L2 ID always uses broadcast-type cast-type-indicator in SCI by Tx-UE, and are thus filtered in MAC layer at Rx-UE based on the destination L2 ID of the discovery message and broadcast-type cast-type indicator?
SA2 answer: 
SA2 leaves this for RAN2 to decide.

2. Actions:
To RAN2:
ACTION: 	SA2 kindly ask RAN2 to take the answers into account.


According to SA2’s answer, upper layer will not provide cast type for discovery message to AS layer. So RAN2 need to discuss how to set cast type for discovery message and the impact on current specification. In this paper, we will discuss this issue.
Discussion
[bookmark: OLE_LINK2][bookmark: OLE_LINK1]During RAN2#118, RAN2 discussed how to deliver the discovery messages. AS layer specification requires Tx-UE to carry cast type indicator in SCI, based on which the delivered packet is to be filtered by MAC layer by Rx-UE. But RAN2 noticed that there is no cast type indicator provided to lower layer for discovery message transmission based on the current TS 23.304, so AS layer cannot know the cast type (unicast/groupcast/broadcast) of the destination L2 ID, and thus the AS layer cannot set the cast type of the discovery message based on the destination L2 ID. However, in reply LS R2-2209277, SA2 answered that they did not reach consensus on providing cast type for discovery message to lower layer and they think RAN2 can decide how to set the cast type.
According to RAN2's previous conclusions, if upper layer does not provide cast type indicator for delivery of discovery message to AS layer, all discovery message sent to unicast/groupcast/broadcast destination L2 ID always uses broadcast cast type indicator in SCI by Tx-UE, and are thus filtered in MAC layer at Rx-UE based on the destination L2 ID of the discovery message and broadcast cast type indicator. 
According to current spec TS 38.321, Tx UE need to set cast type indicator to one of broadcast, groupcast and unicast as indicated by upper layers, which is not applicable to discovery message transmission. It is suggested to add a NOTE to clarify that the cast type indicator is always set to broadcast for discovery message transmission.
Proposal 1: Add a NOTE in TS 38.321 to clarify that the cast type indicator is always set to broadcast for discovery message transmission.
Based on the current TS 38.321 specification, when MAC layer perform BC-based filtering, it would check if the received packet is with “BC-based destination L2 ID that of interested”, so if the discovery response message, which use the source L2 ID of discovery message as the destination L2 ID, yet this destination L2 ID is not in the “BC-based destination L2 ID that of interested”, it will be dropped. and one cannot ensure every “source L2 ID of discovery message” is within “BC-based destination L2 ID that of interested” based on the current specification. 
[bookmark: OLE_LINK3]Observation 1: Based on the current MAC specification, if sending all discovery messages using BC manner, it may cause the useful discovery message may by mistake fail to pass the MAC layer filtering, and be discarded” and thus lead to unnecessary discovery failure.
So we think RAN2 can add a NOTE to solve this issue. e.g. “NOTE: If this TB is associated to broadcast and this TB whose logical channel associated LCID is equal to 58, and the DST field of the decoded MAC PDU subheader is equal to the 8 MSB of any of the Source Layer-2 ID(s) of the UE for which the 16 LSB are equal to the Destination ID in the corresponding SCI, deliver the decoded MAC PDU to the disassembly and demultiplexing entity.”
Proposal 2: Add a NOTE to clarify that MAC layer filter will also match Source Layer-2 ID(s) of the UE when receiving discovery message. 
According to current spec TS 38.331, UE need to set sl-CastTypeDisc to the cast type of the associated destination identity configured by the upper layer for the NR sidelink discovery messages transmission in SUI. Since upper layer does not provide cast type for discovery message to AS layer and all discovery message are set to broadcast, the sl-CastTypeDisc IE is useless. So it is suggested to dummy the sl-CastTypeDisc field in SUI and remove related procedure text.
Proposal 3: Correction to TS 38.331: dummy the field sl-CastTypeDisc in SUI and remove related procedure text.
Conclusion
According to the analysis in section 2, it is proposed:
Observation 1: Based on the current AS-layer specification, if sending all discovery messages using BC manner, it may cause “the useful discovery message may by mistake fail to pass the MAC layer filtering, and be discarded” and thus lead to unnecessary discovery failure.
Proposal 1: Add a NOTE in TS 38.321 to clarify that the cast type indicator is always set to broadcast for discovery message transmission.
Proposal 2: Add a NOTE in TS 38.321 to clarify that MAC layer filter will also match Source Layer-2 ID(s) of the UE when receiving discovery message. 
[bookmark: _GoBack]Proposal 3: Correction to TS 38.331: dummy the field sl-CastTypeDisc in SUI and remove related procedure text.
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Annex
< Text proposal of TS38.321 >
[bookmark: _Toc115557967][bookmark: _Toc46490381][bookmark: _Toc37296252][bookmark: _Toc52752076][bookmark: _Toc52796538][bookmark: _Toc12569234]5.22.1.3.1	Sidelink HARQ Entity
The MAC entity includes at most one Sidelink HARQ entity for transmission on SL-SCH, which maintains a number of parallel Sidelink processes.
The maximum number of transmitting Sidelink processes associated with the Sidelink HARQ Entity is 16. A sidelink process may be configured for transmissions of multiple MAC PDUs. For transmissions of multiple MAC PDUs with Sidelink resource allocation mode 2, the maximum number of transmitting Sidelink processes associated with the Sidelink HARQ Entity is 4.
A delivered sidelink grant and its associated Sidelink transmission information are associated with a Sidelink process. Each Sidelink process supports one TB.
For each sidelink grant, the Sidelink HARQ Entity shall:
1>	if the MAC entity determines that the sidelink grant is used for initial transmission as specified in clause 5.22.1.1; or
1>	if the sidelink grant is a configured sidelink grant and no MAC PDU has been obtained in an sl-PeriodCG of the configured sidelink grant; or
1>	if the sidelink grant is a dynamic sidelink grant or selected sidelink grant and no MAC PDU has been obtained in the previous sidelink grant when PSCCH duration(s) and 2nd stage SCI on PSSCH of the previous sidelink grant is not in SL DRX Active time as specified in clause 5.28.3 of any destination that has data to be sent:
NOTE 1:	Void.
2>	(re-)associate a Sidelink process to this grant, and for the associated Sidelink process:
2>	if all PSCCH duration(s) and PSSCH duration(s) for initial transmission of a MAC PDU of the dynamic sidelink grant or the configured sidelink grant is not in SL DRX Active time as specified in clause 5.28.3 of the destination that has data to be sent:
3>	ignore the sidelink grant.
NOTE 1A:	The Sidelink HARQ Entity will associate the selected sidelink grant to the Sidelink process determined by the MAC entity.
3>	obtain the MAC PDU to transmit from the Multiplexing and assembly entity, if any;
3>	if a MAC PDU to transmit has been obtained:
4>	if a HARQ Process ID has been set for the sidelink grant:
5>	(re-)associate the HARQ Process ID corresponding to the sidelink grant to the Sidelink process.
NOTE 1a:	There is one-to-one mapping between a HARQ Process ID and a Sidelink process in the MAC entity configured with Sidelink resource allocation mode 1.
4>	determines Sidelink transmission information of the TB for the source and destination pair of the MAC PDU as follows:
5>	set the Source Layer-1 ID to the 8 LSB of the Source Layer-2 ID of the MAC PDU;
5>	set the Destination Layer-1 ID to the 16 LSB of the Destination Layer-2 ID of the MAC PDU;
5>	(re-)associate the Sidelink process to a Sidelink process ID;
NOTE 1b:	How UE determine Sidelink process ID in SCI is left to UE implementation for NR sidelink.
5>	consider the NDI to have been toggled compared to the value of the previous transmission corresponding to the Sidelink identification information and the Sidelink process ID of the MAC PDU and set the NDI to the toggled value;
NOTE 2:	The initial value of the NDI set to the very first transmission for the associated Sidelink process is left to UE implementation.
NOTE 3:	Void.
5>	set the cast type indicator to one of broadcast, groupcast and unicast as indicated by upper layers;
NOTE X: The cast type indicator is always set to broadcast when upper layer indicating discovery message transmission.
5>	if HARQ feedback has been enabled for the MAC PDU according to clause 5.22.1.4.2;
6>	set the HARQ feedback enabled/disabled indicator to enabled.
5>	else:
6>	set the HARQ feedback enabled/disabled indicator to disabled.
5>	set the priority to the value of the highest priority of the logical channel(s), if any, and a MAC CE, if included, in the MAC PDU;
5>	if HARQ feedback is enabled for groupcast:
6>	if both a group size and a member ID are provided by upper layers and the group size is not greater than the number of candidate PSFCH resources associated with this sidelink grant:
7>	select either positive-negative acknowledgement or negative-only acknowledgement.
NOTE 4:	Selection of positive-negative acknowledgement or negative-only acknowledgement is up to UE implementation.
6>	else:
7>	select negative-only acknowledgement.
6>	if negative-only acknowledgement is selected, UE's location information is available, and sl-TransRange has been configured for a logical channel in the MAC PDU, and sl-ZoneConfig is configured as specified in TS 38.331 [5]:
7>	set the communication range requirement to the value of the longest communication range of the logical channel(s) in the MAC PDU;
7>	determine the value of sl-ZoneLength corresponding to the communication range requirement and set Zone_id to the value of Zone_id calculated using the determined value of sl-ZoneLength as specified in TS 38.331 [5].
5>	set the Redundancy version to the selected value.
4>	deliver the MAC PDU, the sidelink grant and the Sidelink transmission information of the TB to the associated Sidelink process;
4>	instruct the associated Sidelink process to trigger a new transmission.
3>	else:
4>	flush the HARQ buffer of the associated Sidelink process.
1>	else (i.e. retransmission):
2>	if the HARQ Process ID corresponding to the sidelink grant received on PDCCH, the configured sidelink grant or the selected sidelink grant is associated to a Sidelink process of which HARQ buffer is empty; or
2>	if the HARQ Process ID corresponding to the sidelink grant received on PDCCH is not associated to any Sidelink process; or
2>	if PSCCH duration(s) and PSSCH duration(s) for one or more retransmissions of a MAC PDU of the dynamic sidelink grant or the configured sidelink grant is not in SL DRX Active time as specified in clause 5.28.3 of the destination that has data to be sent:
3>	ignore the sidelink grant.
2>	else:
3>	identify the Sidelink process associated with this grant, and for the associated Sidelink process:
4>	deliver the sidelink grant of the MAC PDU to the associated Sidelink process;
4>	instruct the associated Sidelink process to trigger a retransmission.
-----------------------------------------< Next change >---------------------------------------------
[bookmark: _Toc109217645]5.22.2.2.2	Sidelink process
For each PSSCH duration where a transmission takes place for the Sidelink process, one TB and the associated HARQ information is received from the Sidelink HARQ Entity.
For each received TB and associated Sidelink transmission information, the Sidelink process shall:
1>	if this is a new transmission:
2>	attempt to decode the received data.
1>	else if this is a retransmission:
2>	if the data for this TB has not yet been successfully decoded:
3>	instruct the physical layer to combine the received data with the data currently in the soft buffer for this TB and attempt to decode the combined data.
1>	if the data which the MAC entity attempted to decode was successfully decoded for this TB; or
1>	if the data for this TB was successfully decoded before:
2>	if this is the first successful decoding of the data for this TB:
3>	if this TB is associated to unicast, the DST field of the decoded MAC PDU subheader is equal to the 8 MSB of any of the Source Layer-2 ID(s) of the UE for which the 16 LSB are equal to the Destination ID in the corresponding SCI, and the SRC field of the decoded MAC PDU subheader is equal to the 16 MSB of any of the Destination Layer-2 ID(s) of the UE for which the 8 LSB are equal to the Source ID in the corresponding SCI; or
3>	if this TB is associated to groupcast or broadcast and the DST field of the decoded MAC PDU subheader is equal to the 8 MSB of any of the Destination Layer-2 ID(s) of the UE for which the 16 LSB are equal to the Destination ID in the corresponding SCI:
4>	deliver the decoded MAC PDU to the disassembly and demultiplexing entity.
NOTE:	If this TB is associated to unicast and this TB is the first TB of a logical channel which associated LCID is equal to 0 or 1, and the DST field of the decoded MAC PDU subheader is equal to the 8 MSB of any of the Source Layer-2 ID(s) of the UE for which the 16 LSB are equal to the Destination ID in the corresponding SCI, deliver the decoded MAC PDU to the disassembly and demultiplexing entity. Whether the TB is the first TB can be determined based on the Source Layer-2 ID and Destination Layer-2 ID pair.
NOTE Y:	If this TB is associated to broadcast and this TB whose logical channel associated LCID is equal to 58, and the DST field of the decoded MAC PDU subheader is equal to the 8 MSB of any of the Source Layer-2 ID(s) of the UE for which the 16 LSB are equal to the Destination ID in the corresponding SCI, deliver the decoded MAC PDU to the disassembly and demultiplexing entity. 
2>	consider the Sidelink process as unoccupied.
1>	else:
2>	instruct the physical layer to replace the data in the soft buffer for this TB with the data which the MAC entity attempted to decode.
1>	if HARQ feedback is enabled by the SCI:
2>	if negative-only acknowledgement is indicated by the SCI according to clause 8.4.1 of TS 38.212 [9]:
3>	if UE's location information is available and distance beteween UE's location and the central location of the nearest zone that is calculated based on the Zone_id in the SCI and the value of sl-ZoneLength corresponding to the communication range requirement in the SCI as specified in TS 38.331 [5] is smaller or equal to the communication range requirement in the SCI; or
3>	if none of Zone_id and communication range requirement is indicated by the SCI; or
3>	if UE's location information is not available:
4>	if the data which the MAC entity attempted to decode was not successfully decoded for this TB and the data for this TB was not successfully decoded before:
5>	instruct the physical layer to generate a negative acknowledgement of the data in this TB.
2>	if negative-positive acknowledgement or unicast is indicated by the SCI according to clause 8.4.1 of TS 38.212 [9]:
3>	if the data which the MAC entity attempted to decode was successfully decoded for this TB or the data for this TB was successfully decoded before:
4>	instruct the physical layer to generate a positive acknowledgement of the data in this TB.
3>	else:
4>	instruct the physical layer to generate a negative acknowledgement of the data in this TB.
< Text proposal of TS38.331 >
5.8.3.3	Actions related to transmission of SidelinkUEInformationNR message
The UE shall set the contents of the SidelinkUEInformationNR message as follows:
1>	if the UE initiates the procedure to indicate it is (no more) interested to receive NR sidelink communication or to request (configuration/ release) of NR sidelink communication transmission resources or to report to the network that a sidelink radio link failure or sidelink RRC reconfiguration failure has been declared or to report to the network the sidelink DRX configuration for NR sidelink unicast reception or to report to the network the sidelink DRX assistance information or the sidelink DRX configuration reject information for NR sidelink unicast transmission or to report to the network the Destination Layer-2 ID and QoS profile associated with its interested services that sidelink DRX is applied for NR sidelink groupcast or broadcast reception or to report to the network the Destination Layer-2 ID and the sidelink DRX on/off indication for the corresponding destination for NR sidelink groupcast transmission or to indicate it is (no more) interested to receive NR sidelink discovery messages or to request (configuration/ release) of NR sidelink discovery messages transmission resources or to request (configuration/ release) of NR sidelink U2N relay communication transmission resources (i.e. UE includes all concerned information, irrespective of what triggered the procedure):
2>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
3>	if configured by upper layers to receive NR sidelink communication:
4>	include sl-RxInterestedFreqList and set it to the frequency for NR sidelink communication reception;
3>	if configured by upper layers to transmit non-relay NR sidelink communication:
4>	include sl-TxResourceReqList and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink communication resource:
5>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
5>	set sl-CastType to the cast type of the associated destination identity configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-RLC-ModeIndication to include the RLC mode(s) and optionally QoS profile(s) of the sidelink QoS flow(s) of the associated RLC mode(s), if the associated bi-directional sidelink DRB has been established due to the configuration by RRCReconfigurationSidelink;
5>	set sl-QoS-InfoList to include QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink communication transmission;
5>	set sl-InterestedFreqList to indicate the frequency of the associated destination for NR sidelink communication transmission;
5>	set sl-TypeTxSyncList to the current synchronization reference type used on the associated sl-InterestedFreqList for NR sidelink communication transmission.
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from the associated peer UE.
4>	if a sidelink radio link failure or a sidelink RRC reconfiguration failure has been declared, according to clauses 5.8.9.3 and 5.8.9.1.8, respectively;
5>	include sl-FailureList and set its fields as follows for each destination for which it reports the NR sidelink communication failure:
6>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink communication transmission;
6>	if the sidelink RLF is detected as specified in clause 5.8.9.3:
7>	set sl-Failure as rlf for the associated destination for the NR sidelink communication transmission;
6>	else if RRCReconfigurationFailureSidelink is received:
7>	set sl-Failure as configFailure for the associated destination for the NR sidelink communication transmission;
3>	if SIB12 including sl-NonRelayDiscovery and if configured by upper layers to receive NR sidelink non-relay discovery messages, or if SIB12 including sl-L2U2N-Relay and if configured by upper layers to receive NR sidelink L2 U2N relay discovery messages, or if SIB12 including sl-L3U2N-RelayDiscovery and if configured by upper layers to receive NR sidelink L3 U2N relay discovery messages:
4>	include sl-RxInterestedFreqListDisc and set it to the frequency for NR sidelink discovery messages reception;
4>	if the UE is capable of L2 U2N remote UE:
5>	include sl-SourceIdentityRemoteUE and set it to the source identity configured by upper layer for NR sidelink L2 U2N relay communication transmission;
3>	if SIB12 including sl-NonRelayDiscovery and if configured by upper layers to transmit NR sidelink non-relay discovery messages, or if SIB12 including sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink L2 U2N relay discovery messages, or if SIB12 including sl-L3U2N-RelayDiscovery and if configured by upper layers to transmit NR sidelink L3 U2N relay discovery messages:
4>	include sl-TxResourceReqListDisc and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink discovery messages resource:
5>	set sl-DestinationIdentityDisc to the destination identity configured by upper layer for NR sidelink discoverymessages transmission;
5>	if the UE is acting as L2 U2N Relay UE:
6>	set sl-SourceIdentityRelayUE to the source identity configured by upper layer for NR sidelink L2 U2N relay discovery messages transmission;
5>	set sl-CastTypeDisc to the cast type of the associated destination identity configured by the upper layer for the NR sidelink discovery messages transmission;
5>	set sl-TxInterestedFreqListDisc to indicate the frequency of the associated destination for NR sidelink discovery messages transmission;
5>	set sl-TypeTxSyncListDisc to the current synchronization reference type used on the associated sl-InterestedFreqList for NR sidelink discovery messages transmission;
5>	set sl-DiscoveryType to the current discovery type of the associated destination identity configured by the upper layer for NR sidelink discovery messages transmission;
3>	if SIB12 including sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink L2 U2N relay communication and the UE is acting as L2 U2N Relay UE:
4>	include sl-TxResourceReqL2U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink L2 U2N relay communication resource:
5>	set sl-DestinationIdentityL2U2N to the destination identity configured by upper layer for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TxInterestedFreqListL2U2N to indicate the frequency of the associated destination for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TypeTxSyncListL2U2N to the current synchronization reference type used on the associated sl-InterestedFreqListL2U2N for NR sidelink L2 U2N relay communication transmission;
5>	set sl-LocalID-Request to request local ID for L2 U2N Remote UE;
5>	set sl-PagingIdentityRemoteUE to the paging UE ID received from peer L2 U2N Remote UE, if it is not released as in 5.8.9.8.3;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE.
4>	include ue-Type and set it to relayUE;
3>	if SIB12 including sl-L2U2N-Relay and if configured by upper layers to transmit NR sidelink L2 U2N relay communication and the UE has a selected L2 U2N Relay UE:
4>	include sl-TxResourceReqL2U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows to request network to assign NR sidelink L2 U2N relay communication resource:
5>	set sl-TxInterestedFreqListL2U2N to indicate the frequency of the associated destination for NR sidelink L2 U2N relay communication transmission;
5>	set sl-TypeTxSyncListL2U2N to the current synchronization reference type used on the associated sl-InterestedFreqListL2U2N for NR sidelink L2 U2N relay communication transmission;
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE.
4>	include ue-Type and set it to remoteUE;
3>	if SIB12 including sl-L3U2N-RelayDiscovery and if configured by upper layers to transmit NR sidelink L3 U2N relay communication:
4>	include sl-TxResourceReqL3U2N-Relay in sl-TxResourceReqListCommRelay and set its fields (if needed) as follows for each destination for which it requests network to assign NR sidelink L3 U2N relay communication resource:
5>	set sl-DestinationIdentity to the destination identity configured by upper layer for NR sidelink L3 U2N relay communication transmission;
5>	set sl-CastType to the cast type of the associated destination identity configured by the upper layer for the NR sidelink L3 U2N relay communication transmission;
5>	set sl-RLC-ModeIndication to include the RLC mode(s) and optionally QoS profile(s) of the sidelink QoS flow(s) of the associated RLC mode(s), if the associated bi-directional sidelink DRB has been established due to the configuration by RRCReconfigurationSidelink;
5>	set sl-QoS-InfoList to include QoS profile(s) of the sidelink QoS flow(s) of the associated destination configured by the upper layer for the NR sidelink L3 U2N relay communication transmission;
5>	set sl-TxInterestedFreqList to indicate the frequency of the associated destination for NR sidelink L3 U2N relay communication transmission;
5>	set sl-TypeTxSyncList to the current synchronization reference type used on the associated sl-InterestedFreqList for NR sidelink L3 U2N relay communication transmission.
5>	set sl-CapabilityInformationSidelink to include UECapabilityInformationSidelink message, if any, received from peer UE.
4>	include ue-Type and set it to relayUE if the UE is acting as NR sidelink L3 U2N Relay UE or to remoteUE otherwise;
3>	if sl-DRX-ConfigCommonGC-BC is included in SIB12-IEs:
4>	if configured by upper layers to perform NR sidelink reception:
5>	include sl-RxDRX-ReportList and set its fields (if needed) as follows for each destination for which it reports to network:
6>	set sl-DRX-ConfigFromTx to include the accepted sidelink DRX configuration of the associated destination for NR sidelink unicast communication, if received from the associated peer UE;
5>	include sl-RxInterestedGC-BC-DestList and set its fields (if needed) as follows for each Destination Layer-2 ID for which it reports to network:
6>	set sl-RxInterestedQoS-InfoList to include the QoS profile of its interested service(s) that sidelink DRX is applied for the associated destination for NR sidelink groupcast or broadcast reception;
NOTE:	It is up to UE implementation to set the QoS profile in sl-RxInterestedQoS-InfoList for NR sidelink discovery reception.
6>	set sl-DestinationIdentity to the associated destination identity configured by upper layer for NR sidelink groupcast or broadcast reception;
4>	if configured by upper layers to perform NR sidelink transmission and configured with sl-ScheduledConfig:
5>	include sl-TxResourceReqList and/or sl-TxResourceReqListCommRelay and set its fields (if needed) as follows for each destination for which it reports to network:
6>	set sl-DRX-InfoFromRxList to include the sidelink DRX assistance information of the associated destination, if any, received from the associated peer UE;
6>	if the RRCReconfigurationCompleteSidelink message includes the sl-DRX-ConfigReject:
7>	set sl-Failure as drxReject-v1710 for the associated destination for the NR sidelink communication transmission;
6>	set sl-DRX-Indication to include the sidelink DRX on/off indication for the associated destination for NR sidelink groupcast transmission;
1>	if the UE initiates the procedure while connected to an E-UTRA PCell:
2>	submit the SidelinkUEInformationNR to lower layers via SRB1, embedded in E-UTRA RRC message ULInformationTransferIRAT as specified in TS 36.331 [10], clause 5.6.28;
1>	else:
2>	submit the SidelinkUEInformationNR message to lower layers for transmission.
-----------------------------------------< Next change >---------------------------------------------
[bookmark: _Toc115428910][bookmark: _Toc60777126]–	SidelinkUEInformationNR
The SidelinkUEinformationNR message is used for the indication of NR sidelink UE information to the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SidelinkUEInformationNR message
-- ASN1START
-- TAG-SIDELINKUEINFORMATIONNR-START

SidelinkUEInformationNR-r16::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        sidelinkUEInformationNR-r16         SidelinkUEInformationNR-r16-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

SidelinkUEInformationNR-r16-IEs ::=    SEQUENCE {
    sl-RxInterestedFreqList-r16            SL-InterestedFreqList-r16           OPTIONAL,
    sl-TxResourceReqList-r16               SL-TxResourceReqList-r16            OPTIONAL,
    sl-FailureList-r16                     SL-FailureList-r16                  OPTIONAL,
    lateNonCriticalExtension               OCTET STRING                        OPTIONAL,
    nonCriticalExtension                   SidelinkUEInformationNR-v1700-IEs   OPTIONAL
}

SidelinkUEInformationNR-v1700-IEs ::=  SEQUENCE {
    sl-TxResourceReqList-v1700             SL-TxResourceReqList-v1700                                                 OPTIONAL,
    sl-RxDRX-ReportList-v1700              SL-RxDRX-ReportList-v1700                                                  OPTIONAL,
    sl-RxInterestedGC-BC-DestList-r17      SL-RxInterestedGC-BC-DestList-r17                                          OPTIONAL,
    sl-RxInterestedFreqListDisc-r17        SL-InterestedFreqList-r16                                                  OPTIONAL,
    sl-TxResourceReqListDisc-r17           SL-TxResourceReqListDisc-r17                                               OPTIONAL,
    sl-TxResourceReqListCommRelay-r17      SL-TxResourceReqListCommRelay-r17                                          OPTIONAL,
    ue-Type-r17                            ENUMERATED {relayUE, remoteUE}                                             OPTIONAL,
    sl-SourceIdentityRemoteUE-r17          SL-SourceIdentity-r17                                                      OPTIONAL,
    nonCriticalExtension                   SEQUENCE {}                                                                OPTIONAL
}

SL-InterestedFreqList-r16 ::=          SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-TxResourceReqList-r16 ::=           SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-r16

SL-TxResourceReq-r16 ::=               SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-CastType-r16                        ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-RLC-ModeIndicationList-r16          SEQUENCE (SIZE (1.. maxNrofSLRB-r16)) OF SL-RLC-ModeIndication-r16         OPTIONAL,
    sl-QoS-InfoList-r16                    SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16          OPTIONAL,
    sl-TypeTxSyncList-r16                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16                OPTIONAL,
    sl-TxInterestedFreqList-r16            SL-TxInterestedFreqList-r16                                                OPTIONAL,
    sl-CapabilityInformationSidelink-r16   OCTET STRING                                                               OPTIONAL
}

SL-TxResourceReqList-v1700 ::=         SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-v1700

SL-RxDRX-ReportList-v1700 ::=          SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxDRX-Report-v1700

SL-TxResourceReq-v1700 ::=             SEQUENCE {
    sl-DRX-InfoFromRxList-r17              SEQUENCE (SIZE (1..maxNrofSL-RxInfoSet-r17)) OF SL-DRX-ConfigUC-SemiStatic-r17   OPTIONAL,
    sl-DRX-Indication-r17                  ENUMERATED {on, off}                                                             OPTIONAL,
    ...
}

SL-RxDRX-Report-v1700 ::=              SEQUENCE {
    sl-DRX-ConfigFromTx-r17                SL-DRX-ConfigUC-SemiStatic-r17,
    ...}

SL-RxInterestedGC-BC-DestList-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxInterestedGC-BC-Dest-r17

SL-RxInterestedGC-BC-Dest-r17 ::=      SEQUENCE {
    sl-RxInterestedQoS-InfoList-r17        SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16,
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16
}

SL-TxResourceReqListDisc-r17 ::=       SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqDisc-r17

SL-TxResourceReqDisc-r17 ::=           SEQUENCE {
    sl-DestinationIdentityDisc-r17         SL-DestinationIdentity-r16,
    sl-SourceIdentityRelayUE-r17           SL-SourceIdentity-r17                                                      OPTIONAL,
    sl-CastTypeDisc-r17dummy                    ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-TxInterestedFreqListDisc-r17        SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListDisc-r17              SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-DiscoveryType-r17                   ENUMERATED {relay, non-Relay},
    ...
}

SL-TxResourceReqListCommRelay-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqCommRelayInfo-r17

SL-TxResourceReqCommRelayInfo-r17 ::=  SEQUENCE {
    sl-RelayDRXConfig-r17                 SL-TxResourceReq-v1700                                                       OPTIONAL,
    sl-TxResourceReqCommRelay-r17         SL-TxResourceReqCommRelay-r17
}

SL-TxResourceReqCommRelay-r17 ::=      CHOICE {
    sl-TxResourceReqL2U2N-Relay-r17        SL-TxResourceReqL2U2N-Relay-r17,
    sl-TxResourceReqL3U2N-Relay-r17        SL-TxResourceReq-r16
}

SL-TxResourceReqL2U2N-Relay-r17 ::=    SEQUENCE {
    sl-DestinationIdentityL2U2N-r17        SL-DestinationIdentity-r16                                                 OPTIONAL,
    sl-TxInterestedFreqListL2U2N-r17       SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListL2U2N-r17             SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-LocalID-Request-r17                 ENUMERATED {true}                                                          OPTIONAL,
    sl-PagingIdentityRemoteUE-r17          SL-PagingIdentityRemoteUE-r17                                              OPTIONAL,
    sl-CapabilityInformationSidelink-r17   OCTET STRING                                                               OPTIONAL,
    ...
}

SL-TxInterestedFreqList-r16 ::=        SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-QoS-Info-r16 ::=                    SEQUENCE {
    sl-QoS-FlowIdentity-r16               SL-QoS-FlowIdentity-r16,
    sl-QoS-Profile-r16                    SL-QoS-Profile-r16                                                          OPTIONAL
}

SL-RLC-ModeIndication-r16 ::=          SEQUENCE {
    sl-Mode-r16                            CHOICE  {
        sl-AM-Mode-r16                         NULL,
        sl-UM-Mode-r16                         NULL
    },
    sl-QoS-InfoList-r16                SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16
}

SL-FailureList-r16 ::=                 SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-Failure-r16

SL-Failure-r16 ::=                     SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-Failure-r16                         ENUMERATED {rlf,configFailure, drxReject-v1710, spare5, spare4, spare3, spare2, spare1}
}

-- TAG-SIDELINKUEINFORMATIONNR-STOP
-- ASN1STOP
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