

	
3GPP TSG-RAN WG2 Meeting #120	R2-2212879
Toulouse, France, 14 – 18 November 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.321
	CR
	1502
	rev
	-
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Corrections on BWP handling for RACH partitioning

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R2

	
	

	Work item code:
	NR_cov_enh-Core
NR_redcap-Core
NR_Slice -Core
NR_SmallData_INACTIVE-Core
	
	Date:
	2022-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The RA resources available for the Random Access procedure shall only consider RA resources in the BWP selected for the Random Access procedure.

	
	

	Summary of change:
	Add a limitation RA resources available for the Random Access procedure shall only consider RA resources in the BWP selected for the Random Access procedure.

Impact analysis
Impacted functionality: Random Access procedure.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, UE may use RA resources of different BWP than selected which may not be known to network.
2. If the UE is implemented according to the CR and the network is not, no inter-operability issues.
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First Modified Subclause
[bookmark: _Toc115557868][bookmark: _Toc83661025]5.1.1b	Selection of the set of Random Access resources for the Random Access procedure
The MAC entity shall:
1>	if the BWP selected for Random Access procedure is configured with both set(s) of Random Access resources with MSG3 repetition indication and set(s) of Random Access resources without MSG3 repetition indication and the RSRP of the downlink pathloss reference is less than rsrp-ThresholdMsg3; or
1>	if the BWP selected for Random Access procedure is only configured with the set(s) of Random Access resources with MSG3 repetition indication:
2>	assume MSG3 repetition is applicable for the current Random Access procedure.
1>	else:
2>	assume MSG3 repetition is not applicable for the current Random Access procedure.
NOTE 1:	Void.
1>	if contention-free Random Access Resources have not been provided for this Random Access procedure and one or more of the features including RedCap and/or a specific NSAG(s) and/or SDT and/or MSG3 repetition is applicable for this Random Access procedure:
NOTE 2: The applicability of SDT is determined by MAC entity according to clause 5.27. The applicability of specific NSAG(s) is determined by upper layers when the Random Access procedure is initiated. The applicability of RedCap is also determined by upper layers when Random Access procedure is initiated and it is applicable to the Random Access procedures initiated by PDCCH orders and any Random Access procedure initiated by the MAC entity.
2>	if none of the sets of Random Access resources are available for any feature applicable to the current Random Access procedure (as specified in clause 5.1.1c):
3>	select the set(s) of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for this Random Access procedure.
2>	else if there is one set of Random Access resources available which can be used for indicating all features triggering this Random Access procedure in the BWP selected for the Random Access procedure:
3>	select this set of Random Access resources for this Random Access procedure.
2>	else (i.e. there are one or more sets of Random Access resources available that are configured with indication(s) for a subset of all features triggering this Random Access procedure):
3>	select a set of Random Access resources from the available set(s) of Random Access resources based on the priority order indicated by upper layers as specified in clause 5.1.1d for this Random Access Procedure.
1>	else if contention-free Random Access Resources have been provided for this Random Access procedure in the BWP selected for the Random Access procedure and RedCap is applicable for the current Random Access procedure and there is one set of Random Access resources available that is only configured with RedCap indication:
2>	select this set of Random Access resources for this Random Access procedure.
1>	else:
2>	select the set of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for the current Random Access procedure.
Next Modified Subclause
[bookmark: _Toc115557869]5.1.1c	Availability of the set of Random Access resources
The MAC entity shall for each set of configured Random Access resources for 4-step RA type and for each set of configured Random Access resources for 2-step RA type in the BWP selected for the Random Access procedure:
1>	if RedCap indication is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for a Random Access procedure for which RedCap indication is not applicable.
1>	if SDT indication is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure which is not triggered for SDT.
1>	if NSAG indication is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure unless it is triggered for the corresponding NSAG indication.
1>	if MSG3 repetition indication is configured for a set of Random Access resources:
2>	consider the set of Random Access resources as not available for the Random Access procedure if MSG3 repetition is not applicable.
1>	if a set of Random Access resources is not configured with any of the RedCap or SDT or NSAG(s) or MSG3 repetition indications:
2>	consider the set of Random Access resources to not associated with any feature indication.
Next Modified Subclause
[bookmark: _Toc115557870]5.1.1d	Selection of the set of Random Access resources based on feature prioritization
The MAC entity shall:
1>	among the available sets of Random Access resources in the BWP selected for the Random Access procedure for this Random Access procedure (as specified in clause 5.1.1c), identify those configured with a feature which has the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure as specified in TS 38.331 [5].
1>	if a single set of Random Access resources is identified:
2>	select this set of Random Access resources.
1>	else if more than one set of Random Access resources is identified:
2>	repeat the procedure taking as an input the identified sets of Random Access resources and the feature applicable to the current Random Access procedure with the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure, except the features considered already.
1>	else (i.e. no set of Random Access resources is identified):
2>	repeat the procedure taking as an input the previous identified available sets of Random Access resources and the feature applicable to the current Random Access procedure with the highest priority assigned in featurePriorities among all the features applicable to this Random Access procedure, except the features considered already.
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