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6.3	NG-RAN Node terminated protocols
[bookmark: _Toc12632625][bookmark: _Toc29305319][bookmark: _Toc37338133][bookmark: _Toc46488975][bookmark: _Toc52567328][bookmark: _Toc109049766]6.3.1	NR Positioning Protocol A (NRPPa)
The NR Positioning Protocol A (NRPPa) carries information between the NG-RAN Node and the LMF. It is used to support the following positioning functions:
-	E-CID for E-UTRA where measurements are transferred from the ng-eNB to the LMF.
-	Data collection from ng-eNB's and gNB's for support of OTDOA positioning for E-UTRA.
-	Cell-ID and Cell Portion ID retrieval from gNB's for support of NR Cell ID positioning method.
-	Exchange of information between LMF and NG-RAN node for the purpose of assistance data broadcasting.
[bookmark: _Hlk23429915]-	NR E-CID where measurements are transferred from the gNB to the LMF.
-	NR Multi-RTT where measurements are transferred from the gNB to the LMF.
-	NR UL-AoA where measurements are transferred from the gNB to the LMF.
-	NR UL-TDOA where measurements are transferred from the gNB to the LMF.
-	Data collection from gNBs for support of DL-TDOA, DL-AoD, Multi-RTT, UL-TDOA, UL-AoA.
-	Measurement Preconfiguration Information Transfer which allows the LMF to request the NG-RAN node to preconfigure and activate/deactivate measurement gap and/or PRS processing window.
The NRPPa protocol is transparent to the AMF. The AMF routes the NRPPa PDUs transparently based on a Routing ID corresponding to the involved LMF over NG-C interface without knowledge of the involved NRPPa transaction. It carries the NRPPa PDUs over NG-C interface either in UE associated mode or non-UE associated mode.
In case of a split gNB architecture, the NRPPa protocol is terminated at the gNB-CU.
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